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Preface

UNET is a one-dimensional unsteady open-channel flow model that can simulate
flow in single reaches or complex networks of interconnected channels. Many types of
in-channe! hydraulic controls such as bridges, weirs and culverts can be modeled. _
Exchange of flow over levees with storage areas can be simulated. Because of its
capability to include off-channe] storage areas and simulate looped systems, UNET may
be thought of as a quasi-two-dimensional model.

Primary development and application of UNET was done by Dr. Robert L.
Batkau. This manual was prepared from documentation provided to HEC by Dr. Barkan.
Under an agreement with Dr. Barkau the Hydrologic Engineering Center maintains,
distributes and supports UNET for Corps of Engineers offices (ref. “Memorandum of
Understanding™).

This user’s manual and associated software culminates HEC’s development of
UNET. The prior HEC release of UNET, Ver. 3.2, has been expanded for Ver. 4.0 to
include general use developments that have heen spun-off from the Mississippi Basin
Modeling System.
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Chapter 1
Introduction

UNET simulates one-dimensional unsteady flow through a network of open
channels. One element of open channel flow in networks is the split of flow into two or
more channels. Figure 1-1 illustrates such a flow split. For subcritical flow, the division
of flow depends upon the capacities of the receiving channels. Those capacities are
functions of downstream channel geometries and backwater effects. A second element of
a stream network is the combination of flow; which is termed the dendritic problem. This
is considered to be a simpler modeling problem than the flow split because flow from
each tributary is dependent only on the stage in the receiving stream. A flow network that
includes single channels, dendritic systems, flow splits, and loops (such as flow around
islands) is the most general situation. Figure 1-2 illustrates a dendritic channel system,
including a full network. The system shown includes flow bifurcations, a crossing canal,
a four-node junction and a storage area. UNET has the capability to simulate flow in
such a system.

™~

Figure 1-1 Split flow at a junction. The rate of flow into each reach depends upon the
geometry of the downstream reaches and backwater effects.

1-1



Chapter 1 — Introdyction

Another capability of UNET is the simulation of storage areas; €.g., lake-like
regions that can ejther provide water to, or divert water from, a chanpel. This is
commonly called a split flow problem. In this sitnation, the water surface elevation in the
storage area will control the volume of water diverted. That volume, in turn, affects the
shape and timing of downstream hydrographs. Storage areas can be used as upstream or
downstream boundaries for a river reach. In addition, the river can overflow laterally into
storage areas over a gated spillway, weir, levee, through a culvert, or via a pumped
diversion. :

Figure 1-2 An example of a flow network. This network includes 13 reaches and one
storage area

In addition to solving the one-dimensional unsteady flow equations in a network
system, UNET provides the user with the ability to apply many external and internal
boundary conditions, including; flow and stage hydrographs, gated and uncontrolled
spillways, bridges, culverts and levee systems.
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To facilitate mode] application, channel cross sections are encoded in a modified
HEC-2 or HEC-RAS format which requires that the geometric data sequence be from
upstream to downstream. A large number of river systems have been modeled using
HEC-2 or HEC-RAS; those existing data files can be readily adapted to UNET format.
Boundary conditions (flow hydrographs, stage hydrographs, etc.) for UNET can be input
from any existing HEC-DSS (HEC, 1995) data base. For most simulations, particularly
those with large numbers of input hydrographs and hydrograph ordinates, HEC-DSS is
advantageous to the point of necessity because it eliminates the manual tabular input of
hydrographs and creates an input file which can be casily adapted to a large number of
scenarios. Hydrographs and profiles computed by UNET are output to HEC-DSS for
graphical display and for comparisons with observed data.- Guidance for numerical
modeling of river hydraulics is given in the Corps’ River Hydraulics EM (U SACE, 1993).
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Chapter 2

Equations of Motion for
the Channel and Floodplain

Figure 2-1 illustrates the two-dimensional characteristics of the interaction
between the channel and floodplain flows. When the river is rising water moves laterally
away from the channel, inundating the floodplain and filling available storage areas. As
the depth increases, the floodplain begins to convey water downstream, generally along a
shorter path than that of the main channel. When the river stage is falling, water moves
toward the channel from the overbank supplementing the flow in the main channel.

O, “
. q'% ‘
- \\
. |

Figure 2-1 Channel and floodplain flows

Because the primary direction of flow is oriented along the channel, this two-
dimensional flow field can often be accurately approxitmated by a one-dimensional
representation. Off-chamnnel ponding areas can be modeled with a storage areas that
exchange water with the channel. Flow in the overbank can be approximated as flow
through a separate channel.

This channel/floodplain problem has been addressed in many different ways. A
common approach is to ignore overbank conveyance entirely, assuming that the overbank
is used only for storage. This assumption may be suitable for large streams such as the
Mississippi River where the channel is confined by levees and the remaining floodplain is
either heavily vegetated or an off-channel storage area. Fread (1976) and Smith (1978)
approached this problem by dividing the system into two separate channels and writing
continuity and momentum equations for each channel. To simplify the problem they
assumed a horizontal water surface at each Cross section normal to the direction of flow;
that the exchange of momentum between the channel and the floodplain was negligible;
and that the discharge was distributed according to conveyance, i.e.:

Q. =¢Q 2-1)

2-1



Chapter 2 - Equations of Motion for the Channel and Floodplain

Where: Qc = flow in channel,
Q = total flow,
¢ = Ke/(Ke+Ky),
K. = conveyance in the channel, and,
K¢ = conveyance in the floodplain.

With these assumptions, the one-dimensional equations of motion can be
combined into a single set:

A 3(@Q) A(-9Q]_,

ot  9Ixc O 2-2)
30 APQE/AL) H(A-D)QP/A,) oz z
— A A | — = -
ot * oX, i _ aX, T9% ax, +Sp |+ A oX, *S¢|=0 @3

in which the subscripts ¢ and f refer to the channel and floodplain, respectively. These
equations were approximated using implicit finite differences, and the full nonlinear
equations solved numerically using the Newton-Raphson iteration technique. The model
was successful and produced the desired effects in test problems. Numerical oscillations,
however, can occur when flow at one node bounding a finite difference cell is within
banks and the other is not.

Expanding on the earlier work of Fread and Smith, Barkan (1982) manipulated
the finite difference equations for the channel and fioodplain and defined a new set of
equations that were computationally more convenient. Using a velocity distribution
factor, he combined the convective terms. Further, by defining an equivalent flow path,
he replaced the friction slope terms with an equivalent force.

The equations derived by Barkau are the basis for UNET. These equations are
derived in Appendix A. The numerical solution of these equations is described in the
next section.

2.1 Implicit Finite Difference Scheme

The most successful and accepted procedure for solving the one-dimensional
unsteady flow equations is the four-point implicit scheme, also kmown as the box scheme
(Figure 2-2). Under this scheme, space-derivatives and function values are evaluated at
an interior point, (n+0) At. Thus values at (n+1) At enter in to all terms in the equations.
For a reach of river, a system of simultaneous equations results. The simultaneous
solution is an important aspect of this scheme because it allows information from the
entire reach to influence the solution at any one point. Consequenily, the time step can be

2.2




scheme to be unconditionally stable (theoretically) for 0.5 < < 1. 0; conditionally stable

for & = 0.5, and unstable for < 0.5. Ina convergence analysis performed by the same
authors, it was shown that numerical damping increased as the ratio A/Ax decreased,

where } is the length of a wave in the hydranlic system. For streamflow routing problems

where the wavelengths are long with respect to spatial distances, convergence is not a

serious problem. In practice, other factors may also contribute to the non-stability of the

solution scheme. These factors include dramatic changes in channel cross-sectional

of the flood wave itself, and
complex hydraulic structures such as levees, bridges, culverts, weirs, and spillways. In
fact, these other factors often overwhelm any stability considerations associated with .
Because of these factors, any model application should bhe accompanied by a
sensitivity stady, where the accuracy and the stability of the solution is tested with

properties, abrupt changes in channel slope, characteristics

various time and distance intervals,

ot
-~ it ——

— _5&}{—:-

X

- Ax ————

n+1

Figure 2-2 TypH finite difference cell.

The following notation is defined:
f iT f jn

and:

24

Chapter 2 - Eguations of Motion for the Channel and F loodplain

significantly larger than with explicit numerical schemes. Von Neumann stability
analyses performed by Fread (1974), and Liggett and Cunge (1975), show the implicit

2-3
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Af, =7 @-5)
then:
fjm—} = fj 4= Af; (2_6)

The general implicit finite difference forms are:

1. Titme derivative _
%x%f'j(”;mfi) 27
2. Space derivative
%g%Jfﬁrfj)+iiﬁf;+;'ﬁfj) (2-8)
3. Function value
F=f=05(f +f, )+056(Af +Af ) (2-9) |

2.2  Continuity Equation

The continuity equation describes conservation of mass for the one-dimensional system.
From Appendix A:

dA 95 d9Q  _
at+at+8x 4=0 210
where: x = distance along the channel,
t = time,
0 = flow,
A = cross-sectional area,
§ = storage,
q: = lateral inflow per unit distance.

The above equation can be written for the channel and the floodplain:

aQ"-‘ +_.a.ﬁ=
axc ot

qs (2-11)

and:
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00, d4; oS
a—;+—at—+§—qc+qz (2-12)

where the subscripts ¢ and frefer to the channel and floodplain, respectively, g is the
lateral inflow per unit length of floodplain, and g. and gy are the exchanges of water
between the channel and the floodplain.

Equations 2-11 and 2-12 are now approximated using implicit finite differences
by applying Equations 2-7 through 2-9:

AQ. A4 -
c+ = -
Ax, N 9 (2-13)

AQ, Aa AS ~ _
———— =g -
AxC At At Qc q! (2 14)

The exchange of mass is equal but not opposite in sign such that Axcqe = -geAxr. Adding
the above equations together and rearranging yields: '
A A, A4, AS —
AQ+—FAx +~— A + =2 A, =0 -
Q Ar SRt ARt A, (2-15)
where Qs the average lateral inflow.

23  Momenhnn Equation

The momentum equation states that the rate of change in momentum is equal to
the external forces acting on the system. From Appendix A, for a single channel:

a@  AVQ) oz .
—t——"+ gA{—+ =0 -
o T o A S (2-16)
where: g = acceleration of gravity,
Sf = friction slope,
V = velocity.

The above equation can be written for the channel and for the floodplain:

90, . Av.0,) oz 3
3t 3 +gA.,(axc+Sfc)~Mf (2-17)
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BQf+6‘(Vfo)

oz
™ 327 -Pg,uf’if(axf+Sg)—Mc (2-18)

where M. and My are the momentum fluxes per unit distance exchanged between the
channel and floodplain, respectively. Note that in Equations 2-17 and 2-18 the water
surface elevation is not subscripted. An assumption in these equations is that the water
surface is horizontal at any cross section perpendicular to the flow. Therefore, the water
surface elevation is the same for the channel and the floodplain at a given cross section.

Using Equations 2-7 through 2-9, the above equations are approximated using

finite differences:
AQ. ANv.Q,), -, Az -
+ + + = -
, A g A A Sp)=M; (2-19)
AQ, AVQ,) _ Az
+ +g — =M. =20
! Ay Af(AxJr Sy =M (2-20)

Note that AxcMe = ~AxgMs.

Adding and rearranging the above equations yields:

CMQAx+Q,Axy)
At

+A(Vch)+A(Vij)+g(Ac+Af)AZ+gZ£§f¢Axe+ ngEfof=o (2-21)

The final two terms define the friction force from the banks acting on the fluid. An
equivalent force can be defined as: '

SAS Az =8A.SpBhxtEA; S5 0% (2-22)

where: Axe = equivalent flow path,
Sy = friction slope for the entire cross section,

A = A c+ A f.
Now, the convective terms can be rewritten by defining a velocity distribution factor:

= (chAc+Vf2Af)=(VCQc+Vfo)

p VA ov

(2-23)
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then: _
MAVQ)=MV.0)+NV,Q,) (2-24)

The final form of the momentm equation is:

A(Qchc'l'Qfof)
Ar

+ A BVQ)+ gAbz + g A5, Ax,=0 (2-25)

A more familiar form is obtained by dividing through by Ax.:

MOAx+Q A% ) NBVQ) — A

2.4 Added Force Term

The friction and pressure forces from the banks do not always describe all the
forces which act on the water., Structures such as bridge piers, navigation dams, and
cofferdarmns constrict the flow and exert additional forces which oppose the flow. In
localized areas these forces can predominate and produce a significant increase in water
surface elevation (called a "swell head"} upstream of the structure.

For a differential distance, dx, the additional forces in the contraction produce a
swell head of dhy. This swell bead is only related to the additional forces. The rate of
energy 1oss can be expressed as a local slope:

S;.“—P%* 2-27)

The friction slope in Equation 2-26 can be angmented by this term:

0 avo, & _
A T +3A(ax+sf+s;,)—0 (2-28)

For steady flow, there are a number of relationships for computation of the swell head
upstream of a contraction. For navigation dams, the formulas of Kindsvater and Carter,
d’Aubuisson (Chow, 1959), and Nagler were reviewed by Denzel (1961). For bridges, the
formulas of Yarnell (WES, 1973) and the Federal Highway Administration (FHWA,
1978) are used. These formulas were all determined by experimentation and can be
expressed in the more general form:
V.?
mh=C 22 (2-29)
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where hy is the head loss and C is a coefficient. The coefficient C is a function of
velocity, depth, and the geometric properties of the opening, but for simplicity, it will
assumed to be a constant. The location where the velocity head is evaluated varies from
method to method. Generally, however, the velocity head is evaluated at the tailwater for
tranquil flow and at the headwater for supercritical flow in the contraction.

_ If Iy occurs over a distance AX., then u =5 1 Axe and §h =h/ Axe where 5 1 is the
average slope over the interval Axe. The result is inserted in the finite difference form of
the momentum equation (Equation 2-26), yielding:

+gA
AtA x, Ax,

A(QCAXc'!'Qfof)J‘-A(ﬁVQ) -[AZ
A.xe'

+8, +§kJ= 0 (2-30)

25 Lateral Influx of Momentim

At stream junctions, the momentum of the flow from a tributary enters the
receiving stream as well as the mass. If this added momentum is not inciuded in the
momentum equation, the entering flow has no momentum and must be accelerated by the
flow in the river. The lack of entering momentum causes the convective acceleration
term, @ (VQ) /3 x, to become large. To balance the spatial change in momentum, the
water surface slope must be large enough to provide the force to accelerate the fluid.
Thus, the water surface has a drop across the reach where the flow enters creating
backwater upstream of the junction on the main stem. ‘When the tributary flow is large in
relation o that of the receiving stream, the momentum exchange may be significant. The
confluence of the Mississippi and Missouri Rivers is such a juncture. During a large
flood, the computed decrease in water surface elevation over the Mississippi reach is over
0.5 feet if the influx of momentum is not properly considered.

The entering momentum is given by:

Qv

e (2-31)
where: O = lateral inflow,
Vi = average velocity of lateral inflow,
4 = fraction of the momentum entering the receiving

stream.

The entering momentum is added to the right side of Equation 2-30, hence:

2-8
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AIA Xe A Xe Ax

£

A(Q.A A - !
(Q.Ax+Q, xf)+A(ﬂVQ)+gK[AZ+§f+S;,]=§%xK (2-32)

Equation 2-32 is only used at stream junctions in a dendritic model.
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Chapter 3

Finite Difference Form of
the Unsteady Flow Equations

Equations 2-10 and 2-16 are nonlinear, Ifthe implicit finite difference scheme is
directly applied, a system of nonlinear algebraic equations results. Amain and Fang
(1970}, Fread (1974, 1976) and others have solved the nonlinear equations using the
Newton-Raphson iteration technique. Apart from being relatively slow, that iterative
scheme can experience troublesome convergence probiems at discontinuities in the river
geometry. To avoid the nonlinear solution, Preissmann (as reported by Liggett and
Cunge, 1975) and Chen (1973) developed a technique for linearizing the equations. This
chapter describes how the finite difference equations are linearized in UNET.

3.1  Linearized, Implicit, Finite Difference Equations
The following assumptions are applied:

LI f o f>> Af eAf, then 4f eAf = 0 (Preissmann as reported by Liggett and
Cunge, 1975).

2. Ifg=g(Q,z), then Ag can be approximated by the first term of the Taylor

Series, i.e.:
17 o
Agj = [i) AQ] + (*_g”) AZj
j 1

o % 3-1)

3. Ifthe time step, At, is small, then certain variables can be treated explicitly;
hence hjnﬂ & hjn and Ah; = 0.

Assumption 2 is applied to the friction slope, S¢and the area, A. Assumption 3 is
applied to the velocity, V, in the convective term; the velocity distribution factor, B; the
equivalent flow path, x; and the flow distribution factor, ¢.

The finite difference approximations are listed term by term for the continuity
equation in Table 3-1 and for the momentum equation in Table 3-2.
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If the unknown values are grouped on the left-hand side, the following linear
equations result:

CQIJAQJ + C-leAzj + CQZ]AQJH -+ szjAZjﬂ = CB.I (3-—2)

MQljﬂQj +-MZ1jAZ_~; + MQ2jAQj+1 + MzszZj-H = MB; (3-3)

Table 3-1
Finite Difference Approximation of the Terms in the Continuity Equation

‘Term Finite Difference Approximation
AQ (Qj+1 - Q,) + e(‘&Qjﬂ - AQj)
OA, dA,
a X (dz) Az * (%) Azp
0.5A %4 i e
X At
- &
Bt Xt iz jAZ_l + iz j+IAZ_|+l
O.SAXﬂ At |
aS (dS) (ds)
5t X5 iz jﬁz_, =+ iz jﬂAzﬁ-I
0.5A x4 A
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Table 3-2
Finite Difference Approximation of the Terms in the Momentum Equation
Term Finite Difference Approximation
.+ QA 0.5

a(QcAmele X¢) Aot CRudxy +0QuAxs + 9Qu, A%y + 8Qg, Axg)
ABVQ 1 0
v Tl BV Qs - BV + T{6v0),, - V)]

s — |z - z 8 —(Zp - z)
gAS—— c2 S oAzl 4 Z - Z5)

Axe SAI: Axq Axcj(Az.ﬁ‘l Azy) BgAA Axg

BAG: + §,) AG,+5,)+0.50gAl(AS;., +AS)+H(ASy TAS)|+0.98(S, +S)(AA +AAL)
A 0.5(A5m + A))

S 0.5(Sg4 + Sy)
BA; [dA) A
az) "~
O8y (-23f dK) [2sf)
—— .+ —_— i
K dz jAzJ Q jAQJ
BA

05(AA; + AAu)
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The values of the coefficients are defined in Tables 3-3 and 3-4.

Table 3-3
Coefficients for the Continuity Equation

Coefficient Value
coy, -0
A
CZ1; 0.5 (dACJ A (j‘é_f . QE} R
Mhxg|\dz /0% T & o)
CQ2; 6
Axg
52 05 [(dh) 5, (S, 8,
Ahxgl\dz/ .m0 Ve d2
CB; Qi - Q Q,
Ach Axe]
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Table 3-4
Coefficients of the Momentum Equation
h‘erm Value
_ A%y + Axg(1-¢) B, V;0 — (S5 + Sy)
MQL 05 AxgAL AX * g Q,
0 S —
MZ1 f—i- + 0.5g(z - zJ) XJ # )LJ] Oiﬁg( J( +§)
1 4]
Msz_ O'S[Aij¢j+I + AXﬁ(l'q’jﬂ)](AXejAJ + 5j+lvj+l(-£;] + '%%A;(Sﬂﬂ + Shj+1)
& 1
MZ32; '—_+05§(Z,|+1 z) LJ g{ Sﬁﬂ [S‘B*J:'+058g dAJ (§f+§h)
J+I i) dZ
1 gA
MB; - [(Bjﬂ VinQyy - BjVij)[ A xj [ J(zﬁ'l - z) + gA(S, + Sﬁ)jf
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32 Flow Distribution Factor

The distribution of flow between the channel and floodplain must be determined. The
portion of the flow in the channel is given by:

b=
A (3-4)

Fread (1976) assumed that the friction slope is the same for the channel and floodplain, thus the
distribution is given by the ratio of conveyance, i.e.,

b = —2—
© Kg + Ky (3-5)
Equation 3-5 is used in the UNET model.

3.3  Equivalent Flow Path
The equivalent flow path is given by:

- Xcgchxc + ngﬁﬁxf

Ax, AS, -6)
If we assume:
- =K |
K. * K (3-7)

where ¢ is the average flow distribution for the reach, then:

A A%+ ArAX
Ax, = =
A (3-8)

Since Ax, is defined explicitly:

Ay, = Bo ¥ Ag)AXs (Ag + Aga)Axg
" A; + Ay
it A (3-9)
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34  Boundary Conditions

For a reach of river there are N computational nodes which bound N-1 finite difference
cells. From these celis 2N-2 finite difference equations can be developed. Because there are 2N
unknows (AQ and Az for each node), two additional equations are needed. These equations are
provided by the boundary conditions for each reach, which for subcritical flow, are required at
the upstream and downstream ends. For supercritical flow, boundary conditions are only
required at the upstream end. UNET only solves the unsteady flow equations for subcritical
flow conditions.

3.4.1 Interior Boundary Conditions (for Reach Connections)

A network is composed of a set of M individual reaches. Interior boundary equations are
required to specify connections between reaches, Depending on the type of reach junction, one
of two equations is used:

Continuity of flow:
1
ngi Qi =0
i1 (3-10)
where: | = the number of reaches connected at a Junction,
Se = -1if1isa connection to an upstream reach,
+1 ifi is a connection to a downstream reach,
Q; = discharge in reach i.
The finite difference form of Equation 3-10 is:
11 _
2MULAQ + MUQ,AQ, = MUB,
=] _ (3-11)

where: MU, = 6 Sqi,
MUQm = 0 SgK,

MUB, = - ngiQi

i=]1
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Continuity of stage:

Zp = Ze : (3-12)
where z,, the stage at the boundary of reach k, is set equal to z, a stage commozn to all stage
boundary conditions at the junction of interest. The finite difference form of Equation 3-12 is:
MUZ,Azg - MUpAz, = MUBa (3-13)
where: MUZ, =0,
MU, =20,
MUB, = 2z;-Z-

With reference to Figure 3-1, UNET uses the following strategy to apply the reach
connection boundary condition equations:

. Apply flow continuity to reaches upstream of flow splits and downstream of flow
combinations (reach 1 in Figure 3-1). Only one flow boundary equation is used
pet junction.

. Apply stage continuity for all other reaches (reaches 2 and 3 in Figure 3-1). Zis
computed as the stage corresponding to the flow in reach 1. Therefore, stage in
reaches 2 and 3 will be set equal to Z,..

3.42 TUpstream Boundary Conditions
Upstream boundary conditions are required at the upstream end of all reaches which are

not connected to other reaches or storage areas. An upstream boundary condition is applied as a
flow hydrograph of discharge versus time. The equation of a flow hydrograph for reach m is:

AQ = Q7 - & (3-14)
where k is the upstream node of reach m. The finite difference form of Equation 3-10 is:
MUQ_ AdQy = MUBy (3-15)

where:  MUQ = 1,
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Flow Split Flow Combination

Figure 3-1 Typical flow split and combination.

3.43 Downstream Boundary Conditions

Downstream boundary conditions are required at the downstream end of all reaches
which are not connected to other reaches or storage arcas. Four types of downstream boundary
condition can be specified:

. a stage hydrograph,

D a flow hydrograph,

. a single-valued rating curve,

. and, a looped rating curve that is computed by UNET using a simplified form of
the momentum equation and Manning's equation.

Stage Hydrograph. A stage hydrograph of water surface elevation versus time may be
used as the downstream boundary condition if the stream flows into a backwater environment
such as an estuary or bay where the water surface clevation is governed by tidal fhuctuations, or
where it flows into a lake or reservoir of known stage(s). At time step (n+1)At, the boundary
condition from the stage hydro graph is given by:

Az = & - A (3-16)
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The finite difference form of Equation 3-16 is:

CDZnAzg = CDBa 3-17)

where: CDZp, =1,
CDBy = & -2n

Flow Hydrograph. A flow hydrograph may be used as the downstream boundary
condition if recorded gage data is available and the model is being calibrated to a specific flood
event. At time step (n+1)At, the boundary condition from the flow hydrograph is given by the
finite difference equation:

CDQ_ AQy = CDB, (3-18)

where: CDQ, = 1,
CDB, = Qu" - Q™

Single Valued Rating Curve. The single valued rating curve is a monotonic function of
stage and flow. An example of this type of curve is the steady, uniform flow rating curve. The
single valued rating curve can be used to accurately describe the stage-flow relationship of free
outfalls such as waterfalls, or hydraulic control structures such as spillways, weirs or lock and
dam operations. This boundary condition should be avoided in otherwise free-flowing streams as
errors can be introduced into the solution far upstream of the downstream boundary location.
Further advice is given in (USACE, 1993).

At time (o+1)At the boundary condition is given by:

Dy - De
Qy +06AQy = Diy + ‘i“_ﬂ(zm + Azn - Sk
Si - Sia (3-19)

where: Dy = K™ discharge ordinate,
Sy = K™ stage ordinate.

After collecting unknown terms on the left side of the equation, the finite difference form of
Equation 3-19 is:

CDQ_AQy + CDZ,Azy = CDBy (3-20)

where: CDQ,, =6,

3-10
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Dy - Dy
CDZy = ———,
Zn Sk = Sk
CDBn=Qy+ D+ Di = Drs (zx-Se1)
PRy

Looped Rating Curve Approximation. Use of Manning's equation with a time-variable
friction slope produces an approximation of the looped rating curve seen in natural rivers. This
type of boundary condition has the advantage of being able to pass waves downstream, but
should be used with the understanding that the approximation may not accurately reflect the true
looped rating curve. Butler (1991) found that the use of this option in systems with very flat
slopes (~0.5 {i/mile or less) and rapidly tising flood waves resulted in rating curves with almost
no loop, essentially equivalent to the steady uniform flow rating curve. The example problems in
Appendix D and related sections in Appendices B and C discuss how to minimize the error
introduced into the solutions when applying rating curves as downstream boundary conditions.

Manning's equation may be written as:
Q = K(8:)” (3-21)
where K represents the éonveyance and Syis the friction slope.

Using the first term of a Taylor series, this boundary eondition at time step (n+1) At can
be represented as:

0
Qe + 0AQy = Ru(Sa)" + 2oNgA 7y (8,
Bz (3-22)
The finite difference form of Equation 3-22 is:
CDQmAQN + CDZ,Azy = CDB, (3_23)

where: CDQ_= ©

aKN 0.5
7y = - 0(Sa )™,
CD . (Six)
CDB, = -Qg + Kxn(Sar)*.
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Chapter 4

Internal Boundary Conditions

Internal boundary conditions describe discontinuities in the stage profile which
cannot be modeled using the unsteady flow equations. Four types of internal boundary
equations are allowed:

1) Levee breaches and storage interactions;

2) Gated spillways and weir overflow structures;
3) Bridge and culvert hydraulics;

4) Pumped diversions.

4.1 Levees

A levee is an earthen embankment which protects a region of floodplain from the
floodwaters of a river. A levee offers complete protection until either the embankment
fails or is overtopped. Levees are the primary method of flood protection along many
rivers where the floodplains are used primarily for agriculture. The area protected by a
single levee system may be tens of thousands of acres in the Mississippi - Missouri River
System.

Levees can have a significant impact on river hydraulics. The embankments
restrict flow to a floodway, usually the channel, denying both the conveyance and storage
of the floodplain to the river system, The overall impact of such facilities is to raise flood
stages and discharges within the contained flowpaths while limiting the areal extent of
inundation. For example, in 1973 the Mississippi River at St. Louis reached a stage of
43.3 fi at a measured flow of 855,000 ft*/s. In 1944 a flow of 844,000 ft*/s passed at a
stage of 38.9 fi, 4.4 ft lower. The Alton to Gale levees that were completed after World
War II are the primary reason for the change.

Should a levee be breached, the protected area once again becomes a part of the
river system. A breach usually results from sustained high river stages saturating the
embankment. A piping flow path through a weakened embankment, if unchecked, can
enlarge into a breach. The rate of enlargement and the final breach size depend on the
soil strength and the volume and velocity of the flow through the breach. The flow
through a breach can withdraw a sigrificant volume of water from the river and lower the
river water surface as much as several feet. After the interior has filled (which may take
two or three days) it acts as a damper, lessening changes in stage, in a manner similar to
the natural floodplain with the flow interchange passing through the breach or over the
top of the embankment.
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4.1.1 Modeling of a Leveed Area

The change in storage behind the levee is approximated by the following ordinary
differential equation:

ds
— "%t 4D
where: S = storage,
Q; = flow through the breach,

q; = flow over the levee embankment,
differential unit of levee length along the embankment,
L; = total length of the levee embankment.

=
I

Equation 4-1 must be solved simultaneously with the river model - a trivial
problem as long as the water level in the levee interior has no impact on the river flow.
When submergence is a factor, the stage within the area protected by the levee becomes
part of the simultaneous solution. This situation lowers the efficiency of the numerical
solution by adding new equations to the solution. Figure 4-1 illustrates the effect of levee
failures on downstream stages.

460 7 Stage Hydrographs for- the Tllinois River
ot Kingston Mires

Levees Imtact

Whter Surfoce Blevation ()
]

435 T y T T ] ' i
11/20/82 12710782 12/30/82 1/19/83

Time

Figure 4-1 Stage hydrograph of the Illinois River at Kingston mines with and without
breaching of the agricultural levees along the river.
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For levees along the Illinois River, Barkau (1981) developed an efficient approach
to this problem. At time (n+1)At the stage river., Z™ is unknown. This stage depends,
of course, on the flow into the storage area, Q™. Now, Q™! is also dependent on Z.*".

Barkau's solution was to develop a function which related Q" t0 Z™. Two plausible
values of Z*"' were assumed and the corresponding values of Q;™' computed. From
these two solution points, a linear function was developed which was input as a Iateral
inflow into the river model. The river model was solved and the levee flow, Q,™, could
then be updated. This solution worked well but it slowed the overall model
computational speed.

That solution was thought to be more elaborate than warranted. Becanse the
breach geometry and evolution are seldom known, the computed breach flow would be jp
the attached file imprecise and the complex hydraulics could be simplified. Therefore, a
simple procedure was developed that produced acceptable results. It is generally known
how long it takes the protected area behind a levee to fill and where the breach will most
likely occur. From the filling time a simple inflow hydrograph, and hence the right hand
side of Equation 4-1, can be estimated. For simplicity, the area behind the levee is
assumed to fill at a uniform rate until the last time step when the flow is adjusted so that
the levee and the river attain the same elevation {equilibrium). This technique produces
reasonable results with a minimum of computational overhead,

4.1.2 Solution

Storage. Except for depressions, the Iand inside an agricultural levee is nearly
fiat. Therefore, the storage can be given by simple linear function:

S= A:D; (4-2)

where: A; = surface area of land protected by the levee,
D, = an average depth of water inside the levee.

If the water surface inside the levee is nearly plane, then:

Di=z1-z1 (4-3)

where: 7z, = the average water surface inside the levee,
7z, = the average elevation of the land inside the levee.

Flow through the levee during breaching. Major levee systems seldom fail by
being overtopped. This is a catastrophic failure which could result in the destruction of
long reaches of the embankment. Before this is allowed to occur, 2 breach would be cut
or a low area would be allowed to overtop and degrade. Therefore, a gradual breach is
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the primary mode of failure.

At the time of breaching, the storage to be filled is:
Sir= Al z8r - 210) _ (4-4)

Where zy, is the average water surface elevation of the river at the breach location. Itis
assumex that the area behind the levee will fill in time T,. To simplify the computations,
the flow is assumed constant, hence:

0,=== @*5)

where Q; is the constant flow required to fill the storage S,y in time T;. After each time
step, the stage behind the levee is updated:

ntl __ n QL & (4_6)

Zi. T ZL

L

When the storage area is almost full, i.e. when (n is now the current time siep):

QL & (4_7)

ZER < ZE +

0,=(z-22) *§; 4-8)

Flow to and from a fll storage area. After the storage area is full, an exchange of
flow can either go through the breach or over the levee crest, although in practice the
latter is to be avoided. The exchange maintains the water surface inside the levee and the
river stage at equilibrium. Hence, for flow through the breach:

Q,=(5% - ZL) = 4-9)

and for flow over the levee crest:
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Q,=( zv% - zi)%f (4-10)

where zwr is the river elevation at the mudpoint along the levee length.
4.1.3 Levee Flow as a Lateral Inflow in the Continuity Equation
The flow through the levee is added into the river model as a lateral inflow in the

continuity equation. While the leveed area is filling, the coefficients for the continuity
equation are angmented in the following manner:

o
ZEr> 71+ 2 (4-11)
L
then:
CB;=CB;- 2 (4-12)
Xej

where Qv is given by Equation 4-5 and j is the number of the river reach which encloses
the breach.

After the storage area has filled, the coefficients for the continvity equation are
augmented In the following manner:

e S 7y (4-13)
then:
CZ1,=CZ1, +0.5B’% (4-14)
&
CZ2,=CZ2,+0.5-4 (@-15)
Xej
else:
- AL Xej
CZ1=CZ 05002 (4-16)
Xej Lo,
CZ 2,=CZ 2,+0.5-4L = @17)
Xej Lop
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where Zr is the average elevation of the levee crest and k is the set of all cells along the
levee frontage.

4.2  Flow over a Spillway

A spillway controls the water surface elevation and flow in the channel or it
diverts flow away from the channel. The diverted flow can pass completely out of the
system or into another channel reach. This section presents the equations for spillway
computations.

4.2.1 Equations for Flow over a Spillway Structure

The general equation for free and submerged discharge from spillway with a
tainter gate is: '

Q, =CWA®B*H" (4-18)

where: trunnion height,

gate opening,

a coefficient,

gate width,

= Zn - KZq - (1-K) Zs,

= headwater elevation,

tailwater elevation,

1 for submerged flow and O for free flow,
spillway elevation,

exponents.

noa

ANNTDEawe
f

| I

Zsp
o B andn

it n

Equation 4-18 is a regression equation which was proposed by the U.S. Bureau of
Reclamation to describe the rating for control structures on the Grand Canal in Arizona.
All dimensions are in U.S. Customary units. Negative flow occurs when Zg>Zs.

Submerged flow is defined to occur when:

ZimZy 53 @19)

i 5

When the gate no longer controls the flow, which is assumed to occur when B = 0.8H,
the flow is computed by the weir flow equation:

Oy = Cy FW{(]—K)Zu -1-sz—--Z’J,‘,,}H”2 (4-20)

4.6




Chapter 4 - Internal Boundary Conditions

where: Cy = weir flow coefficient (see Section 4.3.2 for the relationship between
the free and submerged loss coefficients),
F =3{1-(Z;-2)/(Z,- Z.) whenK=1,
F =1 whenK=0,
AtB = 0.8 H, the flow calculated by equations 4-18 and 4-20 must be the
same.

Hence:

(Cw &) B H'=Cre FYI-K) 2,4 K Z,- 2} ' (4-21)

and:

(’C Aa) Bﬁ Hq’ 7-1/2)
F{1-K)Z,+KZ4-7,)

(4-22)

where Cy, is the computed value at 0.8H.

When B>H, the gates have no contact with the flow and the weir coefficients are their
normal values. For a concrete spillway Cy is about 4. If the Cy,, is the assumed value, a
linear interpolation is assumed between 0.8H>B>H, such that:

cw=cw+%§'f&)(ﬂ-o.sw @-23)

4.2.2 Overflow Weir

In addition to the gated spillway, the spillway can include uncontrolled overflow
weirs. Equation 4-20 is used in the weir flow calculation.

423 Elevation Controlled Gate

The elevation controlled gate is regulated by the upstream pool elevation. When
the pool elevation exceeds a specified level, ZECOPEN, the gate begins to open at a rate
of ECOPRATE. The gate continues to opéen until a maximum opening of
ECMXOPENING. When the pool elevation falls below, ZECCLOSE, the gate begins to
close at a rate of ECCLRATE.

The elevation controlled gate option is designed to simulate the failure of an
embankment. The orifice type equation for flow under a tainter gate is identical to the
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orifice equation for a piping failure of an embankment (Fread, 1985). Foran overtopping
failure and an eroding embankment, use of an opening gate is imprecise, but the
imprecision is short lived because once the gate is open, the flow through the breach is
governed by the weir flow equations. '

The elevation controlled gate is an internal boundary condition which is specified
in the *.BC file for both lateral and in-line spillways.

4.2.4 Numerical Analysis
In the implicit finite difference scheme, the discharge over spillway k at time

(ntg)Atis:

D =pp+0edD, (4-24)

where: g = the implicit weighting coefficient,
AD, =D - D/,
D, = D, +D, -the sum of spillway and weir flow.

Assume that the nonlinear term AD can approximated by the first order Taylor
expansion, then: :

aD"ABﬁaDkAzﬂﬁ-aD"Azd (4-25)

AD,=
* 8B, 8%, 674

in which the superscript n has been dropped. For gated spillway flow:

9Dy K Du (4-26)
074 Hi
aDsk — ﬁk dsk (4__27)
OB, Bx
For weir flow:
aDsﬁ: - Dsk ﬂk (4—28)
aZ‘H Hk
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=D, -0.5K I (4-29)
0zs T 1-Kz 4K z2i 75 *
ODw _ i { (-5 +0.5 H;{} (4-30)
2z, (1-K)z,+K 2, Z)]
where the derivatives of F and B are neglected.
For a lateral spillway, the continuity equation:
CQ}J-AQJ,+CZIAZJ-+CQ23AQN+CZ2_,-AZJ+;=CB;, (4-31)
is modified as follows:
8 op,
CZ],= — 4-32
& 9
CZ 1oy =CZ g+ 2Dk (4-33)
Xe 52 Jj+l
b
CB;=CB;~[D”+95%&&]-— (4-34)

in which Ax, is the equivalent flow distance.

If the spillway is in the channel controlling the flow, the continuity and
momentum equations are replaced. The continuity equation is:

4-9
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Qj+5Qj=Qj+1+5Qj

and:

CQ1,=0
CZ1,=0

cg2;=-0

CZ2;=0
CBj = Q e Q i
The momentum equation is replaced by:

Q}+85QJ=D.E+95DIE

and:

M]j+1=9 AZ;-H

aZj+j

8 Dx

i

MZ1,=0"2kAz,

MQj1;=8

(4-35)

(4-36)

(4-37)

(4-38).

(4-39)

(4-40)

(4-41)

(4-42)

{4-43)

(4-44)

4-10
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(4-45)

(4-46)
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4.3 Modeling Bridges, Culverts, and Low Water Dams

Bridges, culverts, and low water dams restrict the flow to a contracted opening.
These structures can be treated in UNET as interior boundary conditions. The procedure
computes the change in water surface from the headwater section to the tailwater section,
The flow is assumed the same at the headwater and tailwater sections.

“Two types of energy loss functions can be used. The first employs Yarnell's
equation for swell head through pile bents; the second uses a family of free and
submerged rating curves computed from an outside source.

4.3.1 Yarnell's Equation

The bridge piers are assumed to be located between nodes j and j+1. Yarnell's
equation is (HEC, 1990c and Henderson, 1966):

2
H=2K (K +100-0.6){a +15a4)%"i (4-47)
g

where: H = difference in water surface from the upstream and the
downstream sides of the bridge,
K = Pier slope coefficient,
® = Vi / Dy ratio of downstream velocity head to the downstream
depth, ' '
o = ratio of obstructed area to total unobstructed area.

To simplify the analysis, it is assumed that o equals the ratio of the obstructed top
width to the total umobstructed top width.

Equation 4-47 can be expressed as the standard head loss equation:
H=nvg (4-48)

in which 7, is a head loss coefficient and Vy, is the velocity head at j+1.

In the implicit finite difference scheme, at time t=(n-+g)At:

H+AH=nqVy+AM10Vy) (4-49)
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If the change in head loss is approximated by a first order Taylor approximation, then:

o on @V on . Ovy
AH = A7+ +—=AQ. +| —L -+ AZ ;. (4-50)
(6ZjJ ! [aQ;+.r 5Q,~+;J " [azm 8Z g

To simplify the analysis, we assume that the coefficient, g, is constant over the time step,
hence:

o9 %1 _ on ., (4-51)
OZ 1 Q. 0Zu
then:
OV gy OV g
AH=——2AQ +—"E A7 (4-52)
6Qj+1 QJ } 62}” J ' .
The derivatives of V,, are:
Ve _2Va (4-53)
an+f Q_j+}
6]73 — 'ZVH dz‘ijﬂ (4_54)

8Z;q A 1 A2 ey

where: A,,, is the area at j+1.
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The following term is added into the momentum equation as an added force term:
_H+AH

4-55
S =30 (4-35)
where ax, is the equivalent flow distance. The linear momentum equation is:
MQ}J;AQJ,+AJZ1JAzj+MQZJAQj+1+ﬂJszAzj+,=M'Bj (4-56)
M2, = MQ2, +oon L (4-57)
00, Ax,
where j corresponds to location 2. The coefficients are augmented by:
oVvy 1
MZ2,=MZ2;+ (4-38)
! ! aZﬁ-I Ax,
H
MB;= MB;- (4'59)
Ax,

4.3.2 Freeand Submerged Rating Curves

Bridge and culvert structures have the typical rating function which is shown in
Figure 4-2. The free flow rating function deseribes the flow if tailwater submergence
does not occur, such as free flow over a weir. Above the free flow rating arc a family of
submerged flow rating curves, one for cach tailwater elevation. '

UNET simulates submerged and free flow differently. For submerged flow, the
momentum equation is augmented by the added slope term:

AH
Sp= Ax (4-60)
where: Sy = added slope term,
AH = swell head from headwater to tailwater,
AX = distance between headwater and tailwater cross

sections.
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The added slope term is simply the swell head divided by the distance.

The submerged head loss can be computed in two ways. First, the UNET
program can store the family of submerged rating curves and interpolate the swell head
directly, this is the recommended and defanit procedure. Secondly, the swell head can be
computed from a set of exponential equations which are fitted to the family of submerged
rating curves.

Submerged flow
rating curves

z

twn

Free flow rating curve

Headwaoter Elevation

Flow

Figure 4-2 Family of free and submerged rating curves,

For each bridge or culvert crossing, a set of three exponential equations may be
fitted using least squares regression. The equations correspond to three regions (Figure 6-
I): .

D Open channel flow region - from the downstream invert to the downstream
low chord or crown of the culvert,

2) Pressure flow - from the downstream low chord to the low point in the
weir profile.

3) Pressure and weir flow - from the low point of the weir profile and

upward.
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The general form of the exponential equation is:
AH=a(l 4 (4-61)

where: AH = swell head from headwater to tailwater,
Q = flow,
A, = areain the tailwater,
a,b,and c = regression parameters.

The free flow rating function is applied by table look up. Free flow occurs when
the elevation computed from the submerged flow rating function is below the elevation
computed from the free flow rating function.

4.3.3 Numerical Analysis

In UNET, values of stage, Z,. and flow, Q,, are known at the nat time level and
unknown at the (n+1)t time level. UNET applies a linearized, implicit finite difference
scheme to solve for the unknowns at the (n+1) At time level; therefore a set of linear
equations is solved at each time step. The equations are linearized using the first order
Taylor approximation; higher order derivatives are assumed to be zero. For submerged
flow the coefficients of the momentum equations are augmented as follows:

If Qj-l‘.'l = 0:
MQ2,=MQ2;+ O8n_ (4-62)
00
a8
MZ2=MZ2, +— (4-63)
J i aZj_;_}'
M;=MB;+aﬂ;&'%d 4-64)
If Q;,,< 0, then:
o8
MQJJ=MQ1,,-+§§— . (4-65)
i
a8
MZ=MZ];- (4-66)
8z,
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MB;= MB;- 5, (4-67)
Free flow is given by:

R(Z) 40 A7,=05(0,+0,,)+00(A0,+A0,)  (4-68)

S

where R is the free flow rating function. The coefficients for the momentum equation
are:

IfQ_ﬁ-I 2 0:
MQ1,=MQ2,=-0.50 (4-69)
dR
MZj == 4-70
=0 (@-70)
MZ2,=0 (4-71)
MB;=05(Q,+0,,) (4-72)
If Q<0
MQL,=MQ2,=-050 (4-73)
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MZ2;=-8 4-74
2= (4-74)
MZ1,=0 (4-75)
MB;=0.5(0;+0Q;.,) (4-76)

4.4 Flow Diversions

UNET simulates two types of flow diversions - a pumped diversion and a
diversion of flow into groundwater.

4.4.1 Pumped Diversion
The pumped diversion diverts water from:

1) One river reach to another river reach.
2) A river reach to a storage area.

3) A river reach to outside of the model.
4) A storage area to another storage arca.

The magnitude of the pumped diversion is controlled by a pumping sequence.
The pumping sequence consists of a staging elevation where the pumps are started and a
pumping capacity at that point. The pumping capacity remains unchanged until the next
staging elevation or a shutdown elevation is reached. This type of rating function is
illustrated in Figure 4-3. The pump characteristics are not modeled directly.

The pumped diversion is governed by the PD data record which is placed in the
cross section file between the two cross sections where the diversion occurs. If the
diversion is between storage areas the PD record can be placed anywhere after the two
storage areas have been defined by SA records.

The pumped diversion hydrograph is automatically written to DSS with the B part
cither:

1) The connecting river miles.
2) The comnecting river mile and storage area.
3} The connecting storage arcas.

- 4-18
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Pump startup —\
Pump shutdown —\ !

_____________ A

21 : |
Discharge is constant at Q1 from Z1 to Z2.

Elevation
NN

Flow _
Figure 4-3 Pump station capacity curve for a pumped diversion.

442 Groundwater Interchange

The UNET program can simulate interchange of water between the river and the
groundwater aquifer. The groundwater algorithm is simplistic; it simulates flow in only
one direction, laterally perpendicular to the river. The groundwater aquifer is assumed to
be very large such that the interchange of water with the river has no impact on the
groundwater level.

The groundwater interflow is described by Darcy's equation:

Op=ta =l @77)

Darcy's coefficient,

flow area perpendicular to the direction of flow,
piezometric head,

characteristic length over which the piezometric gradient
acts.

where:

o A
oo

I
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In our simplified river modeling problem, we assume that the flow area is the
wetted surface area between cross sections j and j+1. If the elevation of the groundwater
table is below the channel invert, the wetted surface area is given by:

Ag= 0.5(T i+ Towiei A X ¢ (4-78)

in which T, is the top width at cross section j and Ax, is the equivalent flow distance. If
the groundwater table is above the channel invert, the wetted surface of the cross section
is the sum of the length of the sides of the channel and the wetted top width of the
overbank; hence, the wetted surface area is:

A5=2{0.5(Z;+ Zju1) - Zge]AX 5t (T Togrt)A X (4-79)
where: T,, = valley top width for cross section j-
AX. = channel distance.
A%, = valley distance.
Z,, = elevation of the aquifer.

The change in piczometric head is given by:
AH=Z -MAX(Z . Zim) (4-80)

in which Z is the river elevation, Z = 0.5(Z;+Z;,,) and Z,,, is the elevation of the cross
section invert, Z,, = 0.5 (Ziyjt Ziges)-

4-20




Chapter 4 - Internal Boundary Conditions

The estimation of the distance L over which the head acts, needs to be
approximated. In reality this distance would vary with time being dependent upon the
relative orientation and magnitude of the difference between the heads. Hence, for a high
head differential, the distance would be longer and for lower head differentials the
distance would be shorter; see Figure 4-4. For use by UNET, the distance is assumed to
be a constant,

L e
Fignre 4-4 Effective length for the computation of piezometric head differential.

The groundwater interflow is a boundary condition which is applied to the model.
The interflow is computed from the stages that were determined over the last time step
and the observed groundwater stage and the interflow is applied explicitly as a lateral
inflow or outflow over the next time step.
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Chapter 5

Modeling of Bridge Hydraulics

Bridge crossings consist of two components: The bridge structure (piers and
superstructure) and the roadway approach embankments. The roadway embankments
block the floodplain, concentrating the flow at the bridge opening. The bridge piers and
superstructure obstruct the flow, exerting a force in the upstrearn direction which must be
overcome by a swell head (energy loss). During large floods, the embankments may
overtop, lessening the flow through the bridge opening and therefore reducing the swell
head.

The UNET program has two procedures for modeling bridge crossings. The first
procedure, called the “normal” bridge procedure, subtracts the area of the embankments
and bridge structure from the cross-sectional area. The wetted perimeter js also increased
by the wetted length of the piers and the bridge superstructure; hence, the conveyance is
decreased. The UNET normal bridge procedure is similar to the normal bridge procedure
used by the HEC-2 backwater program. The cross section of the bridge structure and the
embankments are specified on the BT records (see Appendix B). The area of the cross
section is reduced by the area of the bridge structure and the wetted perimeter of the cross
section is increased by the wetted perimeter of the structure. The normal bridge
procedure is preferred when the embankments are low and greatly submerged. These
crossings are commonly called perched bridges.

The second procedure, the “special” bridge procedure, models the bridge crossing
as an interior boundary condition which substitutes a family of free and submerged rating
curves for the unsteady flow equations. The free flow rating function describes the stage-
discharge relation for the structure if the submergence from the tailwater is not a factor.
The family of submerged flow rating curves relates the tailwater elevation and the flow to
the swell head generated upstream of the structure. The insertion of an interior boundary
condition using a family of rating curves is described in Chapter 4.

The key to the application of the special bridge procedure is the calculation of the
family of rating curves. Bridge flow can be divided into three regions: low flow when
the flow is concentrated in the bridge opening and the flow is resisted only by the bridge
piers; pressure flow when the bridge chords are submerged; and weir flow when the
approach embankments are overfopped. These flow regions can be combined; i.e., there
can be low flow and weir flow, pressure flow and weir flow, etc.

For each flow region, empirical equations have been derived which relate the
geometric, flow, and tailwater stage parameters to the swell head. The principal
procedures for modeling bridge hydraulics are:

1) The HEC-2, "Water Surface Profiles,” special bridge procedure (HEC, 1990c).
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2} The procedure presented in Hydranlics of Bridge Waterways (FHWA, 1978).
3) The WSPRO bridge procedure, (FHWA, 1986).

Fach of these procedures uses different equations and can produce different results. Each
procedure will produce adequate results, however, when applied in a skillful manner.

51 Free Flow
511 YLowFlow

Free flow through the bridge constriction assumes that critical depth occurs within
the bridge constriction until the occurrence of pressure flow, which is given by equation
5-5. Free flow is modeled using a weir-type of equation with additional head losses from
the piers. Two formulae are available, The FHWA (1978) suggested a formula based on
critical depth in the constriction and an entrance loss. This procedure, which does not
consider the width of the piers, was qualified by the FHWA as tentative. Yarnell (as
described in WES, 1973) proposed a simple entrance loss function which included effects
of the piers. The Yarnell procedure is used in the UNET program.

Two cross sections are assumed; cross section 1 is just upstream of the bridge and
cross section 2 within the bridge constriction. The cross sections are identical except for
the area occupied by the piers within the constriction. The energy equation is written
between the two cross sections:

Vi V3 |
=+ Dy=—=+ D+ 5-1
% 7 2g 2+ hi (5-1)

Critical depth is assumed at section 2. At critical depth, the velocity head is one-half the
hydraulic depth:

VZ
£=05D, -
2 D (5-2)
where: V. = velocity head,
D. = Ac/Twe = hydraulic depth at critical depth,
Ac = area at critical depth,
Twe = top width at critical depth.

The head Ioss is estimated by the Yarnell equation assuming critical depth in the

constriction:
A e |V
hi= Cr| 5.5 Z +.08 ?g' (5-3)
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where:
Cye = Yarnell pier loss coefficient: from 1 for round nosed piers to 5 for
square nosed piers,
Ap =  area of the piers.

An iterative procedure is used to solve equations 5-1 to 5-3 for flow associated
with an upstream stage. For each stage, the following procedure is used:

1) Compute the hydraulic depth and arca at 1.

2) Assume an initial stage at 2.

3) Compute the hydraulic depth and area at 2.

4) Compute the discharge using equation 5-2.

5) Solve equation 5-1 for the stage at 1,

6) If the computed stage at 1 is within a tolerance, the computation is finished.
7) Make a new estimate of the stage at 2 and go to step 3.

5.1.2 Pressure Flow
Pressure flow is assumed to occar when:
ZmZay g3 (5-4)
Z!c = Zo
where: Z, = headwater elevation,
Zic = elevation of the low chord,

Zo= invert elevation of the cross section.

The critical ratio of 1.3 parallels the accepted criterion used to separate open chamnel and
pressure flow for culverts. It is a purely empirical ratio, withont basis in theory.

Pressure flow is given by a sluice gate equation (FHWA, 1978):

> as
O=K, 23A{zm+%§"--0-5(zk+zo)} (5-5)

in which Ky is the pressure flow coefficient; about 0.5 (FHWA, 1978).
513 Weir Flow

Weir flow is given by equation 4-18.
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52  Submerged Flow
5.2.1 Low Flow using Yarnell’s Equation

Yarnell’s equation is used in the HEC-2 special bridge routine to estimate the
swell head upstream of pile bents. The Yarnell equation is (HHEC, 1990c and Henderson,
1966):

2

AH = 2K (K +100-0.6)(ar+ 150/ )%- (5-6)

where:
AH = difference in water surface from the upstream and downstream sides of
' the bridge,
K = pier slope coefiictent,
@ = the ratio of the downstream velocity head to the depth,
o = ratio of obstructed area to total unobstructed area.
Vi = the velocity downstream of the bridge.

nn

It is assumed that ¢ can be approximated by the ratio of the obstructed top width
to the total unobstructed top width.

5.2.2 Pressure Flow

Pressure flow is assumed to occur when the tailwater elevation exceeds the low bridge
chord elevation. Pressure flow is given by a submerged sluice gate equation:

er> ZIc (5'7)

2 a5
Q= KPSJEA{ZM% - z,w} (5-8)

in which Ky is discharge coefficient; 0.7 to 0.9 (FHWA,1978).
523 Weir Flow
Weir flow is given by equation 4—-18.
53  Strategy for Computing Free and Submerged Flow Rating Curves

Free and submerged rating curves are computed for the bridge-weir system fora
range of headwater and tailwater elevations entered by the user. The free flow rating
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curve is computed first, assuming a tailwater elevation below the downstream invert. The
rating curve is currently defined by 50 points. Then, for each of 50 tailwater elevations
uniformly distributed over the entered tailwater range, a submerged flow rating curve is
computed. Each submerged flow rating curve is defined by a maximum of 50 points.

The headwater elevations are chosen such that they lie in the feasible range indicated by
the three flow regions (see Section 5.1). If optionally selected, three exponential
equations (equation 4-61), which correspond to the three flow regions, may be derived
from the 50 submerged flow rating curves, using least squares,
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Chapter 6

Modeling of Culverts

Culverts restrict the flow to a small opening through an embankment. The
constriction generates a head loss (swell head) which, for severe restrictions, can be
several feet. During high flow, the embankment may be overtopped and act as a weir.

The UNET system models culverts using a set of free and submerged flow rating
curves, as described in Chapter 4. The CSECT module has the capability of calculating
the free and submerged flow rating curves for a system of up to five parallel culverts and
four overflow weirs. The culverts can be circular and elliptical pipes, pipe arches, or box
culverts. Corrugated metal and concrete materials are supported, as well as many
different types of entrance conditions,

6.1  Flow Types
The USGS (Bodhaine, 1982) defines six different types of culvert flow, they are:

1) Critical depth at inlet, unsubmerged inlet control.
2) Critical depth at outlet.

3) Tranquil flow throughout.

4) Submerged outlet, pressure flow.

5) Rapid flow at inlet.

6) Full flow through barrel with free overfall at outlet.

For types 1, 2, 5, and 6, the discharge through the culvert is independent of the
tailwater. These flow types define the free flow rating curve. The stability of type 6 flow
depends on the length and roughness of the culvert barrel. For most situations, type 6
flow is highly unstable, oscillating between types 5 and 6. The discharge for types 3 and
4 depend on the tailwater elevation, hence defining the submerged flow rating curves. In
addition to flow through the culvert, the roadway embankment may be overtopped, which
adds a weir flow component.
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s

Region 3 -~ ZHW>ZW
| A

ZHWZL7W
Region 2

ZTWZTC

| o /—ZTC

' H / \ () 1
____________________ .Region 1 — ZTW < ZIC

Legend
ZHW Headwater eievation.
ZTW Taitwater elevation.

W = Weir elevation.
ZTC = Elevation of D/S culvert crest.

Figure 6-1 The three culvert flow regions.

6.2  Three Flow Regions

For submerged flow, three regions can be defined (Figure 6-1). The first extends
from the culvert invert to the crest elevation of the downstream culvert exit. In this
region, the flow through the culvert is tranquil open channel flow. The second region
extends from the crest ¢levation of the culvert to the minimum weir ¢levation of the
roadway embankment. In this region, the flow through the culvert is pressure flow.
There is no weir flow. The third and final region extends from the minimum weir
~ elevation upwards. In this region, the flow through the culvert is pressure flow and the
flow over the weir may be submerged by the tailwater.

6.3  Culvert Discharge using the FHWA Procedure

There are two widely used procedures for computing culvert discharge: The
USGS procedure (Bodhaine, 1982) and the Federal Highway Administration procedure
(FHWA, 1978). The fundamental research for both procedures was conducted by the
National Bureau of Standards in the 1950's (see FHWA, 1986 for a complete list of
references). The USGS procedure establishes head loss parameters and, in some cases,
the type of flow from a set of charts and graphs. The FHWA procedure tabulates head
Joss parameters for the various culvert types and geometry (see the table of culvert loss
coefficients in Appendix B). Because tables are much more convenient than charts, the
FHWA procedure was chosen for use in UNET.
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Type 1 Flow, Inlet Control

For Type 1 flow, critical depth occurs at the inlet. The slope of the culvert barrel is
greater than a critical slope and the tailwater elevation is below the critical elevation at the outlet.
The inlet is assumed unsubmerged if:

,41%0-5 <4 | (6-1)

where: () = culvert discharge,
A = area of the barrel flowing full,
D = culvert diameter.

Equation 6-1 can be appro}cimated by:

H
¥<1.3 6-2
D (6-2)

in which Hy, is the headwater depth above the upstream culvert invert. Equation 6-2 is
computationally more convenient than equation 6-1.

The FHWA proposes two equations for inlet control:

M
s e
A
Ho Y -
D :K[ ADM} o
where: H = critical depth at the inlet,
KM, and C = coefficients,
S = barrel slope.

The coefficients are identified by the program, given the appropriate culvert type, exit, and
entrance conditions.
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Type 2 Flow, Critical Depth at the Qutlet

For Type 2 flow, critical depth occurs at the culvert outlet. The culvert slope is less than
the critical slope and the headwater-diameter ratio. Equation 6-2 is less than 1.3. Tranquil flow
extends upstream from the outlet. The water surface in the barrel is determined by solving the
energy equation upstream from the outlet using the direct-step procedure at increments of 0.01
foot. The entrance loss is given by:

2
his=Ksoe (6-5)
2g

in which K is the entrance loss coefficient given in Appendix B, under the section on culverts.

Type 3 Flow, Tranquil Flow Throughout

For Type 3 flow, the flow is tranquil throughout and the tailwater elevation controls the
discharge. The headwater-diameter ratio is less than 1.3, The FHWA assumes that the exit loss
at the outlet is equal to the full velocity head:

2

hio=Kor— (6-6)
2g

in which K= 1. From the outlet, the water surface inside the conduit is determined by a direct
solution of the energy equation at an interval of 0.01 foot. The entrance loss is given by
Equation 6-5.

Type 4 Flow, Pressure Flow

For Type 4 flow, the tailwater elevation is above the elevation of the top of the culvert
outlet, The full cross section of the barrel at the outlet is submerged and the headwater-depth
ratio is greater than 1.3. The discharge is given by a submerged orifice equation

03

2 W A pw
0=4 8(Zm-Z )2 (6-7)
{ 291, L}

413

where: Zp = headwater elevation,
Zpy = tailwater elevation,
rn = Manning's » value,
L = barrel length,
R= hydraulic radius.
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Type 5 Flow, Submerced Flow at Inlet

For Type 5 flow, the headwater-depth ratio is greater than 1.3 and a portion of the culvert
barrel at the outlet is exposed. The FHWA proposes the following equation:

H_ [ 2 T,v cs (6-8)
D_ Ap®S -

where ¢, ¥, and C are coefficients.

Type 6 Flow, Full Flow through barrel with Free Overfail

For Type 6 flow, the headwater-depth ratio is greater than 1.3 and the tailwater is below
the elevation of critical depth at the outlet. The major problem computing Type 6 flow is
estimating the energy grade line at the outlet, which exceeds the top of the pipe. The FHWA
assumes that the energy grade line at the outlet is given by the following simple relation:

EGLo=05H +D)=27, (6-9)

where: EGL = energy grade line at the outlet,
Hep = critical depth at the outlet,
D = pipe diameter,
Zp = invert elevation at the outlet.

The headwater elevation is obtained from the energy equation assuming the full flow
friction losses and the entrance loss from Equation 6-5. Type 5 and Type 6 flows are computed
concurrently. If the Type 6 flow is less than the Type 5 flow, then the flow is assumed to be
Type 6.

Weir and Culvert Flow

It the headwater elevation exceeds the top of the roadway then the culvert discharge is
supplemented by a discharge over the weir. The weir discharge is computed from the weir
equation, Equation 4-18.

6.4  Verification of Culvert Algorithm

The UNET culvert algorithm exactly reproduced (within the limits of reading the FHWA
charts) the flow computed from the FHWA nomographs (1985) for flow types 1, 4, and 5. For
flow types 2, 3, 5, and 6 the algorithm was verified against the USGS example problems and the
South Florida Water Management District's program (1985). The computed flow values are
shown in Tables 6-1 and 6-2. The agreement is within 5%, depending on loss parameters, for the
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majority of tests. The SFWMD program identified Test 3 as USGS Type 1 flow, rather than
Type 2 flow, as was identified by the USGS algorithm and UNET. For Test 8, the results from
the three programs were widely different. UNET and SWFMD identified the flow as Type 5 and
the USGS algorithm identified the flow as Type 6. The range of the computed flow is also
puzzling, SFWMD being 30% lower than the UNET value and the USGS being 30% higher.
Because Type 6 flow (where the discharge is controlled by the culvert barrel) is a rare occurrence
and, when it does occur, rather short lived, this ambiguity is not considered to be a limitation of
the program. Rather, the problem is a topic for further research and study.

6.5  Strategy for Computing Free and Submerged Flow Rating Curves

Free and submerged rating curves are computed for the culvert-weir system for a range of
headwater and tailwater elevations entered by the user. The free flow rating curve is computed
first, assuming a tailwater elevation below the downstream invert of the culvert. Then, for an
array of tailwater elevations, uniformly distributed over the entered tailwater range, a submerged
rating curve is computed. The headwater elevations are chosen such that they lie in the feasible
range indicated by the three flow regions (see Section 6.2). For each compuied flow, the free
flow rating is checked. If the elevation-flow point lies along the free flow rating, the point is
discarded, because the flow is not submerged. Finally, if the user elects to use the exponential
equations, three exponential equations (equation 4-61), which correspond to the three flow
regions, are derived from the submerged flow rating curves, using least squares.

6.6  Addition of Risers, Bleeders, and Drop Inlets

The basic culvert can be modified by the addition of a riser, a bleeder, or a drop inlet
upstream of the culvert intake.

6-6
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Chapter 6 - Modeling of Culverts

6.6.1 Riser

A riser is a vertical pipe which does not allow flow into the culvert until the water surface
elevation reaches the crest of the riser pipe. A typical riser is shown in Figure 6-2. The length of
the weir crest is not necessarily the circumference of the riser pipe. Often the top of the riser is
restricted and the flow is limited to a portion of the circumference. The riser crest is modeled as
a free flowing weir (note that the submergence from the riser barrel is ignored). The capacity of
the riser-culvert combination is the lessor of the flow over the riser crest or the flow through the
culvert. The riser is added by placing a RI record (see Appendix B) upstream of the culvert
record.

Overfiow length

v‘ Bleeder
¥

i
N '
B

f 1

| | /
Figure 6-2 Riser pipe and culvert through an embankment. The riser pipe hasa

. semi-circular overflow section and a bleeder on the upstream face.

6.6.2 Bleeders

A bleeder is a geometric opening in a riser pipe and in a weir which controls the upstream
stage. Five types of bleeders can be included:

1) Triangular notch.
2) Rectangular notch.
3} Triangle.

4) Rectangle.

3) Circle.

The geometry of each type is shown in Figure 6-3. The bleeder is modeled by a weir
equation which includes submergence. The bleeder is selected by adding a BD record before the
culvert or riser. Note: only one bleeder can be added for each culvert.
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4

Triangular Noteh

L

Rectanguler Nokeh

O

Cirgle

L]

Rectangle

vV

Triangle

Figure 6-3 Five types of bleeders in the UNET program.

6.6.3 Drop Inlet Sump

An inlet sump is a vertical drop which occurs before the culvert. A typical inlet sump is
shown in Figure 6-4. The drop is modeled by a free flow weir equation. The capacity of the
culvert is the lessor of the culvert flow or the flow over the drop inlet for the given headwater and
tailwater elevations. The sump is specified by including a DI record before the cuivert. The
width of the inlet sump is the sum of the widths of the crest of the drop before all the culverts.
An inlet sump cannot be used with either a riser or a bleeder.

upstream
flow N
culvert
\H
\ .
—

/

Figure 6-4 Culvert with upstream inlet sump.
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Chapter 7

Modeling of Closed Conduits

7.1 Preissmann Slot

Closed conduits are assumed to experience flow under two different regimes: 1)
open channel flow when the water surface is below the top of the conduit and 2) pressure
flow when the pressure head exceeds the top of the conduit. Pressure fiow is analyzed
using waterhammer equations, which are presented below for a circular pipe (Streeter and
Wylie, 1967):

Momentum -
SHx+V:+V(Vx)+-LVlVl=0 (7-1)
2D
Continuity -
2
H,+V( I:'I)+£;—VJr =0 (7D
where: V = velocity,
H = piezometric head,
a = wave celerity,
f = Darcy-Weisbach friction factor,
D = diameter,
t = time (independent variable),
x = distance (independent variabie).

These hyperbolic partial differential equations describe the translation of
pressure waves through an elastic medinm. Impulses travel af a rate given by the
characteristic directions:

dx
E=Via ' (7-3)

Because the wave celerity a is on the order of 1000 times larger than the water velocity,
V, the advective terms in equations 7-1 and 7-2 are often dropped and the characteristic
directions become (Streeter and Wrylie, 1967);

For pressure flow, the celerity is that of an acoustic wave (sound wave) with a
correction for the elasticity of the conduit material (Parmakian, 1963):
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dx
gt
dr “ (7-4)
y _I D -5
Cr
a=|+~|—+—= -
[g {K Ee I| (7-5)
where: y = specific weight of water,
K = bulk modulus of elasticity of water,
D = conduit diameter,
e = conduit thickness,
¢; = -conduit support parameter, typically 0.91 for conduits anchored at both
ends, ’

E = Young’s modulus of elasticity.

If the conduit is buried or bored through rock, e is large and the elasticity correction
becomes insignificant, hence:
1%
=g LS (7-6)
14

If the bulk modulus is 43.2 x 10° Ibs/ft’, then the celerity is 4721 fi/s.

The shallow water equations, equations A-1 and _A-l?, can be rewritten using
velocity V and depth h as the dependent variables.

Momentum -
VI+V(Vx.}+g(hx)+g(So'Sf)=0 (7-7)
Continuity -
Tw(hr)+VTw(hx)+V(Ax)&+A(Vx)=0 (7-8)
where: A = the cross—éectional area,
(A = the spatial derivative of area at constant depth (Liggett, 1975),
Tw = fop width.

Like the waterhammer equations, these equations are hyperbolic partial differential
equations in the independent variables x and t for which impulses travel at a rate given by
the characteristic directions:

dx
—— + -
7 Vie (7-9)
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in which ¢ is the celerity of a gravity wave. The celerity of a gravity wave is:

c=4/gD (7-10)

where: c = the celerity,
g = the acceleration of gravity,
D=A/Tw = the hydraulic depth,
A = the flow area,
Tw = the top width,

Equations 7-6 and 7-10 are ideatical with the exception of the values of the wave
celerities. Recognizing this fact, Preissmann (Cunge et 2l., 1980) suggested that pressure
waves can be approximated by the shallow water equations if the celerity ¢ is set equal to
the acoustic celerity. Preissmann proposed the insertion of a slot of constant width and
infinite height above the top of the conduit (see Figure 7-1).

Watér level

14

— fi—— [nfinitesimal Slot

Figure 7-1 Circular conduit with Preissmann slot.
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The width of the slot is determined by equating 7-6 and 7-10 and solving for the top
width:

Tw=—— (71D

in which A is the full flow area.

Thus, the celerity of a gravity wave, when the water surface is in the slot, is
equivalent to that of an acoustic wave. The procedure has utility because both open
channel flow and pressure flow can be simulated by solving the same equations. The
penalty in accuracy is a very slight attenuation due to the increase in area assocmted with
the slot. However, because the total slot area at a head of 200 ft. 15 2.98 = 10* = A, the
increase in storage is negligible.

In the UNET program the Preissmann slot can be used with circular and
rectangular conduits. The conduit is specified by replacing the GR data which define the
cross section with TN data for circular conduits or a TB data for defining a rectangular
conduit.

7.2  Darcy-Weisbach Friction Factor

The general equation for estimating head losses through conduits and open
chanpels of any section is (French, 1985):

L
hr= f *“V— (7-12)
where f = Darcy-Weisbach friction factor,
L. = conduit length,
R = hydraulic radius,
V = average velocity.

If the section is circular and the pipe is flowing full, it can be shown that R = D/4, and the
conventional form of the equation is obtained.

Equation 7-12 describes the loss of energy over a length of pipe, but, the
momentum equation includes the friction slope at a point. If equation 7-12 was written
over an infinitesimal distance dx, then the friction slope would be Sr=hr/dx or:

2

=f 'E‘ZE | (7-13)

The factor f is a function of the relative roughness and the Reynolds Number. For
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circular sections, relative roughness is defined as the ratio of the roughness height, ¢, to
the diameter of the pipe, ¢/D. For non-circular sections, D = 4R and we assome that
relative roughness is g/(4R). Values of f are displayed on the Moody Diagram which can
be found in any fluid mechanics text. If the flow can be assumned to be completely
turbulent however, which is a good assumption for most situations of engineering
interest, then the friction factor is only a function of relative roughness, simplifying the
problem. The values of f versus relative roughness for turbulent flow are tabulated in
Table 7-1. The roughness factors for common materials can be found in (French, 1985).

Table 7-1
Relative roughness versus
Darcy-Weisbach friction factor f for fully turbulent flow.
.Relative Roughness /D DWf
.00001 - 0.0082
00005 0.0106
0001 0.0120
.0002 0.0137
0004 0.0160
6006 0.0174
0008 0.0185
.001 0.0195
002 0.0235
004 0.0282
006 0.032
008 0.035
.01 0.038
015 _ 0.044
.02 0.049
03 0.057
04 0.065
05 0.072
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73 Pilot Channel For Circular Conduits

For small depths, the width-depth ratio of a circular conduit under open channel
flow is large. Since the first derivative of area with elevation is the top width, in the
computer simulation, a small negative change in flow may produce an unreasonable large
change in depth which may drop below the invert of the conduit. That negative depth
would result in a computational error which will cause the simulation to abort.

One way to limit the occurrence of this problem is to keep the computation
interval small. Unfortunately, the small time step also lengthens the simulation.

Another, more practical way, is to define a pilot channel at the invert of the
conduit. The pilot channel is rectangular in shape. The area of the pilot channel is
borrowed from the sides of the conduit producing a computationally more expedient
shape (see Figure 7-2). The elevation-area function is modified only at the lower stages
and not at the higher stages. Thus, for low flows, the computed siages would be lower
and for higher flows, the computed flows would be unchanged.

Pilot chonnel

L

Figure 7-2 Circular conduit and pilot channel.




Chapter 8 - Storage Areas

Chapter 8

Storage Areas

8.1  Storage Areas

A storage area is a lake-like region that can either provide water to, or divert water from a
channel. Storage areas may be located at the termination of a stream reach or be connected toa
channel reach by a lateral spillway. Figure 8-1 shows an example storage area. Reach 1
terminates at the storage area. Reach 3 discharges into the storage area over a lateral spillway,
which contains a gated section and two uncontrolled weir sections.

Dawnstreom bound.
of Reach 1

“— Reagh 1

Rageh 3

Lateral Connections

Goted spiliway

tlevation controlied gote
Weir

Culverl ond weir
One-way culert

Riser

Stordge Areg -

A

Upstream bound.
of Reach 2

Reach 2 <¢—

Figure 8-1 A typical storage area (plan view).

UNET assumes that storage areas have the following two properties: 1) the water surface is
horizontal, and 2) a linear storage-elevation relationship exists and is defined by:

S=(Za'Zao.}Aa (8-1)

where: storage,

water surface elevation,

average elevation of the interior ground surface,
surface area.

i

PN

8-1
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The continuity equation for the storage area is:

dSs _~
dt Q; (8-2)
Substituting this into equation 8-1 yields:
d by Z Q, (8-3)
where: n = the number of flow mputs,
Qi = the flow values.

Using the implicit finite difference scheme, equation 8-3 can be approximated as:

AAZ" E(Q +6AQ,) (8-4)

Tf Q; is from a connecting reach, then Q; = Qj where j is the downstream node of the
reach. If Q; is from a lateral spiliway, then Qi = Qs + Qw, the sum of the spillway and weir flows.
For the latter case Q: = f(H) where, H, the head across the weir, is a function
of the water surface at the spillway and Za.

The discharge terms in equation 8-4 can be nonlinear if the flow comes from a lateral
spillway. k is assumed that the nonlinearity can be approximated by the first order Taylor
approximation. Hence, the following linear equation is formed:

{SA(ZJ I)AQ +S5Ap,AZ; } SAAZ, = SAB, (8-5)
J=1
where: SA; = coefficient at column 1,
SAT = AJAL,
N = number of nodes,

1 row number of the storage equation.

Equation 8-5 assumes that the storage equations will be located in the coefficient matrix
after the routing equations, hence, 1 > 2ZN.
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Using the equations presented in section 4.2.5, equation 8-3 can be rearranged to obtain:

oD, oD D 6,
~9{iﬂa+&jﬂj+£*AZM}:D{HTB& k]

-+l

(3-6)

k

Equation 8-6 is then inserted into the linearized, finite difference form of the continuity
equation:

CQIjAQj'l‘CZ]AZj"' CQ.Z;AQ_H;"'CZZ;AZ;u:CBJ (8-7)

and into equation 8-5. The coefficients of the continuity equation are modified by:

& oD,
Ax, az_f

CZ1,=CZ;+ (8-8)

g dp,
Axe az;’+}

CZ] 1= C jpt (8-9)

0 e
CB;=CB_,--I:D"+9 D*AB;(} (8-10)
d B,

Xe

in which Ax. is the equivalent fiow distance. The coefficients in equation 8-5 are augmented by:

0
SAL25+0= SAs 2501 - € 52*_ (8-11)
Z;‘-I-I
D,

= iy -

SAz= SA;1z 3z, (8-12)
d
SAB;= SAB,+ [D” + 931—)—*1\ B;,} (8-13)
&

8.2 Connections to the Downstream Terminus of a Reach

8-3
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For connections to downstream reach terminations where the downstream node number is
j» SAj = 1, and the downstream boundary equation becomes:

where: CZL; = 1,
CZA; = -1;the coefficient for the stage of the storage area at row 2N + 1,

CQl = CQ2=CZ2=CB;=0.

8.3 Submerged Weir Equation

The energy equation is written from headwater to tailwater spanning the weir structure:

Vi Vi
+—E=7Z,+—+ -
Zy 22 Zr 22 ht (8-15)

where: Zn = headwater elevation,

Vu = approach velocity in the headwater,

k) = tailwater elevation,

V1 = velocity in the tailwater,

he = head loss.
Assuming that:

Vi
= —= _
hr 22 (8-16)
and:
QZ
Vi= 7. (8-17)
(Zr-Zw J L

where: Q = the flow,

L = the weir length,

Zwy = weir crest ¢levation,

o = the energy loss coefficient,
then:

8-4
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v 0

Zutso-Zr=(1+a)
" 28(zZr-Zw F I
Solving for Q, and defining Cs = 2g/(1+g):

2 i
Q=C:{ZT'ZW)L(ZH+}2£§"ZT 43

8.3.1  Submergence Coefficient

A simple criteria for estimating submergence is:

(Zr-Zw) 2
(Zu-Zw) 3

and at the point of submergence:

2
ZT'ZW":}'(ZH'ZW)

Moreover, for a broad crested welir, when Zy > Zw and Zt > Zw. then:

(ZH 'Zr)=“;‘(ZH‘ZW)

(8-18)

(8-19)

(8-20)

(8-21)

(8-22)

Now, at the point of submergence, the equation for free flow is equivalent to equation 8-19,

therefore:

Co{Zu-Zw )éL: Cs(Zu-Zr )}{(ZT'ZW)L

(8-23)

in which Cg is the free flow weir coefficient. Substituting equations 8-21 and 8-22 into the

above equation and canceling L yields:

Co(Zn-Zw F=Cs[033( Zn- Zw ) I} 10.67( 25~ 7, )] (8-24)

and:

Cs(Zu-Zw )%= Cs{(038 2y - Zw ﬁ

(8-25)

8-5
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Finally,
Cs=2.60C5 (8-26)

8.4 Special Connections

In addition to lateral spillways, UNET can connect reaches and individual storage areas
with families of rating curves. The two primary connections are culverts and weirs (the RW
record, Appendix B). The culvert connections can include risers and bleeders. The weir
connections can include bleeders. The special connections are directed by the SC record which
precedes the culvert or RW records.
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Chapter 9

Simulation of Levee Breaches

Levees are embankinents that surround an area of the floodplain and protect that
area from the floodwaters of the river. The segment of the levee that crosses the
floodplain laterally, paralieling a tributary and connecting to high ground along the bluff,
is called a flank (or tie-back) levee, The flank levee protects the interior from
floodwaters from the tributary and from backwater from the main river, A typical levee
system consists of an upstream flank levee, a frontage levee along the main stem, and
downstream flank levee which form a | - shaped embankment that protects the interior
area.

_ The breaching of a levee system is a dynamic event. The water surface elevation
of the river at the breach is reduced. The flow from upstreamn is accelerated by the
increased slope of the water surface. The flow downstream is either rednced by the flow
through the breach or the flow may reverse becanse of the negative flow gradient. Figure

-1 (USACE, 1993) shows the acceleration and deceleration of flow. The overall effact
is a reduced water surface along the main river until the levee storage fills to equalize
water surface elevations in both the river and the leveed areas. In 1993, the failure of the
Columbia Levee and the subsequent failures of the Harrisonville, Stringtown, and Ft.
Chartres systems reduced stages along the Mississippi River by several feet and delayed

the flood crest downstream at Chester by six days.

Breach

|

l
Yy

Flow

=

Thalweg

Fignre 9-1. Water surface in the vicinity of a levee breach.
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There are at least two geometric possibilities for describing the overbank flow
areas. If the flow capacity of the breaches are small with respect to the total storage
within the levee system, the levee will act similar to 2 lake with multiple connections to
the river network. The water surface inside the levee will be neatly horizontal. With this
scenario the levee embankments are still intact and there is no significant flow over the
floodplain. During the 1973 and 1993 Mississippi River floods and the 1986 Missouri
River flood, the levees were intact and the overbank areas functioning as interconnected
lakes.

In the second situation, the embankments are severely eroded and the total breach
capacity is large compared to the storage. The floodplain is then carrying a larger portion
of the flow and the water surface in the overbank has a slope. During the third crest of
the 1993 flood along the Missouri River, the embankments were severely eroded and the
Missouri River was actively conveying flow over the floodplain; as if the Jevees had not
existed. This condition cannot be modeled by the network of cells and must be modeled
instead as open channel flow routing. -

9.1 Modeling Approaches

In the foregoing paragraphs a levee system was described as functioning either as
a series of cascading lakes or as a paralle] channel where the embankments are eroded to
a point where they no longer control the flow. For the latter condition, the areas behind
the levees can function as a series of interconnected lakes before the embankments are
severely eroded. Thus, the model must be able to simulate both the system of
interconnected lakes and a parallel channel. The following paragraphs recommend an
approach to modeling these two types of systems.

When the embankments still control the flow to and from the levee storage, the
levees can be modeled as a network of storage cells. The modeler must assume that the
water surface is horizontal within each of the cells. The cell connections may be culverts,
weirs, riser pipes, eic. Figure 9-2 shows the cell layout that was used by Dr. Barkau to
model the levees between St. Louis and Chester. Each levee cell is assigned a number.
To distinguish cell numbers from reach numbers, the cell numbers are negative. Each
levee has an upstream and a downstream breach that connects the levee cell to the river.
The Columbia and Harrisonville systems are connected by a breach between the flank
levees. Likewise, there is a potential connection between the Ft. Chartres and the Prairie
Du Rocher Levee Systems. The cell model adequately reproduced the reduction in stage
at St. Louis and Chester for the 1993 flood event. This UNET application indicated that
the stages would have been one foot higher at St. Louis and two feet higher at Chester had
the levees not failed. Furthermore, the crest at Chester was delayed by about 6 days by
the levee failure. Normally, the routing time between St. Louis and Chester is about one
day. The longer lag time is the resuit of flood water routed through the levee system.

The model also adequately reproduced the shape and lag of the hydrograph being routed
through the cells.

g2
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The connecting overbank channel concept attempts to simulate the levee system
both as a cell and as a parallel channel. That component must simulate both cell and river
atiributes. Figure 9-2 shows the “cell parallel channel levee model” representation of the
Harrisonville, Stringtown, and Ft. Chartres levee system. The fundamental component is
a channel which is connected on the upstream and downstream ends by two small cells.
The channel cross section has a small pilot channel as shown on Figure 9-3. The cells on
either end maintain a horizontal water surface inside the cell while the levees are intact.
The channel and cells fill during levee failure. The water surface will remain nearly
horizontal throughout the system for small breaches. If the capacity of the upstream
breach is greater than the downstream breach, a slope will be generated in the
downstream direction and the system will function as a parallel channel.

9-3
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[ ———

/ S Columbia D&L
!

K —=———  Harrisonville D&L

~————  Ft Chartres D&L

Figure 9-2  The cell layout used to model the Columbia, Harrisonville, Stringtown,
and Ft. Chartres Levee Systems. The Harrisonville and Ft. Chartres levee
are one contiguons storage area. The levee districts are political entities
that are not separated by physical boundaries.
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/

1\_/\L

Pilot Channel.

Figure 9-3  Pilot channel in the parallel channel. The water surface is maintained in
the pilot channel by the storage cells at the cells at the upstream and
downstream ends.

9.2 Levee Failures

The UNET program provides two procedures for the simulation of levee failures.
The “simple” failure procedure applies the simple storage connection concept whereby
the flow through the breach is computed by multiplying the volume of availahle storage
by a coefficient (see Fig. 9-7). Knowledge of the size and evolution of breaches in levee
systems is usually limited. Detailed levee breach information is often not available,
Usually, the only information available for forecasting will be the names of the levee
systems that have been breached. Detailed modeling of embankment failures when the
details of the breach are unknown is therefore not practical. The UNET simple linear
storage algorithm acknowledges this lack of data and applies a simple concept for the
filling of a levee system. Flow into the area behind the levee is assumed to be
proportional to the available storage; i.e. the flow is greatest at the start of failure and
decreases as the leveed area fills. This procedure also has a computational advantage in
that it is stable and will function with larger time steps. The simple connection is entered
with an SF record. '

The second failure procedure is a detailed simulation of a failure in the levee
embankment. This procedure simulates an enlarging breach which corresponds to either
a piping or an embankment failure. The breach starts when a trigger elevation is
exceeded and the breach is assumed to enlarge at a linear rate. The breach can be placed
between a river and 2 levee cell and/or between two levee cells. Flow through a piping
breach is given by an orifice equation. When the pipe breaks through the top of a levee,
the flow is given by a weir equation. The flow through an overtopping breach is also
described by a weir equation. The embankment fajlure data is entered with an EF record,

A detailed discussion of the “embankment failure” procedure is given in Section
9.5 and the “simple failure” in Section 9.6.
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9.3 Include Files

When a large number of levee systems (say, ten or more) are modeled, the cell and
levee connection definitions begin to obscure the cross section geometry. In this case it is
recornmended that the UNET user define the cells and connections in a separaie file that
is called an INCLUDE FILE. After the cross section geometry has been entered, the
include files are specified using the IS record and the data are read.

The include file enables the following functions:

Define cells using the RE, SA, SV (optional), and HS records.

Define simple levee failure RE and SF records.

Define embankment failures using RE, SC, and EF records.

Define culvert cell connections using RE, SC, CC, CB, CE, CA,WD, and CL records.
Define riser pipe connections using RE, SC, R], WD, and RL records.

Define gated spillway connections using RE, SC, SP, and WD records.

Two notes regarding the above input data need to be made. The RE record
defines the reach number and the cross section river mile (SECNAM on the X1 record)
that the cell or connection is attached to. An RE record must precede every cell definition
and connection. The SC (special connection) record defines the connection from reach to
cell and from cell to cell for different types of flow connections. Refer to Appendix B for
details.

94  Output from Levee Sysiems

The primary program outputs that describe the function of the levee cells are the
flow and stage hydrographs written to HEC-DSS. The UNET model writes a stage
hydrograph to HEC-DSS for each cell. For each flow connection UNET writes a stage
hydrograph to HEC-DSS.

9.5 Embankment Failure

The embankment failure algorithm simulates the failure of a structure between
storage cells, between 2 reach and a storage cell, or between reach cross sections (in-line
in a reach). The failure algorithm does not simulate the erosion of material from the
breach; rather, the algorithm simulates the enlargement of breach dimensions to an
ultimate size during an assumed time of failure. Two types of breaches can be simulated:

a piping breach where the failure results from seepage through the embankment, and an
overtopping failure where the failure results from flow over the top of the structure.
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The embankment failure algorithm can be used in conjunction with the following
interior boundary conditions which simulate the primary outlets for a dam:

1) Gated spillway,
2) Culverts,

3} Riser pipes,

4) Weirs.

An embankment failure is specified by an EF record entered in the cross section
data file. If the embankment failure is located between input cross sections, the EF record
is placed immediately after the SP record for a spillway, the culvert data, the RI records
for riser pipes, or the RW record for a weir. If the conmection is between a reach and a
cell, or between two cells, the EF record must be preceded by an SC record which defines
the connections. These connections are illustrated in an example problem.

9.51 Overtopping Breach

The overtopping breach simulates the failure of an embankment after it has been
overtopped. The failure begins when the water level exceeds a specified failure elevation
ZFAIL. If ZFAIL is higher than the top of the dam and the water level exceeds the
crown, weir flow is calculated over the embankment, but the failure of the embankment is
not simulated. At the start of failure, the initial width and depth of the trapezoidal breach
enlarges linearly with time to a final width, WBREACH, and 2 final invert elevation,
ZBRINV. The side slopes of the breach are assumed to be constant. Figure 9-4 shows
the enlargement process.
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Figure 9-4 Trapezoidal overtopping breach.
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The flow through the breach is computed from the weir flow equations which are
presented in Chapter 4. The flow over the side slopes is computed by applying the
average head to the average crest elevation along the sloping section.

9.5.2 Piping Failure

The piping failure assumes that a seepage through the embankment will enlarge
into a conduit that will consume the embankment and form a trapezoidal breach. The

cross section of the pipe is assumed to be a hexagon. The piping failure starts when the
water exceeds the elevation ZFAIL. If ZFAIL is higher than the top of the dam and the
water level exceeds the crown but not ZFAIL, weir flow will be calculated, but the failure
will not commence. At the start of failure, the initial base width and height of the breach
is zero and the centroid of the breach is at the elevation, ZBREACH. The base width is
the lower horizontal segment of the hexagon. During the assumed time of failure,
DTFAIL, the width and height of the breach enlarge linearly around the axis of the
centroid to its final trapezoidal shape. The side slopes of the hexagon are a constant SS.
The breach becomes a trapezoid when the top of the hexagon breaks the crest of the
embankment. The side slopes remain constant. In its final form, the breach is a trapezoid
with an invert of width WBREACH and an invert elevation of ZBRINV. Figure 9-3
shows the enlarging hexagonal breach and Figure 9-6 shows the final trapezoidal breach.
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Figure 9-5 Hexagonal piping breach.
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The flow through a piping breach is given by orifice equations. For free flow, the
flow is given by:

2
QzC@A(ZH"'%-me)w ©-1)
where: Q = flow
C orifice coefficient
g = acceleration of gravity
A = areaof the orifice
Zy = headwater elevation
Vu = headwater velocity

Zypgac™ elevation of the centroid of the pipe
For submerged flow, the flow is given by:
142
C &
=——— 20 4| 7+ 7 9-2
¢ Re(1-Rc) o [ " 2g TJ ¢

where: = critical submergence ratio

R,
Z; = tailwater elevation
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9.6 The Simple Embankment Failure

The simple embankment failure algorithm assumes that the flow between two cells is
via a “simple connection”; that is, the flow rate is propomonal to the available storage to
be filled, hence:

Where “Available Storage” is the volume to be filled and k is a linear routing factor with |

Q = k » (Available Storage) (9-3)

the units of time™ (hours'l). This concept for two cells is illustrated in Figure 9-7.
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Fig. 9-7 Simple Connection Concept.
Here, the “Available Storage” is AZ times the surface area of Storage Cell 2.

The key to using a simple spillway is the selection of the routing coefficient, k. When
the cell is connected to a river by a single breach, the constant is small, say 0.05 hours™.
When the cell is connected by multiple breaches there is a flow of water through the cell
and the constant is much larger, say 0.2 hours”. When observed stage data are available,
the routing coefficients may be calibrated to reproduce the observed stage data

9-10




The simple embankment failure is enabled with the SF record. The embankment
failure is assumed to begin when the water exceeds ZFAIL. The invert of the breach is
given by ZBRINV. The linear routing coefficients for inflow and outflow are given by
CINLV and COUTLV. To simulate the enlarging breach, the linear routing constant is
assumed to increase from zero to its full value over the time DTFAIL. If the filling time
1s specified, the levee is assumed to fill.in the time DTFILL. When the water falls below
ZBRINV, the embankment is replaced.

Chapter 9 - Simulation of Levee Breaches
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Chapter 10

Using the UNET Package of Programs

10.1 The UNET System

The UNET system operates as a set of DOS programs. It consists of five modules (in
addition to HEC-DSS). They are: CSECT, RDSS, UNET, TABLE, and RUNUNET. A brief
description of them follows.

Program CSECT performs the following functions:

* Reads a geometry input file developed by the user and converts HEC-2 style cross section
data into tables of elevation versus area, conveyance, and storage;
Tabulates interior boundary conditions;
Resolves network connections between reaches and storage areas.

The geometry input file is customarily denoted by the extension ".CS". The file is similar
to an HEC-2 input file and contains all physical cross section information; oriented from
upstream to downstream. This file may be developed from HEC-RAS data using the
RAS2UNET utility (Sec. 10.4). CSECT writes tables of cross section properties and reach
connection data to a binary fite which is given the *.TC" extension. This file is then read by
RDSS and UNET duting the unsteady flow simulations. CSECT must be run prior to the first
unsteady flow simulation and subsequently only when the geometry file is modified.

The following input records (that are somewhat similar to EIEC-2 records) are typically
used 1o describe a cross section: NC, X1, X3 and GR. Because UNET accounts for the
conservation of mass (volume) throughout a routing reach, storage within the cross section
should be described in addition to the traditional conveyance on the GR records. A thorough re-
evaluation of existing HEC-2 or HEC-RAS geometric data is important when those data are
being used for UNET (or any other unsteady flow model). The X3 record has been expanded to
define both conveyance limits and storage areas, but the field definitions are similar to those in
HEC-2. The principal records used in CSECT, other than those similar to HEC-2, are the
following: '

XK:  define elevation table limits and distance between interpolated cross sections,

UB:  define upstream boundary conditions and reach connections,

DB:  define downstream boundary conditions and reach counections,

HY:  write hydrographs to DSS at the cross section identified by the previous X1
record.

Hydraulic controls such as weirs, levees, pumps and storage areas are described by
special input data. Appendix B describes the details of CSECT input data and Appendix D
presents example problems which illustrate the construction of CSECT input files.

10-1



Chapter 10 -Using the UNET Package of Programs

Tn addition to the CSECT input file, a UNET input file must be prepared prior to running
the UNET syster. This file is commonly denoted by the extension ".BC". The file contains
program instructions and data required by the RDSS, UNET and TABLE programs. The data
flow and program execution sequence are illustrated in Figure 10-1.

UNET MENU
/GEOMErRY / g
FILE \) CSECT
BOUNDARY
CONDITIONS
FILE i
BOUNDARY
CONDITIONS /— 3]
TABLES

HYDRAULIC
PROPERTY
TABLES

DSS
HYDRAULIC FILE
/ RESULTS /ﬁ
FILE
—
Figure 10-1 UNET System.
The unsteady flow portion of the UNET system consists of three programs:
RDSS: Reads and reformats the " BC" input file. Reads pathnames for boundary

condition input data from the .BC file, reads the associated DSS data, and
converts it into tables. Appends the tables to the reformatted .BC file and creates
a new file named "TAPES". TAPES is then used as input to UNET.

UNET: The unsteady flow routing simulation model.
TABLE: Writes data, including computed hydrographs, maximum water surface elevation

profiles, and instantaneous profiles of discharge and stage to DSS. Creates the
plot macro file PLTCON for DSPLAY.

10-2




Chapter 10 -Using the UNET Package of Programs

10.2 The RUNUNET Interface for Windows 95, 98, and NT

The RUNUNET interface is a program which runs the UNET program in Windows 95,
98, and NT. The RUNUNET form is shown in Figure 10-2.

Figure 10-2 Form for RUNUNET.

The RUNUNET form contains four control groupings and a upper menu bar. The control
groupings are:

The working directory.

The river geometry definition and execution frame.

The boundary condition definition and execution frame.
The plotiing frame.

The directory box shows the current computer drive and directory. The directory is the
working directory for the program. Normally, the cross-section and boundary condition files are
in the working directory. The interface writes all the temporary files and executes the UNET
program files in the working directory. The Cross-section, boundary condition, and DSS files can
be in other directories.

The river geometry frame defines the cross-section file name and executes the CSECT
program. The frame contains the following controls:
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The name of the cross-section file. A pew file name can be entered in the text box or chosen
from an interactive form by clicking the “New” command button. The cross-section file can be
edited by clicking the edit button.

The name of the cross-section output file. This file receives the ASCH output from the
CSECT program. A file name can be entered in the text box or chosen from an interactive form
by clicking the “New” command button.

The “Run” button starts the CSECT program converting the cross-section file into tables and
establishing reach and storage cell connections. The interface writes the file scratch.bat to the
working directory and executes the baich file. Output from the CSECT program can be viewed
by clicking the “View button.”

The boundary condition file frame defines the boundary condition file and executes the
UNET program. The frame contains the following controls:

o The boundary condition file text box contains the name of the boundary condition file.
The name can be entered into the box or it can be entered from a form by clicking the
“New” button. The boundary condition file can be edited by clicking the “Edit” button.

e The output file text box contains the name of the file that receives the output from the
RDSS, UNET, and TABLE programs. The file is primarily used to debug a failed run.
The file name can be entered directly into the text box or entered from a form by clicking
the “New” button. The output file can be viewed by clicking the “View” button.

e The UNET program is run by clicking the “Run” button. The program writes the batch
file, “scratch.bat” and executes the program. The batch file directs the running of the
RDSS, UNET, and TABLE programs in sequence. The CSECT, RDSS, UNET, and
TABLE programs can be all executed by clicking the “Run All” button. After executing
the UNET programs the batch program automatically starts the plot program selected in
the plotting frame. '

The plotting frame chooses the plot program and independently starts the plot program.
UNET automatically generates an HEC-DSS plot macro file, PLTCON, that contains plot macros
for DSPLAY. At the end of a simulation the plot program is automatically started. The plot
program can also be started by clicking the “Plot” button. Also, the plot macro file, PLTCON,
can be edited by choosing the “Edit” button.

Within the upper menu bar, the “File” menu closes the RUNUNET interface and saves the
final status of the interface. When the RUNUNET program is started, the program opens the last
working directory and displays the names of the last cross-section and boundary condition files.
The final program settings are stored in the file, RUNU.DAT, in the working directory.

The “File” menu items are:

“Quit” — stops the program without saving the current ditectory and settings.

“Save” — saves the current directory and settings.
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“Save and Exit” - saves the current directory and settings and quits the interface.
“DOS Command Prompt” — starts the DOS cormmand window.
The “Options” menn items are:

“Editor” - allows you to change the text editing program (the default is Programmer’s File
Editor, provided by Dr. Barkan).

“Viewer” - allows you to change the name of the file viewing program (the default is
Programmer’s File Editor, provided by Dr. Barkau).

The HPLOT, UNETPLOT, and View FW capabilities have been superceded with HEC-RAS
functions and are not supported within UNET.

10.3 HEC Data Storage System (HEC-DSS)

An important feature of the UNET system is its interconnection to the DSS data base
(HEC, 1987, 1995). The DSS data base is designed to store time series data; e.g., discharge and
stage hydrographs, and paired function data; e. g., rating curves, sediment gradation data, etc.,
which are common to hydrelogic problems. It is much more efficient than conventional
relational data bases for time series data. Tests by Dr. Barkau have shown that DSS file sizes are
1710 to 1/4 the size of relational data base files and that access times are about 1/10 of the latter.

DSS provides a convenient link between a hydrologic model, such as HEC-1 (HEC,
1990a), and UNET. Figure 10-3 depicts this relationship. HEC-1 may be used to compute a
runoff hydrograph and to write the data to a DSS file, which can later be read by UNET.

For large problems, UNET requires vast amounts of hydrologic data to specify boundary
conditions and observed hydrographs for calibration. As direct data entry for such problems can
be quite time consuming, DSS can sirplify input preparation significantly. The user specifies
the DSS file, the time interval of DSS data, the simulation period (referred to as the time
window), and the DSS pathname for each set of time series or paired function data.

The UNET system is able to compute and write the following types of data to DSS: (1)
discharge and stage hydrographs, (2) maximum water surface profiles, (3) instantaneous
discharge and stage profiles, (4) channel invert and bank profiles, and (5) elevation versus
conveyance and area properties. DSPLAY' may then be used to plot or tabulate the compnted
results for review or for comparison with observed data. Other DSS utility programs may be
used to manipulate, edit or further analyze the results. The user should refer to HEC (1995), for
complete documentation on DSS and DSPLAY. Appendix A of that reference describes the
convention for naming the six-part DSS pathname.

' Note that HEC-RAS (Ver. 3.0 and higher) may also be used to plot data from HEC-DSS,
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Figure 10-3 DSS linkage of UNET and hydrologic models.
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10.4 RASZUNET User’s Guide
Introduction

RAS2UNET is a utility program desi gned to convert.an HEC-RAS geometry file into an
HEC-UNET geometry file. The geometry file(s) produced by HEC-RAS contain literally all the
data entered into HEC-RAS through it’s geometry editor. However, not all HEC-RAS datahas a
direct parallel in HEC-UNET; therefore, not all data available in the HEC-RAS geometry file

will find its way into the HEC-UNET geometry file through this utility program. :

Installation

Install this program to the \hecexe directory on your computer. This directory should already
exist if you have installed HRC-UNET. If you installed HEC-UNET to a directory other than
\hecexe, install RAS2ZUNET.EXE in the same directory as the HEC-UNET executables. When
finished, be sure that \hecexe (or the directory containing RAS2UNET) is on your computer’s
search path.

Usage
The command line syntax to execute RAS2UNET is:
RAS2UNET I=input_file O=output_file S=sort_flag

where: '
inpuz_file_name is the name of the HEC-RAS geometry file to be converted (No Default).
output_file_name is the name of the HEC-UNET (CSECT) geometry file to be created
(Default is UNET.CS)

sort_flag is YES or NO. (Default is NO.) See Sorting section for details.

For example, if the name of the HEC-RAS geometry file that you wish to convert is
MYPROJI.GO1, then you might use the command:

RAS2UNET I1=MYPROJ.G01 O=MYPROJ.CS
What You Need to Know

o The RAS2UNET input file must be a geometry file saved by HEC-RAS version 2.1 or
newer. _

» The RAS2UNET output file will be an HEC-UNET geometry file in CSECT format.
Although almost all relevant data available in an HEC-RAS geometry file will be
converted, the output file will be incomplete for HEC-UNET because certain required
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records which are the responsibility of the user to add will be missing (e.g. the XK
record).

“The first title record (T1) for each reach will begin with the string "REACH# non" where

nnn is the reach number used by RAS2UNET to build the UB and DB records. Reach
numbers (nnn) will be assigned to each reach in the order the reach is encountered in the
input file unless sorting is turned on (in which case, each reach name must contain a
unigue whole number to be used to identify and order the reaches. See the section on
Sorting for important details.) Following the reach number will be the river and reach
names (separated by a comma) as specified in the HEC-RAS geometry file.

Junction information in the input file will be used to build the UB and DB records in the
output file that indicate reach connections to HEC-UNET. Junction names from the
HEC-RAS data will be used internally in RAS2UNET but will not find their way into the
output file. If for any reason RAS2UNET has problems building the UB or DB records, a
0 (zero) will be placed on the record to indicate that RASZUNET expecied to identify a
reach connection but encountered an error. A UB or DB record with a 0 on it is not valid
to HEC-UNET and must be corrected by the user. On the other hand, a blank UB or DB
record indicates an external boundary condition and is valid input to HEC-UNET.

HEC-RAS stores cross sections in decreasing RiverStation order. Typically, this means
upstream to downstream and implies a positive flow direction from first to last cross
section. HEC-UNET assumes that the order of the cross sections in the geometry file
implies a positive flow direction; therefore, the order of the cross sections in the output
file produced by RAS2UNET will be the same as that in the input file.

Wherever possible, data stored in the input file will be exactly duplicated in the output
file. However, cross section identifiers or RiverStations should be limited to six numeric
characters (including the decimal) by the HEC-RAS user or the ID will get truncated by
RAS2UNET when the X1 record is created for the cross section. This limitation is a
result of the six character field available on the X1 record for cross section identification
in the CSECT input format. This six character limitation also affects the elevation data
for each cross section. The first field of each GR record is only six characters in size,
therefore, every fifth elevation value of the cross section geomelry data starting with the
first may also get truncated (i.e., EL(1), EL(6), EL(11), etc.)

Interpolated sections stored in the HEC-RAS geometry file (those whose RiverStations
include a “*”) will be treated in the same manner as any other section. However, the “*”
will not be retained in the cross section ID and comment records will precede the section
in the output file to indicate that the section is interpolated.

The description data (if any) for a cross section in the input file will be included in the
output as comment records preceding the X1 record for that section.

NC and NH data records will be developed from HEC-RAS Manning’s N data; however,
equivalent roughness data is not used by HEC-UNET so will not be converted. A blank
NC record will be placed in the output file at cross sections where equivalent ronghness
data was encountered. Also, contraction and expansion coefficients will be ignored since
HEC-UNET does not use them. -
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s If encountered in the input file, “normal” ineffective flow and “normal” blocked
encroachments will be converted to X3 record data (fields 4,5,6 &7). In UNET if the
elevations (fields 5 & 7) are positive, the region is outside the stations is "ineffective" or
storage. The difference between RAS and UNET is that in RAS, once the water surface
exceeds the specified elevation - the ineffective region becomes effective. In UNET,
regardless of the water surface, the region outside the specified stations and below the
specified elevations is ineffective - always... area above, however, can convey water.
Similarly, if the elevations are “negative" (fields 5 & 7) then the region outside the
stations is blocked. Think of it as physically modifying the cross section in UNET. The
cross section modification will remain in effect regardless of the water surface. All area
above the "encroachment” can convey water

» Bridges and culverts will NOT be converted. Their location in the reach will be marked
with comment records in the output file.

® A cross section lid will be converted into BT data.

Sorting

In HEC-UNET, the order of the reaches in the geometric input file is significant i a number of
ways. First, there is no mechanism that allows the user to label the reaches and use that label
when defining the connections. Instead, the reach is identified by its position in the input file.
The first reach is reach 1, the second is reach 2, and 50 on. The user must then use that number
when defining the reach connectivity on the UB and DB records. If for any reason a reach
needed to be inserted into the middle of an HEC-UNET geometry file, all the reaches from the
new one down will effectively be renumbered and almost all the UB and DB records will need to
be corrected.

The reach order and resulting connectivity can also affect the efficiency of the HEC-UNET
solution matrix and therefore execution time. Most HEC-UNET users are aware of this issue and
design their input files to increase efficiency. To enable the HEC-RAS modeler to produce a
geometry file that will assemble into a preconceived order during conversion, & mechanism was

added to RAS2UNET to sort the reaches. The rles are simple:

» Include in each reach name (in the HEC-RAS model) a whole number (made up only of
digits) indicating the reach’s number or sequence after conversion.

The number must be the only number in the reach name.

No special characters or strings are required.

The number does not need to be in a particular location in the name.

Start numbering with 1 and do not skip numbers. (Although this is not required for
sorting, if you do not start at 1 or if you skip numbers, the reach numbers used by
RAS2UNET to label each reach will not match your numbering scheme.)
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The following table illustrates some valid and invalid (for sorting) reach names:

Valid Reason invalid Reason

1 ohe number in name || Reach 1 more than 1 number in
seq#z4 1 name

7 Lower Rose 'one number in name || Sacramento no number in name

Cr

reachg one number in name {| Stream 2.37 2.37 is not a whole

IF number

seg#97 Yuba one number in name || Upper Eel 1,234 willbe seenas 1 &

1.234 234 - - 2 numbers!

Onge the reaches have beep defined following the above rules, the sort option of RAS2ZUNET
must be turned on from the command line. This is done by adding SORT=YES after the
specification of the input and output file names. For example, if the HEC-RAS geometry file
named “MYPROJI.GO1" has reach names that include a numbering scheme, then to convert that
file for use by HEC-UNET, use the following command line:

RAS2UNET I=MYPROJ.G0O1 O=MYPROJ.CS SORT=YES

10-10




Chapter 11 - References

Chapter 11

References

Amein, M. and Fang, C.S., 1970, "fmplicit Flood Routing in Natural Channels,” Journal
of the Hydraulics Division, ASCE, Vol. 96, No. HY12, Proc. Paper 7773, PD.
2481-2500,

Ashton, G.D., 1986, River and Lake Ice Engineering, Water Resources Publications,
Littleton, CO 80161.

Bathe, K. and Wilson, E.L., 1976, Numerical Methods in Finite Element Analysis,
Prentice-Hall, Inc., Englewood Cliffs, NJ.

Barkau, R.L., 1981, "Simulation of the Failure of llinois River Levees," Memo to File,
St. Louis District, Corps of Engineers, St. Louis, MO.

Barkau, R.L., 1982, "Simulation of the July 1981 Flood Along the Salt River," Report
for CE695BV, Special Problems in Hydraulics, Department of Civil Engineering,
Colorado State University, Ft. Collins, CO.

Barkau, R.L., 1985, "A Mathematical Model of Unsteady Flow Through a Dendritic
Network," Ph.D. Dissertation, Department of Civil Engmeering, Colorado State
University, Ft. Collins, CO.

Bodhaine, G.L., 1982, "Measurement of Peak Discharge at Culverts by Indirect
Methods," Technigques of Water Resources Investigations of the United States
Geological Survey, Book 3, Chapter A3, U.S. Geological Survey, WA.

Butler, E.R., 1991, "Input Data Considerations énd Analysis for Unsteady Flow Routing,"
Paper Submitted in Partial Fulfillment of the Requirements for the Master's
Degree in Civil Engineering, University of California, Davis, CA.

Chen, Y.H., 1973, "Mathematical Modeling of Water and Sediment Routing in Natural
Channels,” Ph.D. Dissertation, Department of Civil Engineering, Colorado State
University, Ft. Collins, CO.

Chen, Y.H. and Simons, D.B., 1979, "A Mathematical Mode] of the Lower Chippewa
River Network System,” Report CER-79 DBS-YHC-5 8, Department of Civil
Engineering, Colorado State Untversity, Ft. Collins, CO.

Chow, V.T., 1959, Open Channel Hydraulics, McGraw-Hill Book Company, NY.




Chapter 11 - References

Cunge, J.A., Holly, F.M., and Verwey, A., 1980, Practical Aspects of Computational
River Hydraulics, Pitman Advanced Publishing Program, Boston, MA.

Denzel, C.W., 1961, Swellhead Effect on Navigation Structures, WES MP 2-468, U.S.
Army Corps of Engineers, Waterways Experiment Station, Vicksburg, MS.

Federal Highway Administration (FHWA), 1978, Hydraulics of Bridge Waterways,
Hydraulic Design Series No. 1, Second Editon, by J.N. Bradley, U.S Department
of Transportation, Hydraulics Branch, Washingion, DC.

FHWA, 1985, Hydraulic Design of Highway Culverts, Hydraulic Design Series No. 5,
U.S. Department of Transportation, September 1985.

FHWA, 1986, Bridge Waterways Analysis Model, Research Report No. FHWA/RD-
86/108, U.S. Department of Transportation, Office of Engineering and Highway
Operations Research and Development, McLean, VA.

Fread, D.L., 1974, Numerical Properties of the Implicit Four Point Finite Difference
Equations of Unsteady Flow," NOAA Technical Memorandum NWS Hydro-18,
U.S. Department of Commerce, NOAA, NWS, Silver Spring, MD, 123pp.

Fread, D.L., 1976, "Theoretical Development of an Implicit Dynamic Routing Model,"
Hydrologic Research Laboratory, Office of Hydrology, U.S. Department of
Commerce, NOAA, NWS, Silver Spring, MD., presented at Dynamic Routing
Seminar, Lower Mississippi River Forecast Center, Slidell, LA., 13-17 Dec 197 6.

~ French, R.H., 1985, Open-Channel Hydraulics, McGraw-Hill Book Company, New
York.

Friazinov, 1970, "Solution Algorithm for Finite Difference Problems on Directed
Graphs," Journal of Mathematics and Mathematical Physics, Vol. 10, No. 2, (in
Russian). '

Hydrologic Engineering Center (HEC), 1987, HEC-DSS Programmers Meanual, U.S.
Army Corps of Engineers, Davis, CA.

HEC, 19902, HEC-1, Flood Hydrograph Package User's Manual, U.S. Army Corps of
Engineers, Davis, CA.

HEC, 1990b, Computing Water Surface Profiles with HEC-2 on a Personal Computer,
Training Document No. 26, U.S. Army Corps of Engineers, Davis, CA.

112




Chapter 11 - References

HEC, 1990¢, HEC-2, Water Surface Profiles User's Manual, U.S. Army Corps of
Engineers, Davis, CA.

HEC, 1995, HEC-DSS User’s Guide and Util ity Program Manuals, U.S. Army Corps of
Engineers, Davis, CA.

Henderson, F.M., 1966, Open Channel Flow, Macmillan Publishing Co., Inc., NY,
523pp.

Liggett, J.A., and Cunge, J -A., 1975, "Numerical Methods of Solution of the Unsteady
Flow Equations,” in Unsteady Flow in Open Channels, edited by K. Mahmood
and V. Yevjevich, Vol. I, Chapter 4, Water Resources Publications, Ft. Collins,
CO.

Liggett, J.A., 1975, "Basic Equations of Unsteady Flow," in Unsteady Flow in Open
Channels, edited by K. Mahmood and V. Yevjevich, Vol. I, Chapter 2, Water
Resources Publications, Ft. Collins, CO.

Parmakian, J., 1963, Waterhammer Analysis, Dover Publications, Inc., NY.

Schaffranek, R.W., et al., 1981, "A Maodel for the Simulation of Flow in Singular and an
Interconnected Network of Channels," Techniques of Water Resources
Investigations, Chapter 3, U.S. Geological Survey, Reston, VA.

Shames, LH., 1962, Mechanics of Fluids, McGraw-Hill Book Company, NY.

Smith, R.H., 1978, "Development of a Flood Routing Model for Small Meandering
Rivers," Ph.D. Dissertation, Department of Civil Engineering, University of
Missouri at Rolla, MO.

Streeter, V.L. and Wylie, E.B., 1967, Hydraulic T; ransients, McGraw-Hill Book
Company, NY.

Tucei, C.E.M., 1978, "Hydraulic and Water Quality Model for a River Network," Ph.D.
Dissertation, Departiment of Civil Engineering, Colorado State University, Ft.
Collins, CO.

U.S. Army Corps of Engineers (USACE), 1965, Hydraulic Design of Spillways, Engineer
Manual 1110-2-1603, Headquarters, U.S. Army Corps of Engineers, Washington,
DC, 125pp.

USACE, 1993, River Hydraulics, Engineer Manual 11 10-2-1416, Headquarters, U.S.
Army Corps of Engineers, Washington, DC, October 1993,

11-3



Chapter 11 - References

U.S. Bureau of Reclamation (USBR), 1985, Canal Radial Gate Structure Design for
Arizona Canal System, WCPM 11.04.

Waterways Experiment Station (WES), 1973, Bridge Pier Losses, Section 010-6,
Hydraulic Design Criteria, U.S. Army Corps of Engineers, Vicksburg, MS.

114




Appendix 4 -
Derivation of Continuity and Momentum Equations for One-Dimensional Unsteady Open Channel Flow

Appendix A

Derivation of the Continuity and
Momentum Equations for
One-Dimensional
Unsteady Open Channel Flow

! Prepared by Dr. Robert L. Barkau



Appendix 4 -
Derivation of Continuity and Momerntum Equations for One-Dimensiongl Unsteady Open Channel Flow

The physical laws which govern the flow of water in a stream are: (1) the principle of
conservation of mass (continuity), and (2) the principle of conservation of momentum. These
laws are expressed mathematically in the form of partial differential equations, which will
hereafter be referred to as the continuity and momentum equations. The derivations of these
equations are presented in this appendix (Liggett and Cunge, 1975).

A.l Continuity Equation

Comsider the elementary control volume shown in Figure A-1. In this figure, distance x is
measured along the channel, as shown. At the midpoint of the control volume the flow and total
flow area are denoted Qand 47, respectively. The total flow area is the sum of active area 4 and
off-channel storage area §.

Rx, 8y = .ty

|
Tt

w\____“ﬁ_‘-q =

.
T T ——
rifimy —t h_:h__ St

. _——Y\_—__ ~ T —_ _T_—-‘_\ i

T___—T__T—*_Y\_————C——‘-;::-
Figure A-1 Elementary Control Volume for Derivation of Continuity and Momentum
Equations. '

Conservation of mass for a contro] volume states that the net rate of flow into the volume be

equal to the rate of change of storage inside the volume. The inflow to the control volume may
be written as;

Q-=*=" (A1)

and the outflow as:

A-1
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aQ
ox 2 (A-2)
Assuming that Ax is small, the change in mass in the control volume is equal to:
oA ( aQAx] ( aqmcj
AX = - |- -
P p[ Q-5 2 )\ 52 +Q (A-3)

where Q is the lateral flow entering the control volume and p is the fluid density. Simplifying
and dividing through by pAx yields the final form of the continuity equation:

A, 3Q
3, " w =0 (A4)

in which q is the lateral inflow per unit length.

A.2 Momenium Eqguation

Conservation of momentum is expressed by Newton’s second law as:
- dM
YE=— (A-5)

Conservation of momentum for a control volume states that the nef rate of momentum entering
the volume (mowmentum flux) plus the sum of all external forces acting on the volume be equal to
the rate of accumulation of momentum. This is a vector equation applied in the x-direction. The
momentam flux (MV) is the fluid mass times the velocity vector in the direction of flow. Three
forces will be considered: (1) pressure, (2) gravity and (3) boundary drag, or friction force.

Pressure forces  Figure A-2 illustrates the general case of an irregular cross section. The
pressure distribution is assumed to be hydrostatic (pressure varies linearly with depth) and the
total. pressure force is the integral of the pressure-area product over the cross section. After
Shames (1962), the pressure force at any point may be written as:
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F, = fog(h—&)T(®)az (A-6)

where # is the depth, ¢ the distance above the channel invert, and 7(# a width function which
relates the cross section width to the distance above the channel invert.

If Fp is the pressure force in the x-direction at the midpoint of the contro] voiume, the force at the
upstream end of the contro! volume may be written as:

OF, Ax
F-—s (A7)
and at the downstream end as:
OF, Ax
F +__6‘): o (A-8)

Figure A-2 llustration of Terms Associated with Definition of Pressure Force.
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The sum of the pressure forces for the control volume may therefore be written as:

oF, Ax

By |, e i
Fofx 2

x 21|

F + Fy (A-9)

where Fp is the force exerted by the banks in the x-direction on the fluid. This may be simplified
to: . : ,

oF, '
—E:?AHFB (A-10)

Differentiating equation A-2 using Leibnitz's Rule and then substituting in equation A-3 results
in:

ab r 8T(E)
—pgm:[g J’T@d& a{(hﬂﬁ)—g"dé]ﬂﬂa (A-11)

The first integral in equation A-11 is the cross-sectional area, A. The second integral (multiplied
by -p24%) is the pressure force exerted by the fluid on the banks, which is exactly equal in
magnitude, but opposite in direction to Fp. Hence the net pressure force may be written as:

oh
F, = —pgA X (A-12)

Gravitational force The force due to gravity on the fluid in the control volume in the x-direction
is: :

pgA sinBAx (A-13)

here g is the angle that the channe] invert makes with the horizontal. For natural rivers g is small
and sin g = tan g=-9Z, / OX , where zg is the invert elevation. Therefore the gravitational
force may be written as:

A4
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0z,
F =—pgA —gx—Ax (A-14)

This force will be positive for negative bed slopes.

Boundary drag (friction force) Frictional forces between the channe] and the fluid may
be written as: : _

~1,PAx (A-15)

where 1, is the average boundary shear stress (force/ymit area) acting on the fluid boundarijes, and
P is the wetted perimeter. The negative sign indicates that with flow in the positive x-direction,
the force acts in the negative x-direction. From dimensional analysis, Tp may be expressed in
terms of a drag coefficient, Cp, as follows:

Ty = PCDV2 _ (A-16)

The drag coefficient may be related to the Chezy coefficient C by the following:
o | (A-17)

Further, the Chezy equation may be written as:

v =C[S, (A-18)

Substituting equations A-16, A-17 and A-18 into A-15, and simplifying, vields the following
expression for the boundary drag force:

F =—pgdS, dx (A-19)

where Sfis the friction slope, which is positive for flow in the positive x-direction. The friction
slope must be related to flow and stage. Traditionally, the Manning and Chezy friction equations
have been used. Since the Manning equation is predominantly used in the United States, it is
also used in UNET, The Manning equation is written as-
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o’

S, = .
2.208R3 A*

(A-20)

where R is the hydraulic radius and » is the Manning friction coefficient.

Momentum flux With the three force terms defined, only the momentum flux remains.
The flux entering the control volume may be written as: -

oQv
pl:QV o &X] (A-21)
and the flux leaving the volume may be written as:
oQV Ax
p{QV +— Q ] (A-22)

Therefore the net rate of momemtum (momentum flux) entering the control volume is:

- p——AX (A-23)

ince the momentum of the fluid in the control volume is pQ AX, the rate of accurmulation of
momentum may be written as:

8
Et-(pQAx) = pr%—?- (A-24)

Restating the principle of conservation of momentim:

The net rate of momentum (momentum flux) entering the volume (A-23) plus the sum of
all external forces acting on the volume [(A-12) + (A-14) + (A-19)] is equal to the rate of
accumulation of momentum (A-24). Hence:

8Q oQV oh oz,
pﬂx— =—p—AxX - —AxX—- "_Ax—p AS Ax A2

The elevation of the water surface, z, is equal to zg + & Therefore:

A-6
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oz,
% 26
" (A-26)

gl

oz _
=

where 8z/dx is the water surface slope. Substituting (A-26) into (A-25), dividing through by
pAX and moving all terms to the left yields the final form of the momentum equation:

0Q aQv oz
—a—t— + ‘“éx—~ + gA(E'X- + Sfj ={ (A‘27)

A3 Skyline Solution of a Sparse System of Linear Eguations

The finite difference equations along with external and internal boundary conditions and
storage area equations result in a system of linear equations which must be solved for each time
step:

Ax=}h (A-28)

in which: A = coefficient matrix,
X = column vector of unknowns,
b = column vector of constants,

For a single channel without a storage area, the coefficient matrix has a band width of five and
can be solved by one of many banded matrix solvers.

For network problems, Sparse terms destroy the banded structure. The sparse terms enter
and leave at the boundary equations and at the storage areas. F igure A-3 shows a simple system
with four reaches and a storage area off of reach 2. The corresponding coefficient matrix is
shown in Figure A-4. The elements are banded for the reaches but sparse elements appear at the

moderately sized problem, furthermore, the computer tirne required to solve such a large matrix
using Gaussian elimination would be very large. Because most of the elements are zero, a
majority of computer time would be wasted.

AT
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| ©
@
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Area

Figure A-3 Simple network with four reaches and a storage area.

XXXX Reach 2

X XX  Storage area

XXXX
XXXX Reachd
XXXX
XXXX
XX

Figure A-4 Sparse coefficient matrix resulting from simple linear system. Note, sparse terms enter
and disappear at storage areas and boundary equations.

Three practical solution schemes have been used to solve the sparse system of linear
equations: Barkau (1985) used a front solver scheme to eliminate terms to the left of the
diagonal and pointers to identify sparse columns to the right of the diagonal. Cunge et al. (1980)
and Shaffranekk (1981) used recursive schemes to significantly reduce the size of the sparse
coefficient matrix. Tucci (1978) and Chen and Simons (1979) used the skyline storage scheme
(Bathe and Wilson, 1976) to store the coefficient matrix. The goal of these schemes is to more
effectively store the coefficient matrix. The front solver and skyline methods identify and store

A-8
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only the significant elements. The recursive schemes are more clegant, significantly reducing the
umber of linear equations. All use Gaussian elimination to solve the simultaneous equations.

A front solver performs the reduction pass of Gauss elimination before equations are
entered into a coefficient matrix. Hence, the coefficient matrix is upper triangular. To further

terms were indexed. Hence, the program needed to be redimensioned and recompiled for each
new problem.

The recursive schemes are ingenious. Cunge credits the initial application to Friazinov
(1970). Cunge's scheme and Schaffranek’s schemes are similar in approach but differ greatly in
efficiency. Through recursive upward and downward passes, each single routing reach is
transformed into two transfer equations which relate the stages and flows at the upstream and
downstream boundaries. Cunge substitutes the transfer equations in which M is the number of
junctions. Schraffranek combines the transfer equations with the boundary equations, resulting
in a system of 4N equations in which N is the number of individual reaches. The coefficient
matrix is sparse, but the degree is much less than the original system.

By using recursion, the algorithms minimize row and column operations. The key to the
algorithm's speed is the solution of a reduced linear equation set. For smaller problems Gaussian
elimination on the full matrix would suffice. For larger problems, some type of sparse matrix
solver must be used, primarily to reduce the number of elementary operations. Consider, for
éxaruple, a system of 50 reaches. Schaffranek's matrix would be 200X 200 and Cunge's matrix
would be 50 X 50, 2.7 million and 42,000 operations respectively (the number of operations is
approximately 1/3 #3 where 7 is the number of rows).

Another disadvantage of the recursive scheme is adaptability. Lateral weirs which
discharge into storage areas or which discharge into other reaches disrupt the recursion

Skyline is the name of a storage algorithm for a sparse matrix. In any sparse matrix, the
non-zero elements from the linear System and from the Gaussian elimination procedure are to the
left of the diagonal and in a column above the diagonal. This structure is shown in Figure A 4.
Skyline stores these inverted "I, shaped" structures in a vector, keeping the total storage at a
minimum. Elements in skyline storage are accessed by row and column numbers. Elements
outside the "L" are returned as zero, hence the skyline matrix functions exactly as the original
matrix. Skyline storage can be adapted to any problem.

The efficiency of Gaussian elimination depends on the number of pointers into skyline
storage. Tueci (1978) and Chen and Simops (1979) used the original algorithm as proposed by
Bathe and Wilson (1976). This algorithm used only two pointers, the left limit and the upper
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limit of the "L", thus, a large number of unnecessary elementary operations are performed on
zero elements and in searching for rows to reduce. Their solution was acceptable for small
problems, but clearly deficient for large problems. Using additional pointers reduces the number
of superfluous calculations. If the pointers identify all the sparse columns to the right of the
diagonal, then the number of operations is minimized and the performance is similar to the front
solver algorithm.

Skyline Solution Algorithm

The skyline storage algorithm was chosen to store the coefficient matrix. The Gauss
elimination algorithm of Bathe and Wilson was abandoned because of its poor efficiency.
Instead a modified algorithm with seven pointers was developed. The pointers are:

1) IDIA(IROW) - index of the diagonal element in row IROW in skyline storage.

2) ILEFTIROW) - number of columns to the left of the diagonal.

3 THIGH(IROW) - number of rows above the diagonal.

4)  IRIGHT(IROW)- number of columns in the principal band to the right of the

diagonal.

5} ISPCOL(JJROW) - pointer to sparse columns 10 the right of the principal band.
- 6) IZSA(IS) - the row number of storage area IS.

7) TROWZ(N) - the row number of the continuity equation for segment N.

The pointers eliminate the meaningless operations on zero elements. This code is
specifically designed for flood routing through a full network.
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Introduction

This appendix contains a detailed description of the data input requirements for each
variable on each input record in the cross section (geometry) input file read by CSECT. Many of
the records described can be omitted if their options are not required.

The data input structure mimics the fixed format style of HEC-2. The location of the
variables for each input record is designated by a field number. Each record is divided into ten
fields of eight columns each, except Field 1. A variable in Field 1 may only occupy columns 3
through & because columns 1 and 2 (called Field 0) are reserved for the required record
identification characters. Depending on the type of input record, variable types may be real,
integer, or logical. The values a variable may assume and the conditions for each are described.

F (false). All other variables are real numbers.

Some variables call for use of program options by using the numbers -1, 0,1 or 10. Other
variables are assigned numbers expressing the magnitude of the variable. For these, a plus or
minys sign is shown in the description under "Vahie" and the numerical value of the variable is
entered as input. Where the value of a variable is to be assigned a value of zero, the field may be
left blank because a blank field is read as Zero. :

Any number without a decimal point must be right justified in its feld. Any munber
without a sign is considered to be positive. The codes "+" and "-" under "Valye" indicate
positive and negative numbers,

It is suggested that the extensions .CS and .CSO be used when naming the input and
output files for CSECT,

When using DSS input items, do not use “/ gr <\ as a character in the pathname.

B-1



CSECT Input Data Description

PR
PR Record - Output File Print Control - (Optional Record)

The PR Record can be used prior to any X1 Record to contro] the detailed output of cross
section and hydranlic structure data. CPRINT is a toggle switch that can be used to turn the
output on or off as required. Note: If the PR Record is not used, the elevation vs. hydraulic
property tables will not be written to the CSECT output file.

Field Variable Value Description

0 D PR Record identification.

1 CPRINT ON Begin writing elevation vs. hydraulic property tables to
the CSECT output file.

QOFF StoE writ.inﬁ data. n
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CSECT Input Data Description

T1, T2, T3

T1 T2 T3 - Title Records - (Required Records)

Three Title Records are required at the beginning of each reach. TITLE1 is used as the A
part of DSS pathnames written by the TABLE program. TITLE2 and TITLE3 provide additional
documentation.

Field  Variable Value .Desgrigtion y . g
0 D Tl Record identification
1-10 TITLE] Alpha River name and reach sumber. If nsingmore than

one reach TTTLEL should be nnigue for each reach,

computed hydrographs.
0 1D T2 Record identification
1-10 TITLE2 Alpha Project name or other information.
0 b T3 Record identification
1-10 TITLE3  Alpha User name, office name, date, or other information.




CSECT Input Data Description

EJ
- EIRecord - End of Job - (Required Record)

The EJI Record indicates the end of the CSECT input file, and is required as the last record
in the file.

Field Variable Value o % scriBtion . . _

0 D EJ Record identification.

M
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CSECT Input Data Description

D
ZD Record - Specify 1SS File Name - (Optional Record)

The ZD Record identifies the DSS file name to be used for which data will be read or
written for the ZI, ZA and ZS Records. In addition, the ZD Record defines the F-part for DSS
pathnames which are written to DSS. The two variables are in free format, separated by spaces
or commas. The F-part may have any internal spaces since it is the last item of data on the
record. The ZD Record can be placed anywhere in the CSECT input file, but it must precede any
ZA, Z1 or ZS Records.

Field Variable Value Descrigtion . _ .
0 D 7D Record identification.
1 DSSFIL Char. DSS filename.

2 FPART String DSS F-part of pathname Ealwazs use). _




CSECT Input Data Description

ZA
ZA Record - Write Area and Conveyance Tables ta DSS - (Optional Record)

The ZA Record directs that the area and conveyance tables for cross sections be written to
the DSS file specified on the ZD Record. The tables are written in paired data format. This
record should be placed before the cross section for which you would like tables to be written,
and following the cross section at which you want to Stop writing tables,

. ——

0 D _ ZA Record identification.
1 CONT ON Start writing tables.
OFF Stop writing tables.

“




CSECT Input Data Description

71

ZIRecord - Write the Channel Tnvert_and Bank Station Profiles to DSS - {Optional Record)

The ZI Record directs that the cross seciion invert profile and the pilot channel invert
profile be written to DSS. The parameter is entered in free format. This record must be placed
before the UB Record of the reach that you would like to include in the profile plois. It must be
preceded by a ZD Record. Place a ZI OFF Record after the DB of the reach of interest to
terminate this option.

Field  Variable  Value ) Dcscrimion ' _

0 D YAl Record identification.
1 UNITS Char. Units along the distance axis (MILES) and start
' writing profiles. Currently the program only uses
"MILES".

: QFF StoB wn‘tinﬁ groﬁl_es. L
Example:
T1
T2
T3

ZD DSS FILENAME F-part
71 MILES
UB

DB
Zl- OFF
(next reach)




CSECT Input Datq Description

ZS

ZS Record - Write Cross Sections to DSS - (Optional Record)

The ZS Record directs that the total, encroached and bridge cross sections be written to the
DSS file specified on the ZD Record. The cross section coordinates are written in paired data
format. This record should be placed before the cross section for which you would like data to
be written, and following the cross section at which you want (o stop writing data. '

Field  Variable Value Description
' 0 D A Record identification.
1 CONT ON Start writing data.
OFF Stop writing data.

%
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CSECT Input Data Description

ZX
ZX Record = Read Limits for Cross Section Tables fram DSS - (Optional Record)

This record directs that the maximum and minimum water surface profiles be read from
DSS. The DSS pathname references a paired function record which stores the two curves. The
CSECT program nses these maximum and minimoum. values for the limits of the cross section
tables if the value of ELSTRT is negative on the XK Record. The program determines the
elevation increment from these limits and the maximum number of increments for which the
program is dimensioned. '

Field  Variable  Value Description
-

0 ID ZX Record identification.

1-10 PN Alpha DSS paired data pathname.




CSECT Inpur Data Description

ZN
ZN Record - Read Tnvert Profile from DSS - (Optional Record)

This record directs that an invert profile be read from DSS. The DSS pathname references
a paired function record which stores a single curve. The CSECT program uses this invert value
as the base for the cross section table if ELSTRT is negative on the XK Record. If the invert
from the profile is below the invert from the cross section and no pilot channe] is specified, then
the higher invert is used. Ifa pilot channel (PC Record) is present, then the invert from the
profile is always the top of the pilot channel and the start of the table.

Field = Variable Value Description
“

0 D ZN Record identification.

1-10 PN Alpha DSS paired data pathname.

“
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CSECT Input Data Description

Z¥

7ZE Record_- Read Reference Water Surface Profile from DSS - (Optional Record)

This record directs CSECT to read the profile of a reference water surface (base flood) from
DSS. The DSS filename: pathname references a paired function file. It is necessary to use the
ZF Record when doing floodway analysis.

Floodway computations are based on the one-percent chance flood (base flood). The base
flood is routed through the study reach for existing conditions and the resulting maximum water
surface profile is written to a DSS file (see Job Control variable PZMX in UNET input). In a
separate floodway run, the base flood profile is read with the ZF Record specifying the pathname
and the EN or DF Record defining the encroachment as a fraction of the flow and storage area.
Note: this option is not based on conveyance reduction.

Field Variable  Value Description .
[T
0 D ZF Record identification.
1-10. PN Alpha DSS paired data pathname.
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CSECT Input Data Description

XK

XK Record - Limits of Cross Section Elevation v Hydranlic Property Tables - (Required
Record) :

This record defines the starting elevation and the elevation intervals in the area and
conveyance vs. elevation (hydraulic properties) tables. Tt also sets the initial maximum distance
between interpolated cross sections (nodes). It must appear before the first cross section (X1
Record), but it can appear before any or all subsequent cross sections to change the parameters.
CSECT has several ways of specifying the starting point for the cross section tables:

1} Enter BELBK and ELINC in fields | and 5 respectively. The CSECT program starts the
table at the minimum elevation of the channel bank minus BELBK. If the starting point is below
the invert of the cross section (i.c. BELBK is too large a value), then the starting elevation is set
at the invert elevation plus one foot. The elevation increment in the tables is ELINC. The
number of vertical points in the-hydraulic properties table is shown in the CSECT output file
under the heading “PROGRAM DIMENSIONS”.

2) The table is based on a slope profile, entered manually, which defines the upper limit of
the table. The starting elevation is entered as ELSTRT in field 3 and the slope of the profile is
entered as SLOPE in field 4. The table is started at a distance RISE below the profile and at an
increment of ELINC. All subseguent tables will be based on this profile until another XK
Record is encountered which either redefines the slope profile or directs another method for
starting the table.

3) The table is based on a invert profile read from DSS either on a ZN or ZX Record. This
option is enabled by entering a ELSTRT value of -1 in field 2. The table has an increment of
ELINC.

Field  Variable  Value Dw ion _ . . -

0 D XK Record identification.

1 BELBK + The first elevation above the invert will be located
BELBK feet below the lower bank elevation (XSTL or
XSTR on X1 Record). A value larger than the channel
depth will set this point one foot above the invert
elevation.

2 RISE + Elevation span of the table. This is computed
automatically based on ELINC (field 5). Older versions
of the program required RISE to be specified. Field 2 is
now ignored
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CSECT Input Data Description

XK {Cont.)
Field Vatable Valie  Description
3 ELSTRT + Starting elevation for slope profile.
0 Do not use profile.
-1 Use profile read from DSS on either ZN or ZX Record.
4 SLOPE + Slope of the profile.
5 EILINC + Elevation increment. The tables will consist of the

number of points shown in the “PROGRAM
DIMENSIONS” table in the output file plus the nvert
elevation which is not listed in the output. The first
elevation above the invert will be computed based on
the selection of BELBK. The selection of ELINC
should be based on the maximum anticipated range of
water surface elevations at the current cross section.
Additional XK Records should be inserted throughout
the input file so that the elevation table bounds the
anticipaied water surface elevation prefiles while
providing high resolution where geometric properties
are rapidly changing. Some adjustment to XK limnits
should be expected as a model is being developed.

6 XMINC + Maximum interval in miles between interpolated cross
sections (nodes).

7 M + Factor to adjust SECNAM on X1 Record to the units of
miles.
0 Do not adjust SECNAM.
8 CMLE + ' River mile of the first cross section. The river miles of

all subsequent cross sections are calculated from the
channel distance. (This will not affect SECNAM but
will change the output to units of miles.)

0 The river mile of the cross section is accepted as
SECNAM on the X1 Record.
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CSECT Input Data Description

XI
XTRecord - Tnterpolated Cross Section Inferval - (Optional Record)

This record defines the maximum distance in the x-direction between interpolated cross
sections. (Note, actual cross sections are not interpolated; however, additional computational
nodes are inserted at the intervening locations.) Tt can be used prior to any X1 Record to change
the distance set by XMINC (XK.6) without having to use a complete XK Record.

Field  Variable  Value _Description
0 D XI Record identification.
1 XINC + Maximum interval, in miles, between interpolated

_ nodes. . )
“
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CSECT Input Data Description

NC

NC Recard - Manning’s » Values - (Required Record)

The NC Record defines Manning’s n values for the channel and overbanks. The expansion
and contraction loss coefficients customarily used in fields 4 and 5 of HEC-2 data sets are not
used in UNET. These losses are treated as internal forces by the program. Structures such as
bridge piers, navigation dams and cofferdams constrict flow and exert external forces which
oppose the flow. In rare situations these additional forces may not be adequately computed with
the structure losses that are described elsewhere. Therefore, they may be empirically added, if
necessary, with variable FNCH1. Refer to Section 2.4 of this manual for further details, The NC
Record is required prior to the first cross section and may be used to change the parameters at
any subsequent cross section.

Field  Variable  Value ..Descﬂgtion' 5 :

0 D NC Record identification.

| XNL + Manning’s » for left overbank.

2 XNR + Manning’s » for right overbank.

3 XNCH  + Manning’s n for channel.

4 Blank field

5 Blank field

6 FNCHI1 + Loss coefficient for optional added force (sec. 2.4).

W
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CSECT Inpur Data Descriprion

NH

mwwﬂmmﬂnmmw - (Optional Record)

Used to change the roughness coefficients to vary with horizontal distance from the left

side of the cross section. Roughn

has new geometry.

Field

0

1

2,4.6,

3,57,

Variable Value

D NH
NHS +
HN(I) +
HSD +

ess coefficients should be redefined for each cross section that

Description

Record identification. -

Total number of Manning’s # values (maximum of 25)
entered on NH Records. If NHS is greater than four,
muliiple NH Records are required, and the first field on
the second and subsequent NH Records should contain
a HS(T) value.

Manning’s n value between stations HS(I-1) and HS M.
The  valoe applies from the starting left station up to
HS() (Field 3).

Station corresponding to HN(I). These stations do not
need to match an existing station on GR Records.
Stations must be input in increasing order.

M




CSECT Input Data Description

PC
PC Record - Tow Flow Pilot Channel - (Optional Record)

The PC Record cuts a pilot channel into the bottom of a cross section defined on GR
Records. Very wide and shallow cross sections which pass flows at small depths are difficult to
model (problems with the backwater initial conditions or supercritical flow regimes) under low
flow conditions. To assist the model in solving these cross sections, a pilot channel is cut into
the section. The pilot channel provides greater flow depths at low discharges. The area and
conveyance of the pilot channel are borrowed from the lower part of the entered cross section so
that the total area and conveyance properties of the cross section relate to the original cross
section at higher flows. Note that cross sections with pilot channels will compute unrealistically
low stages for very low flows.

All cross sections following the PC Record will have pilot channels cut into themn. The
pilot channel option is turned off with a second PC Record with the string ‘OFF’ located
anywhere in columns 3 - 80.

Note that this data can interact with data for the invert profile entered via the ZN record.

Field Variable Value Description

0 D PC Record identification.

1 PCTW + Width of pilot channel (ft).

2 PCHT + Depth of pilot channel below section invert (ft).

0 Minimum elevation of pilot channel entered in field 4.

3 PCN + Manning’s » for pilot channel conveyance.

4 PCZMIN + Minimum elevation of pilot channel. If PZMIN is
above the channel invert, then no pilot channel will be
cut.

0 Use PCHT in field 2.

B-18




CSECT Input Data Description

OB
OB Record - Modify Overhank Storage - (Optional Record)

The OB Record is used to adjust storage in the channel and overbank areas. It is placed
between the cross sections where the change in storage occurs. This option is useful to adjust
HEC-2 data files that do not correctly model storage. The change in storage will be reflected in
each cross section following the OB Record, To turn this option off, insert 2 second OB Record
with FCSTOR and FVSTOR set equal to 0.0.

Field Variable, Value - . Dcscﬁ'gtion X

0 D OB Record identification.

1 FCSTOR + Increment storage by FCSTOR * AREA of channel.

2 FVSTOR + Increment storage by FVSTOR * AREA of the
overbank.

h
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CSECT Input Data Description

BF
RE Record - Adjust Floodplain Area and Canveyance - (Optional Record)

The BF Record adjusts the overbank flow and storage area by a factor or confines the
overbank flow area to a set floodway width. If the floodway width option is selected, the area
outside the floodway is redefined as storage area. The BF Record overrides the encroachments
that are specified on the X3 Record. Tt remains in effect until turned off by another BF Record.

Field  Variable _Value Description

0 D BF Record identification.
1 FVALIEY + Multiply overbank fiow area, conveyancé, and storage
by FVALLEY.
0 Not used.
2 BFWFWY + Width of the active flow floodway.
0 Not used.
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CSECT Input Daia Description

EN

Mmuﬂﬁﬂmmnﬁmﬂmmwﬂm - (Optional Record)

The EN Record defines encroachments for a conventional floodway analysis. To use this
option, a baseflood profile for existing conditions must be computed and written to a DSS file
(see ZF description on page B-13). Area is removed starting from the outer limits of the cross
section, as defined by the base flood.

Field  Variable Value ) Descrigtion . . _
0 ID EN Record identification. _

1 ENPAR + Fraction (ratio) of the total active flow and storage area
in the overbank to be removed, Remaining area is in
the floodway.

0 If ENPARL or ENPARR is specified.
OFF stop floodway accounting.
2 ENPARL + Fraction of the total active flow and storage area in the

left overbank to be removed to define the floodway.

3 ENPARR + Fraction of the total active flow and storage area in the

right overbank to be removed to define the floodway. . .
“
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CSECT Input Data Description

DF

DFE Record - Define Encroachments for a Density Floadway Analysis - (Optional Record)

The DF Record defines encroachments for a density floodway analysis. To use this option,
a baseflood profile for existing conditions must be computed and written to a DSS file(see ZF
description on page B-13). - '

Field Variable Value : .DescriBtion . _
0 D DF Record identification. '

1 FDF +  Fraction of the total active flow and storage area in the
overbank to be redefined as a density floodway.
Method assumes the fraction is proportionally lost.

0 Stop density floodway calculations.

PR




CSECT Input Data Description

IC

IC Record - Jee Cover Data - (Optional Record)

The IC Record is used to input or change ice data. Calculations with a floating ice cover
will start at the first cross section following the IC Record and will continue until an IC Record is
read that has a negative value for SPGR (Field 5). Ice calculations will not be performed for areas
outside the encroachment stations specified on the X3 Records. Pilot channel calculations are not
affected by the presence of the ice cover.

The use of an IC Record will not effect any of the existing data output options that can be
specified for writing UNET data to an output data file or a DSS datafile. However, when an IC
Record is detected additional data will be written to the CSECT output file and additional data
may be written to the DSS datafile.

The CSECT output file, specified by the user through the program RUNUNET, will contain
information describing the ice conditions at each cross section where ice is specified on the IC
Record. This data will consist of the ice thicknesses, the ice Manning’s » and the ice specific
gravity. The tables printed by CSECT will reflect the modifications in conveyance and area
caused by the ice cover.

All data requested by the user to be written to the DSS datafile will be written without
modification to the file. In addition, if the user has selected the Job Control Option of program
UNET to write instantaneous flow and elevation profiles to DSS, the instantaneous elevation
profiles of the top surface and the bottom surface of the ice cover will also be written to DSS at
the same time intervals. The top and bottom ice surface profiles will be written only for those
reaches in which ice exists. If a reach is only partially ice covered, the water surface elevation
will be substituted for both the top and bottom ice surface for those portions of the reach where
ice does not exist {see figures D-15 to D-17).

In computing the ice thickness, the user-supplied channel ice thickness will be used. If the
channel ice thickness is zero, then the greater of the left or right overbank ice thicknesses will be
used. The location and top and bottom ice surface elevations will be entered into DSS as paired
data. The DSS pathname will be constructed with the following format:

A ="ICE PROF. 'RNAME
B = Date AT Time
C="1LOC-ICE ELEV’

D Not used.

E Notused

F=TOP or BTM’

B-23



CSECT Input Data Description

IC (Cont)

where RNAME is the reach name entered on the T1 Record in the CSECT input file. A short
summary of the ice data will also be listed at the beginning of each output table specified at a
cross section where ice exists. Ouput tables are only developed for those sections that have an
HY Record.

Field  Varable  Value Description | .

0 D 1C Record identification
1 ZITL. + ~ Ice thickness in the left overb.ank.
0 No change in the ice thickness in the left overbank.
-1 Open water in the left overbank.
2 ZITR + Ice thickness in the right overbank.
0 No change in the ice thickness in the right overbank.
-1 Open water in the right overbank.
3 ZITCH+ Ice thickness for the channel.
0 No change in ice thickness in the channel.
-1 Open water in the channel.
4 ZIN + Manning’s # for the ice cover.
| 0 No change in Manning’s z for the ice cover.
5 SPGR + Value of ice specific gravity.
0 No change in specific gravity if a value was entered on

a previous record. If no value had been previously
specified, the default value of 0.916 will be used.

: -1 No ice calculations until another IC Record is read. _

B-24




CSECT Input Data Descriprion

UB
LIB Record - Upstream Reach Boundary Connection - (Required Record)

The UB Record specifies the upstream boundary connection(s) for a reach. A maximum of
five reaches may be connected. If the reach flows out of storage area, the upstream boundary is
connected to the storage area by specifying the Storage area as a negative value. If the UB
Record is left blank, the upstream boundary condition data will be specified in the UNET input
file.

Field  Variable Value Description
0 D UB Record identification.
1-5 IRUCOND) + Number(s) of reach(s) connected to the upstream reach
boundary.
- : Number of storage area connected to the upstream reach
boundary.

Blank Upstream boundary condition data specified in UNET
input file.

“




CSECT Input Data Description

S e : : ; - (Required record if
using any Upstrcam Stage Data) The UZ record is analogous to the UB record.

Field  Variable  Value escription
0 ID Uz Record identification.
1-5 IRUCON{D) + Number(s) of reach(s) connected to the upstream reach
boundary.
- Number of storage area connected to the upstream reach
boundary.
Blank Upstream boundary condition data specified in UNET
input file.
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CSECT Input Data Description

DB
mwrd;ﬂomuﬁmmﬂea:hﬁwmm - (Required Record)

The DB Record specifies the downstream boundary connection(s) for a reach. A maximum
of five reaches may be connected. If the reach empties into a storage area, the downstream
boundary is connected to the storage area by specifying the storage area as a negative value. If
the DB Record is left blank, the downstream boundary condition data will be specified in the
UNET input file.

Field  Variable Value = Description =

0 m DB Record identification.
1-5 IRDCON{) + Numbex(s) of reach(s) connected to the downstream
' reach boundary.,

- Number of storage area connected to the downstream
reach boundary.

Blank Downstream boundary condition data specified in
UNET input file.

M

B-27



CSECT Input Data Descripiion

X1
X1 Record - General Ttems. for Each Cross Section - (Required Record)

This record is required for each input cross section and is used to specify the cross section
geometry and program options applicable to that cross section. The maximum number of input
sections, computational nodes, etc. allowed is shown in the CSECT output file under the
heading “PROGRAM DIMENSIONS”.

Field  Variable  Value Description
10

0 D X1 Record identification.

1 SECNAM + Cross section identification number (river mile is
recommended because this value is used for the x-axis
on profile plots).

2 GPNO + Number of ground points.

0 Previous upstream cross section is repeated for current
section. GR Records are not entered for this cross
section.

3 XSTL + The station of the left bank of the channel. Must be
equal to one of the STA(T) on next GR Records.

4 XSTR + The station of the right bank of the channel. Must be
equal to one of the STA(T) on next GR Records and
equal to or greater than XSTL.

5 XLLGTH + Length of left overbank reach between current cross

section and next cross section (*). Zero for the last
cross section of the reach.

6 RLGTH + Length of right overbank reach between current cross
section and next cross section (*). Zero for the Jast
cross section of the reach.

7 XLGCH + Length of channel reach between current cross section
and next cross section (¥). Zero for the last cross
section of the reach.

8 X Unused HEC-2 paramgeter.
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CSECT Input Data Description

X1 Cont)
Field Variable Value _ Descri%’on o
9 ELADD + or - Elevation increment to be added to all GR and BT low

chord elevation data in the current cross section.

*NOTE: Distance between sections is not considered at reach

junctions as continuity of
flow and stage are assumed.
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CSECT Input Data Description

This record is used to repeat the BT Records from the previous cross section for the current
cross section. The X2 Record is currently used only to repeat the bridge table. Prior to reversing
existing HEC-2 data files, it may prove simpler to enter all BT Records and skip the X2 Record
altogether.

Field Variable  Value Description
PR = S e
0 D X2 Record identification
1 Not read by UNET
2 Not read by UNET
3 IBRID + Repeat BT Records (bridge table) used on previous

Cross section.

it Do not repeat bridge table.
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CSECT Input Data Description

X3

X3 Record - Optionat Trems for Each Cross Section (Effective Area Eocroachments)

This record defines the storage areas in 2 cross section.

Field

0

1

Variable

D

EFCH

SED

WEFWY

ELS

Value

X3

0

10

__Description

Record identification.

Total area of cross section described on GR Records
below the water surface elevation is used in the
computations,

Only the channel area as defined by (XSTL, X1.3) and
(XSTR, X1.4) is used in the computations, unless the
water surface elevation exceeds the elevations of the
bank stations. This option can be utilized to contain
flow between levees until overtopping occurs, if the
bank stations are coded at the top of the levees. EFCHL
and EFCHR can also be used to define the overtopping
elevations.

A sediment depth is not specified.

Depth of sediment, in feet, that will be added to the
channel invert. All elevations in the main channel
below the invert + SED are set equal to the invert
+SED.

Floodway width is not changed or specified.

Width of floodway to be centered in the channel,
midway between the left and right overbanks.
Conveyance and storage are computed within the
floodway, while only storage is computed outside the
floodway. This width will be used for all subsequent
cross sections unless changed by a positive WFWY on
the X3 Record of another cross section.

Left encroachment station. All area to the left of (less
than) this station and below ELEL is treated as storage
only.
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CSECT Input Dara Description

X3 (Cont.)

Field Variable  Value Description
]

5 ELEL + Elevation of the left encroachment. All area below this
elevation and less than station ELS has no conveyance,
only storage.

- If negative, no conveyance or storage will be
computed. This must be used to avoid double-
accounting of levee storage defined by storage areas
(SURFA, SA.2).

6 ERS + Right encroachment station. All area to the right of
: (greater than) this station and below EREL is treated as
storage only.

7 EREL - + Elevation of the right encroachment. All area below
this elevation and greater than station ERS has no
conveyance, only storage.

- If negative, no conveyance or storage will be
computed. This must be used to avoid double-
accounting levee storage defined by storage areas
(SURFA, SA.2).

8 EFCHL + If EFCH=10, EFCHL overrides the elevation of the
channel left bank station (XSTL, X1.3).

9 EFCHR + If EFCH=10, EFCHR overrides the elevation of the
channel right bank station (XSTR, X1.4).

NOTE: The station data on the X3 Record must coincide with stations on the following
GR Records.
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CSECT Input Data Description

X4
X4 Record - Additional Paints for a Crass Section - (Optional Record)

The X4 Record may be inserted following records X1, X2 or X3 to insert additional points
that describe the ground profile of the cross section. Stations of X4 data points must fall within
the range of GR stations. The X4 data point is an added point and cannot be used to replace any
GR data point. This option is useful when modifying data records for a proposed abstruction as
it allows points to be added anywhere in the cross section.

Ficld  Variable Valge Descrigtion .

0 D X4 Record identification.

1 X + Total number of X4 data points to be added to the
current cross section GR data. If X is greater than four;
multiple X4 Records are required, and the first field of
the second and subsequent X4 Records should contain
an ASTA(D) value.

24.etc AEL(T) +or- Elevation of additional ground point corresponding to
ASTA() Elevations added by X4 Records are adjusted

by ELADD (X1.9), inchiding those on repeated cross
sections.

3,5,etc ASTA(D + Station of additional ground point. All stations must be
less than the maximum station on the GR Records. The
pairs of elevations and stations do not have to be in any

particular order, L _
M

NOTE: If a second X4 Record is required at this location, start station and elevation data
in field one of the second and subsequent X4 Records.
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70
Z0 Record - Gage Zero Elevation - (Optional Record)

This record defines gage zero elevation at a cross section. The gage zero elevation is
subtracted from the computed water surface elevation to calculate a stage. The Z0 (Z-zero)
Record is used along with HY Records and must be placed immediately before the HY Record.

Feld _ voinie  val S

0 iD Z0 Record identification.

1 ZERO + Or - ace zero elevation (ft).
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OH
OH Record - Read Ohserved Hydrograph ~ (Optional Record)

The OH Record specifies the DSS pathname of an observed hydrograph, which will be used
when developing macros for DSPLAY. This allows macros tc be developed automatically to
compare computed results to observed data. The OH Record should be placed immediately
before the corresponding HY Record in the input file.

Field  Variabie Value . Descg‘gtion " _

0 D - OH Record identification.
1 OBSPN Algha _Pathname of the observed hzdrogagh. o .
Example:

OH /A/B/C/D/EM/

A through F are the pathname parts. The pathname may be preceded by the DSS filename
followed by a colon (:); e.g., \path\dssfile:/A/B/C/D/E/FY.
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HY
HY Record - Store Compnted Hydrographs in DSS - (Optional Record)

The HY Record is used to write computed stage, elevation and flow hydrographs for the
current cross section to the UNET output file and to the DSS file. They can then be plotted with
DSPLAY. The HY Record is placed after the X1 and Z0 Records. The dimensions of the
TABLE program, which actually does the writing of the hydrographs, may be found in its output
file under “PROGRAM DIMENSIONS™. '

Field  Variable  Value __Description

0 iD HY Record identification.

1-10 F Alpha Name of cross section where hydrographs are to be
plotted. This name will become the "B" part of the DSS
pathnames for the hydrograph data. -
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HV

HY Record - Store Compnted Velocities in DSS - (Optional Record)

The HV Record is used to write computed channel, overbank and average velocity
hydrographs for the current cross section to the DSS fiie. They can then be plotted with
DSPLAY. The HV Record is placed after the X1 and Z0 Records,

Bl e e e

0 D v Record identification.

I-10 F Alpha - Name of cross section where hydrographs are to be \
plotted. This name will become the "B" part of the DSS
pathnarmes for the hydrograph data.

“
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GR

GR Record - Ground Profile Elevations and Stations ~ (Required Record)

This record specifies the elevation and station of each point in a cross section used to
describe the ground profile, and is required for each X1 Record unless GPNO (X1.2) is zero.
Cross sections should be defined perpendicular to the direction of flow. Cross sections are
required at representative locations along a river reach and at locations where changes occur in
discharge, slope, shape, or roughness, at locations where levees begin or end, and at bridges,
culverts, spillways, or control structures such as weirs. Where abrupt changes occur, several
cross sections should be used to describe the change regardless of the distance. A thorough re-

_evaluation of existing HEC-2 GR Records is important when they are being modified for use in
UNET to ensure that storage is correctly represented as well as conveyance.

Field

3

4

5-10 etc.

Variable Value

ID GR
EL(1) + Of -
STA(1) +
EL(2) + or -
STA(2) +

. Description

Record identification.

Elevation of the first ground point. May be positive or
negative (ft).

- Station of the first ground point (ft).

Elevation of the second grouad point.

Station of the second ground point.

Continue with additional GR Records using up to 600 points to describe the cross
section. Stations must be in increasing order progressing from left to right across the

Cross section.

W
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SA
SA Record - Storage Areas - (Optional Record)

The SA Record defines a storage area. Storage areas may be connected to upstream or
downstream reach boundaries, or may be filled (and drained) through a lateral spillway. The
maximum number of storage areas allowed can be found in the CSECT output file under the
heading “PROGRAM DIMENSIONS”. A name can be attached to the storage area by placing an
HS Record after the SA Record. The name placed on the HS Record will also be used as the B
part of the DSS pathname. I the user does not supply an HS Record with the SA Record, the
default name is SA#, where # is the user defined storage area number (IDSAENTERED).

Field  Varable ___Value  Description _

0 D SA Record identification.

1 IDSAENTERED + The user defined storage area number.
2 SURFA +  The surface area of the storage in acres.

0 Elevation-voluine relation will be defined on a
subsequent SV Record.

3 Z0SA +  Minimum elevation of storage area.

4..10 NSACON +  Reach numbers of the reaches that use this storage area
as a downstream boundary .

- Reach numbers of the reaches that use this storage

area as an upstream houndary. .
M
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HS
HS Record - Storage Area Name - (Optional Record)

The HS Record defines the name of a storage area and the B part for the DSS pathname.
The HS Record is placed following the SA Record.

Field Varijable Value . Dcscrigtion_ .

0 f1)) HS Record identification

1-10 SANAME  A32 Name of stora'ge area. . .

SV
SV Record - Flevation-Volume Rating for Storage Areas - (Optional Record)

The SV Record allows the user to define an elevation-volume rating curve for storage areas.
The SV Record should follow the corresponding SA Record. A maximum of 20
elevation-volume points may be entered.

Field Variable Value .Descrigtion g . _ _

1,.9 ZSAVOI(l) +or- Elevation (ft).

2,00 VOLSA(H .+ " Volume of storage area at ZSAVOL(]) in acre feet
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SL
MwﬂmﬂmcﬂmMmMm - (Optional Re_cord)

The SI. Record defines a simple linear routing connection between a reach and a storage
area. The flow between the reach and the storage area is computed as:

@ = k= (Available Storage)

Where k is either CIN or COUT. The “Available Storage” is determined as shown below
(See also Fig. 9-7).

\ -~ connection I /
U" Q == Rx: /
— /

Reach Storage Areg

“Available Storage” is computed as AZ times the surface area of the storage area (see the SA
record).

Field  Variable  Value __Description

0 D SL Record identification

1 ICONN + Storage area number to connect to.

2 CIN + Linear routing coefficient for flow into the storage area

(0 <CIN < 1. Generally about 0.2).

3 couT + Linear routing coefficient for flow out of the storage
area (0 < COUT < 1. Generally about 0.2).

4 ZSSUP + Elevation at which the conpection is made.,

“
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SS
SS Record - Simple Connection hetween Two Storage Areas - (Optional Record)

The S Record defines a simple linear routing connection between two storage areas. The
positive flow direction is defined as from storage area #1 to storage area #2. This connection is
analogous to the SL conmection.

Field  Variable  Value Description

W

0 D S5 Record identification
1 ICONNI + Storage area number 1.
2 ICONN2 + | Storage area number 2.
-3 CIN + Linear routing coefficient for flow from SA 1to SA 2

(0 < CIN < 1. Generally about 0.2).

4 COouT + Linear routing coefficient for flow from SA2to SA 1
' (0 < COUT < 1. Generally about 0.2).

5 ZSP + Elevation of connection.
W_
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SP

SP Record - In Tine Spillway - {Optional Record)

- The SP Record defines an in line, or cross channel spillway. In line spillways are located
between two cross sections and may consist of two structural components: (1) a gated section,
and (2) up to 25 weir overflow sections when the WD record is used in conjunction with the SP.

UNET models radial, or Tainter type gates. For spillways with multiple gates, the individual
gate widths are lumped together into a single width, with the gates assumed to operate
simultaneously. The SP Record can aiso be used as a special connection between two storage
areas.

Free and submerged flow calculations can be performed. If the gate opening equals or
exceeds eighty percent of the flow depth, free flow is computed using weir flow equations. The
time series of gate openings is entered as an internal boundary condition in the UNET input file.
For spillways without gates, fields 2 through 10 are left blank. Weir sections are defined on
a WD Record immediately following the SP Record.

Field  Variable Value _Description - -

0 ID Sp Record identification.
1 Zsp + Elevation at crest of spillway (ft).
2 wSsp + Width of spillway at crest (ft). This width is equal to

the total width of all gates in the spillway. Width of
weir sections should be described on WD Records
placed immediately after the SP Record.

3 S 0 Compute both free and submerged flow.
1 Compute only free flow (use only if flow conditions are
' known)
4 CE + Discharge coefficient (ranges from 0.6 to 0.8).
5 AH + Trunnion height (ft) (from ZSP to trunnion pivot point).
6 AHE + Trunmion height exponent, typically about 0.16 (for
sluice gate set to 0.0).
7 BE + Gate opening exponent, typically about 0.72 (for sluice
gate set to 1.0).
8 HE + Head exponent, typically about 0.62 (for sluice gate set
to 0.5).
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SP (Cont.)

Field  Variable Value Description _

9 QPLT + Pilot discharge for leakage or to keep downstream
channel wet at low flows. An alternative is to enter a
small Iateral inflow at the spillway and to remove an
equivalent flow at the end of the reach. A finite value is
necessary for an in-line spillway.

10 CSPNAME  Alpha Name of spillway. To be used in boundary conditions
_ file for referencing time serieg of gate 0§njngs.

An empirical equation for tainter gate flow from Dr. Barkau is:
Q =CE-.J2g -WSP-AH*" . B™ . H™*

where:

Gate opening in .
Head on the spillway
Zu-AVHAZg - (1 - AVH) Za

I mw
1l
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LA

LA Record - | ateral Spillway Diverting Water into a Storage Area - (Optional Record)

The LA Record is used to define a lateral spillway which diverts high flows out of a

reach into an adjacent storage area. The LA Record is placed just after the cross section that
represents the upstream end of the spillway. The water surface elevation used in the
computations is based on the average of the two cross sections that bound the spillway. Note that
the spillway width is measured along the channel, as opposed to across the channe] in the case of
in line (SP Record) spillways. For spillways withont gates, fields 3 throngh 10 are left blank.
Weir sections are defined on a WD Record immediately following the LA Record.

Field Variable _ Value Descrjgtion .

t] D ILA
1 ICONN +
2 ZSP +
3 WSP +
4 S 0
1
5 CE +
6 AH +
7 AHE +
3 BE +
9 HE +

Record identification.

Number of the storage area connected to the spillway.
Elevation of crest of spillway (ft).

Width of spillway at crest (ft). This width is equal to
the total width of all gates in the spillway. Width of
weir sections should be described on WD Records
placed immediately after the LA Record.

Compute both free and submerged flow.

Compute only free flow (use only if flow conditions are
known)

Discharge coefficient (rages from 0.6 to 0.8).
Trunnion height (ft) (from ZSP to trunnion pivot point).

Trunnion height exponent, typically about 0.16 (for
sluice gate set to 0.0). '

Gate opening exponent, typically about 0.72 {for sluice
gate set to 1.0).

Head exponent, typically about 0.62 (for sluice gate set
to 0.5).
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LA (Cont.)
Field  Variable Value -Descrigtion . .
10 CSPNAME Alpha Name of spillway. To be used in boundary conditions

file for referencing time series of gate c-rgenings. -
An empirical equation for tainter gate flow from Dr. Barkau is:
Q=CE-+/2g -WSP- AH*E . B . ;g

where:

= Qate opening in ft.
Head on the spillway
Z,-AVHAZg-(1-AVH) Za

axfuniiey]
H

I
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LS

LS Record - T.ateral Spillway Diverting Water to Another Reach - {(Optional Record)

The LS Record is used to define a lateral spillway which diverts high flows out of a
reach to another reach, or completely out of the system being modeled. This may occur as
overflow from a reach enters an adjacent drainage network which is not part of the river system
under study. The LS Record is placed just after the cross section that represents the upstream end
of the spillway. The water surface elevation used in the computations is based on the average of
the two cross sections that bound the spillway. Notc that the spillway width is measured along
the channel, as opposed to across the channel in the case of in line (SP Record) spillways. For
spillways without gates, fields 4 through 10 are left blank. Weir sections are defined on a
WD Record immediately following the LS Record.

Field Variable = Value .Descrigtion. RO .

0 D LS Record identification.

1 IRCH + Reach number which contains the connecting cross
section.

2 RMILE -+ River mile of connecting cross section.

3 ZSp + Elevation at crest of spillway ({t).

4 WSP + Width of spillway at crest (ft). This width is egual to

the total width of all gates in the spillway. Width of
welr sections should be described on WD Records
placcd immediately afier the LS Record.

5 CE + Discharge coefficient (ranges from 0.6 to 0.8).

6 AH + Trunnion height (ft) (from ZSP to trunnion pivot point).

7 AHE + Trunnion height exponent, typically about 0.16 (for
slutce gate set to 0.0).

8 BE + Gate opening exponent, typically about 0,72 (for sluice
gate set to 1.0).

9 HE + Head exponent, typically about 0.62 (for sluice gate set
to 0.5).
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LS {Cont.)

Field  Variable Value cscription _
10 CSPNAME  Alpha Name of spillway. To be used in boundary conditions

' - file for referencing time series of gate _ogen'mgs.

An empirical equation for tainter gate flow from Dr. Barkau is:

QO =CE-\[2g -WSP- AH™ . B¥& . &

Ii

where:

Gate 0pening in ft.
Head on the spillway
Zo-AVHAZy-(1-AVH) Zy

T W
i
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ND
ND Record - Navigation Dam - (Optional Record)

The ND Record defines a navigation dam. Insert ND Records after the X1 Record at
the dam location, with I1IBC blank. Alternatively, ND Records may be inserted anywhere if
IIBC is entered. "Control point” refers to the "hinge" location for hinge pool operated
navigation dams. The hinge point may be defined on the ND Record with NAVCP or on a CP
Record inserted afier the X1 Record at the hinge point location. The dam may contain up to 25
uncontrolled weir overflow sections, defined on a WD Record following the ND Record.

Field  Variable  Value Description
0 D ND Record identification.
1 IN1IBC 0 The navigation dam will be placed at the location
defined by the previous X1 Record in the input file.
+ Input cross section (ICS)* number for location of
navigation dam.
2 NAVCP 0O The control or hinge point location is either defined on

the previous CP Record or, if no CP Record is used, it
is located at the previous X1 Record in the input file.

+ Input cross section (ICS)* number for location of hinge
point.
3 cp + Elevation of the control point (ft). This elevation will

be maintained by navigation dam operation to a
tolerance of +/- 10 percent.

4 NNAVQIL + Input cross section (ICS) number at the headwater of
the navigation pool. This location will be the first cross
section downstream of the next upstream dam, or the
first cross section in a reach with only one dam.

5 WSP + Width of navigation dam spillway (ft).

6 ZSP o+ Elevation at crest of spillway (ft).

7 ZPMIN + Minimum navigation pool elevation (ff) at the dam.
This is usually defined in the navigation dam’s design
manual.
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ND (Cont)
Field Vﬂ' able Valoe .Descrigtion _ .
8 CE + d’Aubuisson’s contraction coefficient (typical range is

0.6 to 0.9 with 0.8 frequently used for design purposes
(Chow 1959, p. 502)).

: Kuown swell hiead (ft) ot the dam. .

*Note: The input cross section number (ICS) is determined by the order of X1 Records in
the input file.
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CP
CP Record - Navigation Dam Control Point - {Optional Record)

The CP Record defines the location of the control or hinge point for a navigation dam. As
with the ND Record, the CP Record can be inserted into the input file in two methods.

(I) The first method is position dependent. A blank CP Record is inserted after the X1
Record at the hinge point location. This record defines the control point for the next ND Record
in the input file. This method provides convenient self-documenting input files.

(2) The second method is used when I1IBC is defined on the ND Records ie., the ND
Records are not position dependent. In this case, the CP Record is placed immediately before its
associated ND Record with NAVCP specified.

CP Records are always associated with the next ND Record in the input file.

Field  Variable

_ Value

0 D CP Record identification.

! NAVCP 0O The hinge point is placed at the location defined by the
previous X1 Record. CP Record is position dependent.

+ Input cross section (ICS)* number for location of hinge
point. Associated ND Record follows CP Record. CP

Record is not msig’on dtﬂndent. . : _

*Note: The input cross section number (ICS) is determined by the order of X1 Records in
the input file.
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UNET Bridge Modeling Tips: The input for bridge modeling with
UNET is designed to describe these two approaches:

1. “Normal” meaning that there is an obstruction (bridge deck) described
by BT records. This bridge model modifies the cross section geometry
table that is used for routine open channel flow computations.

2. “Special” meaning that the bridge is described by BR records, the
overflow portion with WD’s and the family of rating curves defined by a
BL record. This bridge description results in an internal boundary
condition.

Refer to Chapter 5 for more information.

BT

BT Record - Bridge Tahle of Elevations and Stations - (Optional Record)

The BT Record defines the geometry of bridge structures and approach embankments.
Bridge calculations are handled by a procedure similar to the normal bridge method in HEC-2.
BT Records must appear before the GR Records in a cross section definition. Each BT station
musf_correspond 1o a GR station. The program eliminates the area between top-of-road and low-
chord profile defined by the BT data. If the top-of-road is above the overbank ground profile, the
low-chord elevations should be equal to the ground (GR) elevation to fill in the overbank arca
between road and ground. Also, the top of the roadway mnst connect to the ground profile (this
differs from HEC-2).

ﬁeld Variable Value Desg’gﬁon _ - _
0 D BT Record identification.

1 X +* Number of points describing the bridge roadway and
lIow chord to be read on the BT Records. Entered only
on first BT Record. The maximum number of points is

600.

2 RSTA(1) + Roadway station corresponding to RHEL(1) and
RLEL(1).

3 RHEI (1) + Top of roadway elevation at station RSTA(1).

4 RLEL(1) + Low chord elevation at station RSTA(1).

5 RSTAQ2) + Roadway station corresponding to RHEL(2) and
RLEL(Z).
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6 RHEL(2) +
7 RLEL(2) +
3 RSTA(3) +
G RHEL(3) +

10 RLEL(3) +

Top of roadway elevation at station RSTA(2).
Low chord elevation at station RSTA(2).

Roadway station corresponding to RHEL(3) and
RLEL(3).

Top of roadway elevation at station RSTA(3).

Low chord elevation at station RSTA(3).

M

*Format for Additional BT Records

Standard format: If X is positive (+) BT data RSTA, RHEL and RLEL is to be input
starting in the second and subsequent BT Records, all ten fields are available for data,

Optional format: If X is negative (-) BT data is to be input in the second through the tenth
fields of the second and subsequent BT Records, only nine fields are available for data.
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BR
BR Record - Special Bridge Computations - (Optional Record)

This record defines the loss parameters pertaining to a bridge crossing. The bridge crossing
consists of two parts - the bridge structure, piers, chords, etc., which resists the {low; and the
roadway embankment, which acts as a weir. The BR Record is normally used for a crossing
where the roadway is overtopped and the embankment blocks a significant portion of the
floodplain area; i.e., where the open channel flow equations and the normal bridge procedure (BT
Records) do not apply and an internal boundary condition must be inserted. The BR Record sets
the parameters and directs that a family of rating curves be defined for the crossing. Following
the BR Record, a WD Record can be added to define the weir. Aliernatively, the weir profile can
be taken from BT Records associated with the prior cross section. A BL Record must follow the
BR Record initiating the calculation of the rating curves. _

Field Variable = Value Description - -
0 - ID BR Record identification.

1 YK + Yamell’s pier loss coefficient, from 0.9 to 1.25.

2 BWP + Total width of the piers.

3 PK + Pressure flow loss coefficient, commonly 1.6. (Relative
to Eq. 5-5, PK = (1/Kx)")

4 BELC + Bridge entrance loss coefficient for free flow,

commonly ranges from 0.3 to 0.6.

5 ZBR1LC + Low chord elevation.
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BR (Coant.)
Values of YK (Yarneli’s Pier Loss Coefficient) for various pier shapes [1] .

E - S] . . : : Eﬁ - -

Semicircular nose and tajl 0.9

Lens-shaped nose and tail [2] 0.9

Twin-cylinder piers with connecting diaphram 0.85

Twin-cylinder piers without diaphram 1.05

90 deg triangular nose and tajl - 1.05

Square nose and tail 1.25

[1] French,R.A., (1985). Open-Channel Hydraulics, McGraw-Hill Company, New York, page
396.

[2] A lens-shaped nose or tail is formed from two circular curves each having a radins of twice
the pier width and each tangential to a pier face.
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BL

BI. Record - Limits on the Bridge Rating Curves - (Optional Record)
The BL Record sets elevation limits on the family of rating curves which are computed for

abridge. The BL Record must follow a BR and WD (if used) Record, otherwise the program
will abort.

ERTEER Y v — :

0 D BL Record identification
\ ZTW2 + Maximum tailwater elevation.
0 Program will select ZTW2 from upstream cross section
and weir data.
2 ZHwW2 + © Maximum headwater elevation.
0 Program will select ZHW?2 from upstream cross section
and weir data.
3 SHMAX + Maximum swell head expected across the roadway for
roadway crossings.

B A e S
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CA, CE

CA or CE Regcords - Arch or Eliiptical Cilverts - {Optional Record)

The CA (CE) Record is used to define an arch (elliptical) type culvert. One record defines
one culvert. Up to five culverts defined on CA, CE, CB or CC Records may be entered for each
road crossing, with the culvert record(s) immediately following the cross section records (X1 and
GR). A WD Record may follow the culvert records to define the weir overflow parameters
associated with the roadway crown. A CL Record must follow the culvert(s) and weir records to
define elevation limits of the computed culvert rating tables and to end the culvert sequence.

Field Va:iable_ Value Description _ |

0 ID CAorCE  Record identification.

1 RISE + Maximum culvert height (ft).

2 SPAN + Maximum culvert width (ft).

3 ZIN + Upstream invert elevation (ft).

4 ZOoUT + Downstream invert elevation (ft).

5 CLEN + Barrel length (ft).

6 CN + Manning’s z value.

7 ICCOEFF + UNET index No. for culvert loss coefficient type.

8 IQDIR 0 Flow can go in both directions through the culvert.
+1 Flow can only go in the positive flow direction.
-1 Flow can only go in the negative flow direction,

9.-10 Blank fields. _
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CB
CB Record - Box Culverts - (Optional Record)

The CB Record is used to define a box type culvert. One CB Record defines one culvert.
Up to five culverts defined on CA, CE, CB or CC Records may be entered for each road
crossing, with the culvert record(s) immediately following the cross section records (X1 and
GR). A WD Record may follow the culvert records to define the weir overflow parameters
associated with the roadway crown. A CL Record must follow the culvert(s) and weir records to
define elevation limits of the computed culvert rating tables and to end the culvert sequence.

Field Variable  Value Dgﬁc@ {ion . . : .

0 D CB Recqrd identification.

1 RISE + Maximum culvert height (ft).

2 SPAN + Maximum culvert width (ft).

3 ZIN + Upstream invert elevation (ft).

4 ZoUuT + Downstream invert elevation (ft).

5 CLEN + Barrel length (ft).

6 CN + Manning’s z valne.

7 ICCOEFF + UNET Index No. for culvert loss coefficient type.

8 IQDIR 0 Flow can go in both directions through the culvert.
+1 Flow can only go in the positive flow direction.
-1 Flow can only go in the negative flow direction.

9-10 Blank fields.

. .
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CC

CC Record - Cirenlar Cnlverts - (Optional Record)

The CC Record is used to define a circular type culvert. One CC Record defines one
culvert. Up to five culverts defined on CA, CE, CB or CC Records may be entered for each road
crossing, with the culvert record(s) immediately following the cross section records (X1 and
GR). A WD Record may follow the culvert records to define the weir overflow parameters
associated with the roadway crown. A CL Record must follow the culvert(s) and weir records to
define elevation limits of the computed cylvert rating tables and to end the culvert sequence.

Field N .
0 m CC Record identification.

1 DIA + Culvert diameter (ft).

2 ZIN + Upstream invert elevation (f).

3 ZOouUT + Downstream invert elevation (ft).

4 CLEN + Barrel length (ft).

5 CN + Manning’s » value.

6 ICCOEFF  + UNET Index No. for culvert loss coefficient type.

7 IQDIR 0 _ Flow can go in both directions through the culvert.
+1 Flow can only go in the positive flow direction.
-1 Flow can oh_]y £0 in the negative flow direction.

8 =10 Blank fields. _
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Culvert Loss Types
Entrance FWHA FWHA
UNET Culvert Indet Loss Chart Nomwo.
Index Na. Type Characteristics Coef. No, No.
1  Circular concrete Square edge with headwall 0.5 i
2 Groove end with headwall 0.2 |
3 Groove end projectng 0.2 1
4 Circolar CMP Headwail 0.5 2
3 Mitered to slope 0.7 2
6 Projecting 0.9 2
7 Circular CMP Beveled ring, 45 deg. bevels 0.2 3
8 Beveled ning, 33.7 deg. 62 3
9  Rectangular Box 30 deg. to 7 wingwall flares 04 3
10 90 deg. to 15 deg. wingwall flares 0.4 3
11 0 deg. wingwall flares 0.7 g
12 Rectangular Box 45 deg. wingwall flared=.043D 0.2 9
13 18 deg. to 33.7 deg. wingwall flare 0.2 2
d=1083D
14 Rectangular Box 90 deg. headwall with 3/4in. 0.5 10
chamfirs
15 90 deg. headwall with 45 deg. 0z 10
bevels
16 90 deg. headwall with 33.7 deg. 02 10
hevels
17 Rectangolar Box 3/4" chamfers; 45 deg. skewed Q0.5 11
headwall
18 3/4" chamfers; 30 deg. skewed 0.3 11
headwall
14 3/4" chamfers; 15 deg. skewed 0.5 13|
headwali
20 45 deg. bevels; 10-45 deg. skewed 02 11
headwafl
21 Rectangular Box 314" 45 deg. non-offset wingwall flares 04 12
Chamfers
2 184 deg. non-offsat wingwall 05 12

flares
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Culvert Loss Types (Continued)
Entrance FWHA FWHA
UNET Culvert Inlet Loss Chart Nomo.
Index No. Type . Characteristics Cuef, No. No.
23 Rectangular Box 3/4" 18.4 deg. non-offset wingwall 05" 12 3
Chamfers flares; 30 deg. skewed barrel
24 Rectangular Box Top 45 deg. wingwall flares-offset 04 13 1
Bevels
5 33.7 deg. wingwall flarcs-offset 04 13 2
26 18.4 deg. wingwall flares-offset 0.5 13 3
27 CM Boxes 90 deg. headwall 0.5 16-19 1
28 Thick wall projecting 05 16-19 P
29 Thin wall 0.3 16-19 3
3G Hovizontal Ellipse Square edge with headwall 0.5 29 1
Concrete
31 Greove end witk headwall o2 29 2
32 Groove end projecting 0.2 29 3
33 Verfical Ellipse Square edge with headwalt 0.5 30 1
Concrete
34 Grogve end with headwall 02 30 2
35 Groove end prijecting 0.2 30 3
36 €M Fipe Arch 13" 90 deg. headwall 0.5 34 1
Comer Radivs
37 Mitred to slope 07 34 2
38 Projecting 08 3 3
3% M Structeral Plac Projecting 0.9 35 1
Pipe Arch 18" Corner
Radins
40 Mo bevels 0.7 35 2
41 33.7 deg. bevels ©02 35 3
42  CM Pipe Arch 317 Projecting 0.9 36 1
Corner Radius
43 No hevels 0.7 36 1
44 33.7 deg. bevels 0.z 36 2
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Culvert Loss Types (Continued)

Entrance FWHA FWHA
UNET Culvert Inlet Loss Chart Nomo,
Tndex No. Type Characteristics Cocf. No. No.
45 Arch CM 50 deg. headwall 0.5 40-42 1
46 Mitered to slope 0.7 40-42 pd
47 Thin wall projecting 09 40-42 3
48  Circular $moath tapered inlet throat 0.2 34 1
49 Rough tapered inlet hroat 0.2 - 54 2
50  Elliptical Inlet Face Tapered inlet-beveled edges 0.2 55 1
51 Tapered inlet-square 0.2 55 2
52 Tapered inlet-thin edge projecting 0.2 55 3
53  Rectangular Tapered inlet throat 0.2 56 1
54  Rectangular Concrete Side tapered-less favorable edges 0.2 57 1
55 Side tapered-more favorable edges 0.2 57 2
56  Rectanguiar Conerets Side tapered-less favorable cdges 0.2 58 1
57 Stope tapered-more favorable 0.2 58 1

edges
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CL

C1.Record - Limits of Cnlvert Rating Tahles - {Optional Record)

The CL Record is used to define tailwater and pool (headwater) elevations required to
compute a series of rating curves used to solve for culvert flow. The CL Record is placed at the
end of each culvert sequence. If the CL Record is blank, CSECT determines the limits from the
upstream cross section. However, the user must ensure that the cross section table limits
encompass the anticipated maximum and minimum water surface elevation.

Field
0

1

Variable
D

NTW

ZTW1

ZTW?2

ZHW1

ZHW?2

Value

CL

+

scription -
Record identification.

Number of tailwater elevations (maximun of 50).

" Default of 50 is used.

Number of pool elevations (maximum of 50).

- Default of 50 is used.

Starting tailwater elevation (ft).
/S invert plus 0.15*RISE.
Final tailwater elevation (ft).
From U/S cross section.

Starting headwater elevation (ft).
U/S invert plus 0.15*RISE.
Final headwater elevation (ft).

From U/S cross section.

7 - 10 Biank ﬁcldg. . .
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RI

RIRecord - Culvert Riser - (Optional Record)

The RI Record defines a riser discharge structure. The structure consists of from 1 to 5
riser pipes and an optional overflow weir which is defined by a WD Record. The data input for
the structure is ended with the RL Record.

0 m RI Record identification.

i DIA + Culvert diameter in feet.

2 ZIN + Upstream invert elevation.

3 ZOUT + DoWnsﬁeam invert elevation.

4 CLEN + Barrel length in feet.

5 CN + Manning’s » value.

6 ICCOEF + UNET Index No. for culvert loss coefficient type
7 CRISER + Riser discharge coefficient.

8 ZRISER  + Elevation of the culvert riser.

9 RISERIL + _._Perimeter of Riser openin d as a weir length).
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BD Record - Bleeder Stricture for a Riser - (Optional Record)

The BD Record associates a bleeder with a riser pipe, RIRecord. The BD Record shouid
be placed immediately before the RI Record.

Field Variable  Value Descrigtion

0 ID BD Record Identification.
1 IBLTYP 1 Triangular notch.
2 Rectangular notch.
3 Triangle.
4 Rectangle.
5 Circle.
2 ZBLINV  + Invert of Bleeder.
3 HBL + Height of Bleeder.
4 WBL + Width of Bleeder.

BD

5 CBIL -+ Bleeder d.ischargc coefficient. - _
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RL

RL. Recard - Riser Limits - (Optional Record)

The RL Record defines the limits of the family of free and submerged rating curves for a
riser. This record is required when using an RX Record.

Eicld Varlaglc Value _ De.scrigtion s : o

o ID RL Record identification.

1 NTW + Number of tailwater elevations.
0 Assume 50.

2 NP + | Number of pool elevations.
0 Assume 50.

3 ZTW1 + Starting tailwater elevation.

4 ZTW2 + Final tailwater elevation.

5 ZHW1 + Starting headwater elevation.

6 ZHW?2 + Final headwater elevation. _-




CSECT Input Data Description

DI

DI Record -_Drop Tnlet for Culvert - (Optional Record)

The DI Record inserts a drop inlet structure before a culvert. The DI Record, if used, must
precede a CC, CB, or CA Record.

Field  Variable Value _Description

0 D DI Record identification.

1 ZDI + Elevation of crest of drop iﬁlet

2 WDI + Width of drop inlet.

3. CDI + Weir Coefficient of drop inlet structure (usnally 3 - 4),

4 EXDI =+ Ex_gonent for drog inlet &g nation =usua]1¥ 1.5 ! o _
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WD

WD Record - UIncontrolled Overflow Weirs - (Optional Record)

The WD record defines the overflow weir; it is only used in conjunet .

such as a bridge, culvert, navigation dam, etc. An inline weir must be modeled using the RW or
SP (if gates are involved) records. The weir can be associated with the spillway (SP), lateral
spillway (LA and LS), navigation dam (ND), culvert crossing (CC, CB, CA, and CE), and bridge
crossing (BR) interior boundary conditions. The WD record cannot stand by itself; it must be
associated with another structure type. The weir can be defined as set of horizontal weir
segments or as an overflow profile. The WD Record should immediately follow the appropriate
set of the above records in the CSECT input file.

Horizontal Weir Segments

Field | Variable | Value | Description

0 D WD | Record ldentification.

1 NW -+ Number of weir segments, up to 25, that are
entered on successive WD cards.

2 Cw | + Weir flow coefficient.
3,5, ... ZW() + Elevation of horizontal weir segment 1.
4,6.... | WL + Width of horizontal weir segment 1.
Weir Profile
Field | Variable | Value | Description
0 D WD | Record identification,
1 NW - Negative number of weir points, up to 25, that

are entered on successive WD cards. Entering
the number of poinis as a negative number
differentiates the entry of the profile from the
entry of the entry of weir segments.

2 CW + Weir flow coefficient.
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3,5, ...

ZW(I) + Elevation of horizontal weir point 1.

4, 8. ...

STAW(I) + Station of welr point .

*Note:

For flow over a typical bridge deck, a weir coefficient of 2.6 is recommended. A
weir coefficient of 3.0 is recommended for flow over elevated roadway approach

embankments. A good reference for weir coefficients is Brater and King, 1976.
Handbook of Hydraulics, McGraw-Hill,
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SC

SC Record - Special Connections Between Storage Areas and Channels to Storage Areas -
{Optional Rec.) _

The SC Record redefines the connections for the next SP, Rl, CC, CA, CB, and RW
Records. The SC Record allows a spillway, a culvert, or a weir to be placed between two storage
areas. Note that the numbers of the storage areas must be entered as negative numbers. The SC
Record can also be used to connect a spillway, culvert, or weir from a cross section to a storage
area. The SC Record must be placed immediately after the cross section that is to be connected
to the storage area.

Field

Description

0 D SC Record identification.

1 ISAl 0 Upstream cross section will be used.

- Storage area number to connect from.

2 ISA2 - Storagc area number to connectto. -
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RF
RE Record - Free Flow Rating Curves - (Optional Record)

Some hydraulic structures may need to be modeled by one or more rating curves which
describe unsubmerged flow, submerged flow, or some combination of both.

The RF Record is used to describe a free flow (unsubmerged) rating curve. This curve may
or may not be linked with a family of submerged flow rating curves (RS Records), where each
submerged curve is associated with a unique tailwater elevation. A maximum of fifty points are
allowed per curve.

Field Variable  Value ._.Descrigﬁon . . . _

0 D RF Record identification.
1 NSTRY 0 Hydraulic structure is described by free flow only.
+ Number of submerged flow rating curves to be used

with the free flow curve (maximum of fifty). These
submerged flow curves are described on RS Records
immediately following the RF Record.

2 NPRCT + Number of points on the free flow rating curve
: (maximum of fifty).
3579 ZHRCFD + Headwater elevation (ft).

Note 1: Points 5 through 50 should be entered on a subsequent RF Records in fields 1
through 10.
Note 2: When an RF Record is read, the interpolated cross section routine is turned off at

the current input cross section. This is done to avoid numerical problems related
to having interpolated cross sections through an internal boundary condition, such
as a lateral spillway. If interpolated cross sections are being used, the user should
enter another XK or XTI Record downstream of the internal boundary condition.
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RS
RS Record - Submerged Flow Rating Curves - (Optional Record)

The RS Record is used to define submerged flow rating curves. RS Records immediately
follow RF Records, which describe a free flow rating curve. CSECT is dimensioned for fifty
submerged rating curves, each one having a maximum of fifty elevation-discharge points. Refer
to the input description for the RF Record for details on the relation between free and submerged
rating curves.

Field Variable  Value -D.esg'gtion L . . .

0 D RS Record identification.

1 NPSUB + Number of points on the rating curve (maximum of
fifty).

2 ZTSUB + Tailwater elevation (ft).

3,579 ZHSU'B(I). + Headwater elevation (ft).

4.6.810 OSUB + _ Discharge value (ft’/sec) at ZHSUB

Note:  Points 5 tﬁrough 50 should be entered on a subsequent RS Record in fields 1
through 10. The number of submerged rating curves following a RF Record is
defined by NSTRY in field 1 on the RF Record.
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RW
RW Record - Weir Flow Rating Curves - (Optional Record)

The RW Record is used to define parameters which describe a cross-channel weir as a
internal boundary condition. The record should be inserted between the upstream and
downstream cross sections which bound the weir. The weir is assumed to coincide with the
upstream cross section. UNET uses a weir flow equation to compute a free flow rating curve.
Up to four overflow sections can be input to define the weir. If the computed tailwater elevation
is greater than the corresponding rating curve elevation for a given discharge i.e., submerged
flow conditions exist, the rating curve is released and the unsteady flow solution continues across
the weir. When the tailwater elevation falls below the rating curve, the rating curve is once again
applied in the computaticns.

Field Variable Value Descrigtion _ . _ _

0 D RW Record identification.

1 NSEG + Number of weir segments.

2 CWER + Weir discharge coefficient (typical range is 2.5 - 34)
3,5,7.9 ZWEIR + Weir crest elevation (ft).

4i6.8i10 WEIRL + .Wcirleng]a‘ft!. - .
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RC

RC Recond - Rating cnrve at a Cross Section  (Optional Record)

Computes a free flow rating curve at the upstream cross section assuming the given slope,
using Manning’s Equation or a weir equation assuming piecewise weir scgments between the
cross section points. For Manning’s Equation, the area and conveyance properties computed by
CSECT are used. If the cross section is entered as top widths, (the TC, TV, etc. cards), the weir
computation will not work. If the computed tailwater stage plus the swell head from the
submerged head loss factor is greater than the rating curve elevation, the rating curve is released
and the solution is continued using the full unsteady flow equations. When the tailwater stage
falls below the rating curve, the rating curve once again controls.

Field  Variable Value Description L
0 D RC Record identification.
1 S0 + Friction slope (fifft) for Manning’s equation.
0 When using weir equation.
2 CW + Weir coefficient for weir equation.
0 When using Manning’s equation.
3 ALPHA - + Submerged head loss coefficient (0.8 is reasonable).

_ 0 ‘When usinﬁ Mannigg’s %ugtion. . S
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LR

LR Recard - Lateral Outfiow Rating Cirve - {Optional Record)

The LR Record is used to enter a rating curve of head versus discharge to define a lateral
outflow at the previous cross section defined on an X1 Record. I NLSCON is left blank or zero,
water flows out of the system and is lost to the model. Alternatively, an input cross section (ICS)
number can be entered to define a connection to another reach. An example use of the LR
Record is where gated culverts are used to provide flow out of a channel into adjacent lands
which are not modeled in the system.

Field Variable Value '.Descrigtion_ _ . _ _
113 LR

0

1

2

3,5,7.9

Record identification.

" NLSCON 0 Lateral outflow occurs at the location defined by the

previous X1 Record in the input file. Water is diverted
out of the system being modeled.

+ Input cross section (JCS) number connected to the
lateral outflow. Water is diverted from this point to
another within the model.

lateral outflow $0 2 storage area.

NPRCF + Number of points on the rating curve (maximum of 50).

ZORCEFD + Head (ft) at upstream side of lateral outflow.

46810 ORCEM o+ aDischarge ;ﬂf‘fsec} atZHRCFM.

Note: The input cross section number (ICS) is determined by the order of X1 Records in

the input file.
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Record)
The FA Record directs that exponential equations rather than a family of rating curves be
used for bridge and culvert interior boundary conditions. The FA Record should be placed
before the culvert or bridge records. If the FA Record is not used, the culvert and bridge
routines use a family of rating curves to calculate the head loss for submerged and free flow
situations. The family of rating curves should normally be used. Commonly, the exponential

curve fit exhibits large errors for situations, such as at multiple culverts, where the inlet
elevations are substantially different. -

Field  Variable Value ription
0 D ~ FA . Record Identification
1 LFAMILYRC ON  Start using the family of rating curves (default).

OFF Start using eanential %uations inot recommendedg.
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CcoO
0 Record - Combine Famities of Rafing C

The CO Record directs that families of rating curves be combined together. Families of
rating curves which are in close proximity can oscillate one against the other. An example is two
sequential culverts that span a dual lane highway. To eliminate the oscillations, the CO card
directs that the families of rating curves be combined into a single set into a single set. The
combination is started at the "COMBINE START" and ended at "COMBINE END," which are
placed before the upstream bounding cross section and after the downstream bounding cross
section, respectively. All of the interior cross sections (between the bounding cross sections) are
included in the rating curves; therefore, these cross sections are not a part of the computations.

' i ‘. a1 - . i ’ HILT - lll".l Hivliw The
parameters ON and OFF are entered in free format; they can appear

AD s ECOT(] 1110 _TH NTETIOF G170 0n

anywhere in the record.

Fiel Variable Value - Descrption :
0 D CO Record identification. -
1 CCO START Cormbine rating curves.
OFF Do not comg'ge rating Curves. N _
Example

For example consider the following culvert crossing for a dual lane highway:

X1 1

GR

COMBINE ON

X1 2

HY

GR

* FIRST CULVERT

cC

CcC

WD

CL .
X1 3 The two culverts and cross sections 3,4,
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CO (Cont.)

GR and 5 are combined into a single set of rating
X1 4 curves between cross sections 2 and 6.
X1 5
GR
* SECOND CULVERT
CB
WD
CL
X1 6
HY
. GR
COMBINE OFF
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PD

PD Record - Pumped Diversion - (Optional Record)

The pumped diversion diverts water from one channel or storage area and inserts the water
into another channel or storage area. Up to 10 pumps may be specified. Pumps should be

entered by increasing starting elevation.

Field
0

1

10

ete..

Variable
D

JRCHI

RMILE!

IRCH2

RMILE2

NPUMP
ZPUMP(1)
ZPUMPO(1)
QPUMP(1)
ZPUMP(2)
ZPUMPO(2)

QPUMP(2)

eic..

Value
FD

+

0

+

Description
Record identification.

Reach from which water will be diverted.
For Storage Areas.

River mile from which water will be diverted.
Storage Area Number tol divert water from.
Reach that will receive water.

For Storage Areas,

River mile that will receive water.

Storage Area Nmnber to divert water to.
Number of pumps.

Elevation when pump is stopped.
Ele.vation when pump is started.

Pump capacity.

Elevation when second pump is stopped.
Elevation when second pump is started.

Capacity of second pump. This value is placed on a
second PD Record.

Continue in fields of subsequent PD Records for up

- to 10 pumps.
M
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TN
TN Record - Circnlar Tunnel

The TN Record defines the basic circular tunnel geometry and the associated
Darcy-Weisbach roughness parameters. Under low flow, a circnlar section has a large width to
depth ratio. Hence, negative depths can be computed. The pilot channel redefines the shape of
the tunnel invert into a rectangular shape which has better computation properties. The total area
and conveyance arc unaffected above (.25 of the total depth.

Field Variable Value .Descrigtion L

0 D ™ Record identification. |

1 DIA + Tunnel diameter.

2 ZMN + Tunnel invert elevation.

0 Use SLOPE to calculate ZMN.
3 BULKI  + Bulk modulus for water, usually, 43.2 x 10° Ibs per f’.
0 Assume 432 x 10° Ibs per ft*,

4 DZ + Slope in ft. per mile. Compute ZMN from the minimum
elevation of the past cross section, the slope, and the
distance.

0 Use ZMN.
5 ROUGH + Darcy-Weisbach grain roughness in feet.
0 Use current Manning’s n vatue.

6 PPCH + Fraction of the total tunnel area to be reallocated into a pilot

- channel.

7 HPCH + Depth of the pilot chanpel.

8 PCIIN + Manning’s # value for pilot channel.

9 Not used.

' %0 NTUNNEL. + Number of Barallel tunnels. . . .
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TB
T8 Record - Rectangilar Tunnel

The TB Record defines the basic rectangular tunnel geometry and the associated
Darcy-Weisbach roughness parameters. Under low flow, a rectangular section has a large width
to depth ratio. Hence, negative depths can be computed. The pilot channe] redefines the shape
of the tunnel invert into a rectangular shape which has better computation properties. The total
area and conveyance are unaffected above 0.25 of the total depth.

Field  Variable  Value Description . -

0 D TB Record identification.

1 HEIGHT + Tunnel heigﬁt.

2 WIDTH | + Tunnel width,

3 ZMN + Tunnel invert elevation.

0 Use SLOPE to calculate ZMN.
4 BULKI + Bulk moduivs for water, usually, 43.2 x 10° Ibs per 2.
0 Assume 43.2 x 10° 1hs per ft’.

5 DZ + Slope in ft. per mile. Compute ZMN from the minimum
elevation of the past cross section, the slope, and the
distance.

0 Use ZMN.
6 ROUGH + Darcy-Weisbach grain roughness (in feet).
0 Use current Manning’s z value.

7 PPCH + Eraction of the total tunnel area to be reallocated into a pilot
chanpel.

8 HPCH + Depth of the pilot channel.

9 PCHN + Manning’s n value for pilot channel.

10 NT L 4+ Nuwnber of parallel Is.
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TE
; .- Elevations for Top Width Taf

Input elevations for a top width table. A maximum of twenty elevations can be input.

Field Varable . Value DescriBtion
0 ID TE Record identification.

1,2, EL®) + Ground elevation.

3I :

TC

TC Record - Channel Top Widths

Input the top widths of the channel. The top widths must correspond to the elevations on
the TE Record.

Field Varigble  Value . -Descrigtion . g . . _

0 D TC Record identification.

1,2, TWCH({) + Channel top width.

D i S —
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TL
TL Record - Top Width of Left Overbank

Input top widths of the left overbank. The top widths must correspond to the elevations on
the TE Record. This record is not required for a top width table.

Fi'eld Variable _Vguc __.Descrigtion ' .

it D TL Record identification.
1,2, TWL) + Top width of the Ieft overbank.
3, ..
)

TR

R Record - Top Width of Risht verban

Input top widths of the right overbank. The top widths must correspond to the elevations
on the TE Record. This record is not required for a top width table.

Field Variable  Value Description L
0 ID TR Record identification.

1,2, TWR() + Top width of the right overbank.

3. ..
h
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TS
TS Record - Ton Widh of S Reoi

Input top widths of the storage region. The top widths must correspond to the elevations on
the TE Record. This record is required for a top width table and starts the computation of cross-
sectional properties.

Field Variable  Value Dﬁc@ tian L

0 m TS Record identification.
1,2, TWL(D) + Top width of the left overbank.
3

i aan )
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SF

SE Record - Simple. Exhani Fal

The SF Record defines a failure of an embhankment using a linear routing failure algorithm
(simple connection). The SF Record may be between a reach and a storage cell and between two
cells. Positive flow is from ICONN1 to ICONN2. The input fields define the connections, the
elevation when the embankment is to fail, the invert elevation of the breach, the linear routing
factors, and the type of failure. The embankment restores itself when the elevation of the water
surface falls below the invert elevation of the breach.

Field Vﬁ'able ~ Value Descn'gtion o _

0 D SE
1 ICONN1 Blank
2 ICONN2 -
3 ZEATL  +
4 ZBRINV +
5 CINLV  +
6 COUTLV +
7 DTFAIL. +
0

Record identification.

Connect to ‘the last cross section entered.

User defined storage cell number.

User defined storage cell number.

Water surface elevation when the embankment is to fail.

Elevation of the breach invert. The embankment is repaired
when the water surface falls below ZBRINV.

Linear routing constant for flow from ICONN]1 to
ICONN?2. The units of CINLV are fraction of the total
available volume per hour. :

Linear routing constant for flow from ICONN?2 to
ICONNI1. The units of COUTLYV are fraction of the total
available volume per hour.

After the failure, the time in which the routing constant will
increase to its full value. By increasing the routing constant
from O to its full value over DTFPAIL hours, the
enlargement of a breach is approximated.

Use the full value of the linear routing factor at the time of
failure.
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SF (Cont,)
Field Vﬁ' able  Value Descrigtion .
8 DTFILL + The time to fill the interior storage. The interior storage of

the connecting cell is filled in DTFILL hours after failure.
DTFILL cannot be specified in conjunction with DTFAIL.

0 Use linear routing.
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EF
EE Record - Embankment Failore

The EF Record inserts an embankment failure between two cross sections (inline); or
between a reach and a storage cell; or between two storage cells. The flow is computed using
hydraulic equations - a weir equation for open channel flow and an orifice equation for flow
through a pipe in the embankment. The hydraulic calculation is in contrast to the SF Record
which simulates a failure using a simple spillway type of flow calculation. When the
embankment failure is between cross sections, the EF Record must be associated with an in-line
internal boundary condition such as a spillway (SP), a culvert crossing, riser pipe, or a weir, The
EF Record requires an SC record when used between a raach and acell, or between cells. Orit
can follow another interior boundary condition in which case the flow is added to the flow from
the inline IBC. ' ’

Field  Variable

_ Value Description ... .

0 D EF Record identification.
1 ZFAITL + Elevation when the embankment failure is to
commence.
2 ZBREACH + Starting elevation of the pipe through the embankment.
3 ZBRINV + Final elevation of the breach invert.
4 ZCROWN + Elevation of the top of the embankment.
5 COEF + Orifice flow coefficient for a piping breach (a typical
value is 0.6).
0 For overtopping breaches.
6 CWEF + Weir flow coefficient for an overtopping breach.
7 BRWIDTH + Maximum width of the breach invert.
0 For a triangular breach.
8 DTFAIL + Time in hours for a breach to enlarge to its maximnm
width (BRWIDTH) and its final invert elevation
(ZBRINV).
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EF (Cont.)

Field Variable  Value . Description

9 EFSS + Vertical rise per unit of horizontal distance (slope of sides
~of breach). (vertical/horizontal)

0 Vertical side sloEs. _

Examples of use of the EF are:

SAl to SAZ —
sC -1 -2
EF

RM to SAZ -
SC -2
EF

Special case — with an inline IBC such as SP -
SP
EF
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INCLUDE FILES

When a large number of levee systems are connected to a river model (say ten or more), the
data that describe the cell definitions and levee connections may interfere with the readability of
the cross section geometry. The UNET system incorporates the use of include files to ease this
data situation. After cross section geometry has been entered, include files can be specified via
the IS Record. The include files provide the following functions:

Define cells using the RE, SA, SV (optional) and HS Records.

Define simple levee failures; RE and SF Records.

Define embankment failures using RE, SC, and EF Records.

Define culvert cell connections using RE, SC, CC, CB, CE, CA, WD and CL.,
Define riser pipe connections using RE, SC, RI, WD, and RL Records.
Define gated spillway connections using RE, SC, SP, and WD Records.

" 2 8 & 0 »

Two notes regarding the above input data. The RE Record defines the reach number and
the cross section river mile (SECNAM on the X1 Record) that the cell or connection is attached
to. An RE Record must precede every cell definition and connection. The SC (special
connection) Record defines the connection from reach to cell and from cell to cell for different
types of flow connections.

Table B-1 shows the include file that defines the Columbia and Harrisonville Levees. The
levee storage is defined on the SA Record and the levee breaches on the SF Records. The RE
Record defines the reach and cross section location of the levee and storage connections.

As shown on Table B-2, the IS Records are located at the end of the cross section (.CS) file,

after the reach and cross section data. The sole parameter on the IS Record is the name of the
include file.

NOTE: Include files must have the extension .INC.
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Table B-1
Contents of the Include File MISSLV.INC referred to in Table B-2_

* Columbia

RE 7 1€6.00
SA 112 13580. 385.10
HS Columbia - Cell -112

L]

RE 7 185.00

SF -112 418.00 410.00 .180 .150 .0 300 0
RE 8 156.50

SF -112 418.00 410.00 .050 .050

* Connection between Columbia and Harrisonville
RE & 158.50
SF 112 -113 410 390 .10 .10 24

T N R e

*"

* Harrisonville, FT. Chartres, and Stringtown

*

RE 9 156.30
SA -113 46700. 390.10
HS Harrisonvilie - Ceil -113

*

RE € 130.80
SF -113 402.00 379.29 .060 060 24 O 0

*
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Table B-2
CSECT file reference to the Include File MISSLV.INC

X1 0.0 77 isR2 4250

GR 336 ¢ 335 56 350 56 350 76 335 76
GR 330 280 350 280 350 300 330 300 323 500
GR 350 504 350 524 320 524 320 600 315 728
GR 350 728 350 748 315 748 316 952 350 952
GR 350 . 872 320 972 320 1178 350 1176 350 1156
GR 320 11386 315 1561 350 15581 350 1581 315 1582
GR 280 1950 288 2011 350 2011 350 2031 288 2031
GR 284 2200 264 2300 263 2461 350 2461 350 2481
GR 262 2481 265 2650 260 2850 272 3181 350 3181
GR 350 3181 272 3181 270 3611 350 3611 350 3631
GR 270 3631 275 4000 280 4081 350 4061 350 4081
GR 250 4081 320 4250 320 £446 350 4444 35¢ 4466
GR 320 4466 320 4502 350 4502 350 4522 320 4522
GR 320 4728 350 4726 350 4746 320 4746 320 4930
GR 318 4950 350 4950 350 4970 317 4370 310 5400
GR 327 5450 336 5451

DB

" INCLUDE FILE FOR MISSOURI RIVER CROSSOVER

IS CROBS.INC

*

* ILLINOIS RIVER LEVEES

IS ILRLV.ING

*

* MISSOURI RIVER LEVEES

IS MOLV2.INC

%

* MISSISSIPP| RIVER LEVEE SYSTEMS
IS MISSLV.INC

EJ
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UNET Input Data Description

Creneral Description of Input I

The input file which controls the UNET program consists of several data types. These data
define job control parameters, initial and boundary conditions, simulation and forecast times,
hydrograph specifications, and many other physical conditions specific to cach application. Each
data type consists of two parts; a leading command line which mnst he left justified, and
parameter variables on following line(s) entered in free format (a comma or blanks between data
values).

Certain significant characters must appear in the UNET command lines. In the following
documentation, these characters are underlined. Additional text further identifying the data type
may appear anywhere in the remainder of the command line. First time users should enter the
command lines as shown. With experience, editing can be added to provide improved
documentation and appearance of data files. Additional comrent lines may be added by entering
an asterisk (*) in the first column of the line.

Except as noted, data do not have to be entered in any particular order. Not all data items
are required for each UNET execution. Only the titles, job control, initial and boundary
conditions, and end job sets are required. Other sets are optional and should be included as
required.

Appendix D presents example problems which illustrate the use of many of the basic input
data types. Itis saggested that the extensions .BC and .BCO be used when naming the input and
output files for UNET.
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Title Lines (cequired) and C |

Both title and comment lines are denoted by an asterisk (*) in column 1. UNET requires
that the first three lines of the input file be title lines. Title lines are used by various routines for
identification and documentation purposes. Comment lines can appear anywhere else in the file
{except within a block of data). Title and comment lines may contain. any alphanumeric text up to
80 characters in length, including the asterisk in column 1.

The first and second title lines are used as headings in the UNET output file. The third line
can be used to control the F part of DSS pathnames for hydrographs and profiles written by the
TABLE program. If the capitalized string SIMULATION appears anywhere on the line, the F part
of the DSS pathname will be written as the string COMPUTED. In all other cases, the I part will
be written as the first 20 characters of the line.

When using DSS input items, do not use “/” or “\’ as a character in the pathname.

W
Example:
* Project Title
*# Username, Location, Date, Filename
* SIMULATION (limited to 20 characters for the F part of the HEC-DSS pathname)




UNET Input Data Description

Job Control (required)

This data record directs the flow and numerics of the program. Depending on the computer
system, the logical constants T and F may or may not need to be surrounded by periods. A total of
78 characters (including blanks) is read.

Command Line: JOB CONTROL

Variables:

Variable
IPRINT

PZMX

DT

TSP

TLEVEE

THETA

STORGE

IPRINT, PZMX, DT, TSP, PT, TLEVEE, THETA, STORGE, DPRINT,

Value
T

F

0.6-1.0

FWIC, TABINC

Description _
Print initial conditions (default = TRUE).

Do not print initial conditions.

Calculate maximum water surface profile and write results
to HEC-DSS (default = TRUE).

Do not compute water surface profile.

Time step size in hours (default = 1). This can also be
specified as an HEC-DSS interval; i.e., IMIN, 10MIN,
IHOUR, 6HOUR, etc. DT must be a multiple of minutes
and less than or equal to 24 hours.

Not used. Enter zero.

Time interval of instantaneous flow and elevation profiles to
be written to DSS (Time interval in hours).

No profiles are written to DSS (default).
Levee routines are enabled for the computations (default).
Disable levee routines. |

Implicit weighting factor (default = 1, 0.6 is recommended,
see Note 1).

Storage accounting for the simulation will be reported at the
end of the UNET output.

No storage accounting (default).
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Jobh Control (continned)

Variable _Value _escription
DPRINT T At each time step, write flow and stage data at hydrograph
nodes o the UNET output file. These nodes are defined by
HY Records in the CSECT geometry input file (default = T).
Also write status of spillway structures. This option can
make the output file quite Jarge, and should be tumed off
once an application has been debugged.

F Do not write trace information to output file.

TWIC + Time, in hours, after the beginning of this simulation at
which flow and stage at each node will be written to a file of
initial conditions (INTL.CON) to be used as a "hot start” file
in a later simulation {default = -1). See READ INITIAL
CONDITIONS Record.

-1 Do not write initial conditions file.

TABINC Alpha Specify the DSS time interval to be used for computed flow
and stage hydrographs. ‘Only valid DSS time intervals may
be selected (see note 2 below). TABINC is entered as an
alphanumeric (character) string i.e., ISMIN, 3HOUR,
IDAY, IWEEK, IMON, 1YEAR, etc. The hydrographs .
will also be appended to the UNET output file in tabular
format. TABINC must be a multiple of DT (see previous

page).

-Alpha If the time interval is input as a negative value, no data will

be agEendeg to the UNET gutput fle . _
Example: '
JOB CONTROL
TTIOMIN 4 6 F 06 FT -1 30MIN
Notes®
(1) Users should begin an application using a THETA value of 1.0 for maximum stability.
When geometric and other problems have been resolved, THETA can be reduced towards 0.6 (the
maximum accuracy value, however, solutions may be susceptible to instablities).
(2) Only the following time intervals are considered valid by the DSS.
1MIN, 2MIN, 3MIN, 4MIN, SMIN, 10MIN (Block length = 1 day)
15MIN, 20MIN, 30MIN, THOUR, 2HOUR, 3HOUR, 4HOUR, 6HOUR, SHOUR, 12HOUR (Block length = 1 mo.)
1DAY (Block length = 1 year)
1WEEK, IMON (Block length = 1 decade)
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UNET Imput Data Description

Individually defined parameters are used to define specific variables used in the
computations. One parameter is used per line and is identified by a keyword followed by an
equals sign "=". For example, the line: ZERO=100.0, indicates that the next stage hydrograph in
the input file will have a gage zero elevation of 100 feet.

Value

. Description

Pararneter D

TINC

QMIN

QMULT

QRATIO

ZERO

+

+

+or-

<4

+0r -

Specifies the time increment (in hours) of the hydrograph to
be input to UNET. TINC should be specified in every
UNET input file. If it is not, TINC defaults to DT, the
computational time interval. Data in DSS files are often
stored at very short time intervals i.e., 1 hour, 2 hours, etc.
UNET has a limited number of ordinates per hydrograph,
MORD (refer to the RDSS output file under the heading
"PROGRAM DIMENSIONS"). The number of periods in
the TIME WINDOW multiplied by TINC should be less
than MORD. If MORD is exceeded and the input
hydrographs are read from DSS, UNET will subdivide the
TIME WINDOW and perform the computations for each
subdivision sequentially. The DSS output will contain
results for the full TIME WINDOW, but the output file will
only reflect the last subdivision.

Minimum flow value. Apply a minimum flow limit to input
hydrographs (default = 0). Remains in effect until next
QMIN= record.

Multiply input flows by QMULT (default = 1). Remains in
effect until next QMULT= record. Commonly used to
estimate ungaged lateral inflow from a gaged station by
setting QMULT equal to the drainage area ratio.

Multiply the inflow for an entire simulation by QRATIO.
This factor performs 2 blanket change which includes all the
QMULT factors.

(Gage zero to be added to the next stage hydrograph in the
input file (default = 0). Use additional ZERO= records to
add gage zero to subsequent hydrographs. This option is
useful when DSS data is stored as stages rather than
¢clevations.
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Individually Defined Parameters - Continued.

Parameter Vgue DescriEtion

REACH + The reach number that corresponds to the river mile entered
on LATERAL INFLOW, UNIFORM LATERAL INFLOW,
CONVEYANCE CHANGE and DISCHARGE-
CONVEYANCE Records.

WESTAB + Weir flow stability factor. Increases rate of convergence in
the numerical solution for submerged weirs (default = 2.0).

SFESTAB + Spillway flow stability factor. Increases rate of convergence
in the numerical solution for submerged spillways (default =
1.0).
WEX + - Weir flow submergence decay exponent. Specifics the rate
of decay from free flow to zero flow (default = 1.0).
-1 Use Cunge’s linear submergence decay function.
SFX + Spillway flow submergence decay exponent. Specifies the
rate of decay free flow to zero flow (default = 1.0).
-1 Use Cunge’s linear submergence decay function.
DTIC + Time step during initialization. The time step during

initialization is often less than the base time step. The initial
conditions from backwater assumes a flow distribution
which is often somewhat different from the distribution
computed by unsteady flow. The smaller time step helps the
UNET program converge to the initial conditions.

QTOL + Flow convergence error criterion in Newton-Raphson
solution (default = 1E20 fi’/s).

ZTOL + Channel water surface elevation error criterion in Newton-
Raphson solution (default = 0.1 ft).

ZSATOL + Storage area water surface elevation efror criterion in
Newton-Raphson solation (defanit = 0.1 ft).




UNET Input Data Description

Individually Defined Parameters - Continued.,

Parameter Value Dcscrigtion . _

MAXCRTS + Maximum number of interpolated time steps. UNET
interpolates time steps on the basis of change in inflow and
on the basis of the change in computed stage. The stage
criterion is set by ZTOL1 and ZSATOLI.

MXITER + Maximum number of iterations in Newton-Raphson iterative
solution of fully nonlinear St. Venant equations (defanit =
0). The defanit value selects a linearized solution to the

system of equations.
DTMIN + Minimum time step (hrs) for interpolated time steps.
MAXINSTEPS + Maximum number of warm up time steps (default = 20).

The UNET program iterates on the first time step
MAXINSTEPS number of times. The iteration ensures that
the simulation approaches a steady state at the start of the
dynamic simulation.

VELOCITY ON Write maximum velocity profiles to DSS. _

OFF Do not write maxirmum velocity profiles to DSS.
%
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Time Window (required)

The TIME WINDOW is used to specify the starting and ending times of a simulation. It is
applied to all time series data specified in the UNET input file to define one or more boundary
conditions. TIME WINDOW should be placed immediately after the JOB CONTROL data.

Command Line: TTME WINDOW

Variables: SDATE, STIME, EDATE, ETIME

Variable Value Descrigtion | L

SDATE Date Military style starting date, for example 01JAN1984.

STIME Time Military style starting time, for example 1500 hours.

EDATE Date Military style ending date.

ETIME Tim Military style ending ime_______ -
TIME WINDOW

24APR1990 0400 24APR1990 0800

When using DSS data, the TIME WINDOW must start and end at DSS data points.
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End of Joh (required)

This record is required at the end of all UNET input files.

Command Line: EI

Variables: N gne —
Example:

E)
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Open DSS File

This data set specifies an existing DSS file to be read for time series data, the time window
and TINC. Once a DSS file is open, other command data sets may use the DSS syntax to read
specific pathnames from the opened DSS file for input of time series data. An opened file must
be closed before another DSS file can be opened.

Manually entered time series data and the associated TIME WINDOW comumand(s) must
appear prior to the OPEN DSS FILE command(s). The final variable, TINC, specifies the time
increment of the hydrograph to be input into UNET. Data in DSS files are often stored at very
short time intervals i.e., 1 hour, 2 hours, etc. UNET has a limited number of ordinates per
hydrograph (refer to the RDSS output file under the heading “PROGRAM DIMENSIONS™). By
specifying TINC, values are taken from the DSS data base every TINC hours.

Command Line: OPEN DSS FILE

Variables: DSSFIL, SDATE, STIME, EDATE, ETIME, TINC
. Value eserption o . .
DSSFIL Name DSS file name. If not included, the éxtension ".DSS" will

be added automatically. A path of up to 40 characters
including the file name may be specified.

SDATE Date Military style starting date, for example 01JAN1984.
STIME Time Military style starting time, for example 1500 hours.
EDATE Date Military style ending date.
ETIME Time Military style ending time.
TINC + Time increment (hrs). Must be an integer multiple of the
time integal of the stored data. .
Example:
OPEN DSS FILE

RRHI79 01APR1979 1200 30MAY1979 1200 24
Assume that data is stored in 1 hour increments in the file RRH179.DSS. With TINC equal to 24
hours, every 24th data value would be read from the file beginning at noon on April 1, 1979 and
ending at noon on May 30, 1979.

Note: Indent DSS filename to avoid having the name inadvertently interpreted as a command.
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Close NSS File

This data set closes an open DSS file. An opened DSS file must be closed before another is
opened. Input of hydrograph data reverts to the standard syntax.

Command Line: CLOSE DSS FILE

Variables: None -
ﬂ
Example:
CLOSE DSS FILE
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Write Hydrographs to DSS

This data set defines the DSS file where computed hydrographs are to be written. The DSS
pathname is formed by UNET in the following manner:

Apart:  The stream name from the T1 Record in the CSECT input file.

Bpart:  The station name from the HY Record in the CSECT input file.

Cpart:  The word "FLOW" or "STAGE" originates from the TABLE program.

Dpart:  The starting time from the time window.

E part: TABINC, the DSS time interval from the JOB CONTROL data set.

F part: From the third title line in the UNET input file. If the line contains the upper
case word SIMULATION, the F part will be set to "COMPUTED". Otherwise it
will be the first 20 characters of the third title line.

Command Line: WRITE HYDROGRAPHS TO DSS
Variables: DSSFIL
Variable Value Description

DSSFIL Name Narme of the DSS file. If not included, the extension ".DSS"
will be added automatically. A path of up to 40 characters

including the file name may be s%iﬁgd. . _

Example:
WRITE HYDROGRAPHS TO DSS
PROBLEMI (orif a pathname is used: C:\UNET\EXAMPLES\PROBLEM1)

Note 1:  Care should be taken when selecting the name of the DSS file. Tf the first two
characters of the name (in columns 1 and 2) match the first two significant characters
of any command line, run time errors will likely occur in the program. This problem
can be avoided by indenting the second line past column 2, as shown in the example.
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Initial Flow Distribuf;

This data set specifies the initial flow distribution (initial conditions) for all reaches. If this
data set is not specified, UNET will assume a starting flow distribution. The assumed distribution
is usvally adequate for dendritic systems and for simple networks. For complex networks which
typically have four or more reaches intersecting at a junction, the assumed distribution may not be
reasonable and the program may abort when computing the initial water surface profiles or when
the unsteady flow solution is warming up.

The initial stages are calculated using a backwater technique. Becanse UNET assumes
subcritical flow with downstream control, the reach numbers and discharge values must be
entered in the backwater direction, i.e., downstream to upstream.

Command Line: INITIAL FLOW DISTRIBUTION

Variables: (IR, Q(IR), IR=1,NRCH)

Variable Vaine Descrigtion o _
R

+ Reach number.
IR + Tnitial flow for reach IR (f’/s). .
Example:
INITIAL FLOW DISTRIBIITION
4 2000 3 800 2 1200 1 2000
or,
INITTIAL FLOW DISTRIBUTION
4 2000
3 800
2 1200
1 2000
Note:

Both input formats are valid for all input records requiring paired function data.
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Inifial St Area Flevati

This data set specifies the initial water surface elevation inside each storage area. If the
INITIAL STORAGE AREA ELEVATION data set is not specified, UNET assumes that the initial
storage area elevations are the invert elevations (ZOSA on the SA Record).

Command Line: INTTTAT.STORAGE AREA ELEVATION

Variables: (IR, ZSA(IR), IR=]1,NSA)
Variable Value Deﬁc@ tign _ .
R ' + Storage area number (determined by the order of appearance
of SA Records in the CSECT input file).
ZSACR) 4 Initial water surface elevation for storage area IR (fi).
Example:

INITTAL STORAGE AREA ELEVATION
1 1000 2 1005 3 995

Of,

INITIAL STORAGE AREA ELEVATION
1 1000
2 1005
3 995
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Instead of specifying initial conditions by flow distributions and storage area elevations,
initial conditions may be computed in a prior execution of UNET and written to a binary file
called INTL.CON. This file is created by setting TWIC on the Job Control Record. See the Job
Control Record description for details. The UNET model is then run with the INITIAL FL.OW

DISTRIBUTION and INITIAL STORAGE AREA ELEVATION data sets included. Possible
uses of this feature are:

(1) Simulations of long duration may be constrained by program parameter limits for the
number of data points in a hydrograph. An initial conditions file can be used to restart the model
to encompass the total desired simulation time.

(2) In muiltiple reach systems, instabilities may be observed at the initial time steps. If these
instabilities are significant, some final results such s maximum water surface profiles may be
altered. An initial conditions file may be written after these instabilities have damped out. By
running the model again with the initial conditions file, the impact of the instabilities is removed
from the computations. This concept also applies to tidal systems.

(3) For routine forecasting operation, this option can be used to start from the last forecast,
rather than always running through a warin-up period.

Command Line: READ INITIAL CONDITIONS

Variables: FILNM
Variable Value Description.. .~ . L
FILNM Alpha INTL.CON (This default can be changed with the DOS
rename command.g . _
Example-
READ INITIAL CONDITIONS
INTL.CON
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Upstream Flow or Stage Hydrograph

This data set specifies a flow (or stage) hydrograph to be used as an upstream boundary
condition for reach IRCH. Use of an HEC-DSS stage hydrograph requires a UZ record in the
CSECT data. If a DSS file is open, the DSS syntax should be used to define the DSS pathname,
otherwise use one of the standard syntaxes to describe the hydrograph.

Command Line: IPSTREAM FLOW HYDROGRAPH (or HIPSTREAM STAGE
HYDROGRAPH)

Variables: Standard syntax -
IRCH, NU, (UT{J), UQ(), J=1 NU) (without TINC)
IRCH, NU, (UQ(Q), J=1,NU) (with TINC)

DSS syntax
IRCH (1st line)

PN (2nd line)

IRCH + ~ Reach number.
NU + Number of hydrograph ordinates.
UT(DH + Time values (hrs). Omitied if TINC is specified via “individually
defined parameters™.
uQ) + Flow values (ft'/s) (or elevations in ft.).
PN A0 DSS pathname (left justified. must inciude parts A-F).
UPSTREAM FLOW HYDROGRAPH

1 4 0 2000 1 4000 2 3000 3 2000 (without TINC)
1 4 2000 4000 3000 2000 (with TINC)

or an alternate method, helpful for hydrographs with many data pairs,

UPSTREAM FLOW HYDROGRAFH UPSTREAM FLOW HYDROGRAPH

14 14
0 2000 2000
I 4000 4000
2 3000 - 3000
3 2000 2000
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UNET Input Data Description
Upstream Flow or Stage Hydrograph - Continued.

UPSTREAM FLOW HYDROGRAPH
1

/RED RIVER/63000/FL.OW/01JAN1979/ IDAY/COMPUTED/
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Upstream Stage and Flow Hydrograph

The upstream stage and flow hydrograph is a mixed boundary condition where a stage
hydrograph is inserted as the upstream boundary until the stage hydrograph ruzs out of data;
afterward a flow hydrograph is used. The end of data is identified by the HEC-DSS missing data
code -901.0. The stage and flow hydrographs can be entered either in a table or from DSS. The
mixed boundary condition is primarily used for forecast models where the end of stage data is the
forecast time and the flow hydrograph is the flow forecast.

Command Line: UPSTREAM STAGE AND FI OW HYDROGRAPH

Variables: ) ‘Standard. syntax
IRCH, NU, (UT(D), UZ(J),UQ(J), I=1,NU)

DSS syntax

IRCH (1st line)
PN (2nd line) stage
PN (3rd line) flow

Variable Vgue Descrigtion . . . _

IRCH + Reach number.

NU + Number of hydrograph ordinates.
UTqA) + Time values (hrs).

UZ(J) + Stage value (ft).

uom + Flow values (ft’/s).

A80 DSS pathname (left justified, must include

Examples (Standard syntax):

UPSTREAM STAGE AND FLOW HYDROGRAPH
1 4

0 451 -901.

24 451 2000

48 -901 2000 <== Start using flow hydrograph
72 -901 2000

Example (DSS syntax):

UPSTREAM STAGE AND FLOW HYDROGRAPH

1

/RED RIVER/JONESBURO/STAGE/01JAN1979/1DAY/COMPUTED/
/RED RIVER/JONESBURO/FLOW/01JAN1979/1DAY/COMPUTED/
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UNET Input Dain Description

Critical Upstream Boynd

UNET has the capacity to dynamically select the computational time step (DT in the JOB
CONTROL data set). Smaller time steps may be required when inflow rates are changing rapidly.
By specifying the previous upstream flow hydrograph as a "critical” upstream boundary
condition, UNET will monitor the rate of change of the specified inflow. . If the rate of change in
inflow exceeds DCRUP between any two consecutive flow values, DT will be adjusted according
to the following equation: '

BASEDT
AMAXUNINT(DQ(J )+ DCRUP()),1)

NEWDT =

where: NEW DT the adjusted computational time step,

BASEDT = the initial user specified computational time step,
DQ) = change in upstream inflow between previous and current times,
DCRUPQJ) = maximum change in upstream inflow between computation times, and

where the denominator is computed as an integer result,

This command is placed immediately after the upstream boundary condition for which it
applies.

Command Line: CRITICAL [IPSTREAM BOUNDARY

Variables: DCRUP

DCRUP(I) + The maximum change in inflow allowed without adjusting

ge comButaﬁoagll titne s@i DT. : _
Example:

CRITICAL UPSTREAM BOUNDARY
500
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Deownstream Flow Hydrograph

This data set specifies a flow hydrograph to be used as a downstream boundary condition for
reach IRCH. If a DSS file is open, the DSS syntax should be used to define the DSS pathname,
otherwise use one of the standard syntaxes to describe the hydrograph. The initial water surface
elevation is given by ZDB.

Command Line: DOWNSTREAM FLOW HYDROGRAPH

Variables: Standard syntax
IRCH, ZDB, NDB, (DBT(3), DBQ(), J=1,LNDB) (without TINC)
IRCH, ZDB, NDB, (DBQ(J), I=1 NDB) (with TINC)

. DDSS syntax
IRCH (1st line)
ZDB (2nd line)
PN (3rd line)

Variable Value Descripfion

IRCH + Reach number.

7DB + | Initial water surface elevation (ft).

NDB + Number of hydrograph ordinates.

DBT(I) + Time values (hrs). Omitted if TINC is specified via
“Individually defined parameters”.

DBQ() + Flowrates (ft/s).

PN ARQ DSS pathname (left justified. muost include aﬁs A-F).

Examples (Standard syntag):

DOWNSTREAM F1.OW HYDROGRAPH

1 694.5 4 0 2000 1 4000 2 3000 3 2000 (without TINC)
1 694.5 4 2000 4000 3000 2000 (with TINC)

For an alternate method, helpful for hydrographs with many data pairs, see the input description
for Upstream Flow Hydrographs.

Example (DSS syntax):
DOWNSTREAM FLOW HYDROGRAPH
1

1000

/RED RIVER/65000/FLOW/01JAN1979/1DAY/COMPUTED/
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UNET Input Data Description

Downstream Stage Hydrograph

This data set specifies a stage hydrograph to be used as a downstream boundary condition
for reach IRCH. If a DSS file is open, the DSS syntax should be used to define the DSS
pathname, otherwise use one of the standard syntaxes to describe the hydrograph.

Command Line: DOWNSTREAM STAGE HYDROGRAPH

Variables: Standard Syntax
IRCH, NDB, (DBT(J), DBZ(J), J=1,NDB) (without TINC)
IRCH, NDB, (DBZ(J), J=1,NDB) (with TINC)

DSS Syntax.
IRCH (1st line)
PN (2nd line)
Variahje Value DescriBtion _ _
IRCH + Reach number.
NDB + Number of hydrograph ordinates.
DBT(®) + - Time values (hrs). Omitted if TINC is specified via
“individually defined parameters”.
DBZ(I) + ‘Water surface elevations (ft).

PN ARD DSS Eathname. sleft justiﬁedi must include garts A-l: ‘ .
Examples (Standard syntax)- '

DOWNSTREAM STAGE HYDROGRAPH
1401000 11010 2 1005 3 1000

For an alternate method, helpful for hydrographs with many data pairs, see the input description
for Upstream Flow Hydrographs.

Example (DSS syntax):
DOWNSTREAM STAGE HYDROGRAPH
1

/RED RIVER/OSLO/STAGE/01JAN1979/1DAY/COMPUTED/
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UNET Input Dgta Description

Downstream Stage and Flow Hydrograph

The downstream stage and flow hydrograph is a mixed boundary condition where a stage
hydrograph is inserted as the downstrearn boundary until the stage hydrograph runs out of data;
afterward a flow hydrograph is used . The end of data is identified by the HEC-DSS missing data
code of -901.0. The stage and flow hydrographs can either be entered in a table or can be entered
from DSS. The mixed boundary condition is primarily used for forecast models where the end of
stage data is the forecast time and the flow hydrograph is the flow forecast.

Command Line: DOWNSTREAM STAGE AND FI.OW HYDROGRAPH

Variables: Standard synfax
IRCH, ND, (DBT(J),DBZ(J),DBQ(J), I=1,ND)

DSS syntax

IRCH (1st line)
PN (2nd line) stage
PN (3rd line) flow

Variable Value _ ription

IRCH + Reach number.

ND + | | Number of hydrograph ordinates.

UT) + Time values (hrs).

DBZ(J) + Stage value (ft).

DBQ() + Flow values (£t’/s).

PN ABO : DSS pathname (left justified, must include parts

AL

Example (Standard syntax):

DOWNSTREAM STAGE AND FLLOW HYDROGRAPH
1 4

0 451 -901.

24 451 2000

48 -901 2000  <== Start using flow hydrograph

72 -901 2000

Note: Be sure to include a point in time at which both the stage and flow are specified. The
simulation must begin with stages. Note that the compnted flow may not be that specified at the
transition time. In the example above at time 24 hrs., the stage will be 451 with some computed
flow (not necessarily 2000 cfs). For computations between time 24 and time 48, the flow will be
set at that specified (interpolated between the values at 24 and 48 if necessary) and the resultant
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UNET Input Data Description

stage computed.

DOWNSTREAM FLOW HYDROGRAPH

1

/RED RIVER/JONESBURO/STAGE/QITAN1979/ 1DAY/COMPUTED/
/RED RIVER/JONESBURO/FLOW/01TAN1979/ IDAY/COMPUTED/
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UNET Input Data Description

Dowmstream Rafing Cnrve

This data set specifies a single valued (non-looped) rating curve to be used as a downstream
boundary condition for reach IRCH. The downstream rating curve option can only be used once.
This boundary condition should be used with caution. Differences between this rating curve and
the real looped curve may canse errors in the solution far upstream of the downsiream boundary.
This becomes a problem for streams with mild gradients where the slope of the water surface does
not sufficiently dampen out the errors. This rating curve should be inserted a sufficient distance
downstream of the study area so that errors are not propagated upstream into the study area.
Similar considerations apply to HEC-2 applications.

Command Line: DOWNSTREAM RATING CURVE

Variables: IRCH, NDB, (DBZ(J), DBQ(J), I=1,NDB)

Variable Value Descrigtion L |

IRCH + Reach number.

NDB + Number of rating curve ordinates (limited to 20 points).
DBZ{I) + Water surface elevations (ft).

Flow rates ft3ls.

Example-
DOWNSTREAM RATING CURVE
1 5 100 2000 105 2400 110 3000 115 4000 120 6000

or,

15

100 2000
105 2400
116 3000
115 4000
120 6000
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UNET Inpur Dara Description
D I M ing’s E n

This data set specifies that an approximate looped rating curve will be calculated
dynamically by UNET for use as the downstream boundary condition for reach IRCH. Manning’s
equation is used to compute an estimate of the friction slope at each time step between the two
most downstream cross sections. Because the method neglects the nonuniform and unsteady
terms of the momentum equation, and only considers the final two cross sections, the
approximation is quite crude. As recommended in the description of the single-valued rating

curve, this boundary condition should also be inserted downstream from the area of interest being
studied.

Command Line: DOWNSTREAM MANNINGS EQUATION

Variables; IRCH, DSF

Variable _ Value Descﬁgtion L : L .

IRCH + Reach number, :

DSF + Estimate of initial friction slope, S¢. Water surface slopeisa -

%
Example:

DOWNSTREAM MANNING'S EQUATION
1 0.00478
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UNET Input Data Deseription

Pump Station as a Downstream Bonndary Condition

This data set inserts a pumping station as a downstream boundary for a reach. The pumping
station capacity is defined as stair-stepped rating where the pumps are started at a set elevation
and stopped at a lower elevation. The capacity remains constant until the next elevation when the
next group of pumps are started. Neither the submergence of the pumps nor the pump
characteristics are considered in the calculations. :

Command I ine: DOWNSTREAM PIIMPING STATION

Variables: TRCH, NPDS, (ZPUMPSTART(J), ZPUMPSTOP(D, QDSPIMP(D,
I=1,NPDS)

Variahle Value iption

IRCH + Reach nomber.

NPDS + Number of pumping levels (or steps)

ZDSPUMPIC -0+ Initial water surface elevation. If zero, the elevation will be
determined from pump elevation-capacity data for the initial
flow.

ZPUMPSTART{T) + Elevation when pumping level 1 is started on the rising
limb of the stage hydrograph.

ZPUMPSTOP(I) + Elevation when pumping level T is stopped on the falling
limb of the stage hydrograph.

DSPUMP + S ino capacity at level L
Example:
DOWNSTREAM PUMPING STATION - PARISH LINE PUMPING STATION
47
4
10
000
14 13 1000
16 15 2000
18 17 4000

For the above example, the purnps are completely shut down below elevation 13. When the stage
exceeds elevation 14 the pumps are started with a capacity of 1000. When the stage exceeds 16,
the next set of pumps are started with a total capacity of 2000. On the falling limb, when the stage
drops below 15, the second set of pumps are stopped and the pumping continues at a raie of 1000.
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UNET Input Datg Description

Lateral Inflow Hydrograph

This data set specifies a lateral inflow hydrograph which enters the model at a point along
the stream. Effects of this inflow on flow and stage in the receiving reach will be seen at the next
downstream cross section. Lateral inflows may also enter a storage area by adding the string
STORAGE AREA to the command line. Lateral inflows defined using standard syntax must
appear after a TIME WINDOW command and prior to any OPEN DSS FILE commands. The
Lateral Inflow Hydrograph command must be preceded by a “REACH=" command, in order to
find a match between reach and river mile.

Cornmand Line: LATERAL INFLOW HYDROGRAPH, or
- LATERAL INFLOW HYDROGRAPH INTO A STORAGE AREA

Variables: Standard syntax
RMILE, NPQL, (TQL(J), QL(J), J=L,NPQL) (without TINC)
RMILE, NPQL, (QL(J), I=1,NPQL) (with TINC)

DSS syntax
RMILE (1stline)
PN (2nd line)

RMILE + River mile where lateral inflow enters the stream (SECNAM
on CSECT X1 Records).

- User defined storage area number if STORAGE AREA
string is specified in command line.

NPQL + Number of hydrograph ordinates.
TQLJ) + Time values (hrs). Omitted if TINC is specified via
“individually defined parameters”.
QL) + Flow rates (ft'/s).
PN A80 DSS pathnage (eft justified, must include parts AR
Exmlcs_ﬁtanda:dj;miax);
REACH=4
LATERAL INFLOW HYDROGRAPH
2.0
5
0 500
1 500
2 750

C-27



UNET Input Data Description

Lateral Inflow Hydrograph - Continued.

3 500
4 500

REACH=4

LATERAL INFLOW HYDROGRAPH INTO A STORAGE AREA
2.0

5

0 500

1500

2750

3500

4 500

Example (DSS syntax}):

REACH=4

LATERAL INFLOW HYDROGRAPH

2.0

/RED RIVER/TURTLE/FLOW/01JAN1979/1DAY/COMPUTED/
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UNET Input Data Diescription

This data set specifies a lateral inflow hydrograph to be applied uniformly along a reach
between two specified cross sections, and represents the total flow entering the reach. Uniform
lateral inflows entered using standard syntax must appear after a TIME WINDOW command and

prior to any OPEN DSS FILE commands. The record must be preceded by a REACH= command,
in order to match the river mile to a specific river reach.

Cormmand Line: IINTFORM LATERAL INFLOW HYDROGRAPH

Variables: Standard syntax-
RMILEU,RMILED,NPUQL, (UTQL{), UQL(T), J=1,NPUQL)

(without TINC)
RMILEU, RMILED, NPUQL, (UQL(J ), I=1,NPUQL) (with TINC)
IDSS syntax:
RMILEU, RMILED (1st line)
PN (2nd line)
Variable Vaiue Descﬁgtion - _ _ _
RMILEU + Upstream river mile.
RMILED + Downstream river mile.
NPUQL + Number of hydrograph ordinates.
UTQLINPUQL) + Time values (hrs). Omitted if TINC is specified via
“individually defined parameters”.
UQLJNPUQL) + Flow rates (ft'/s).
PN 80 DSS pathname (left justified. must include parts A-F) .
REACH=4
UNIFORM LATERAL INFLOW HYDROGRAPH
5.0 4.0
5
0 500
1 500
2 750
3 500
4 500
REACH=4
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Uniform Lateral Inflow Hydrograph - Continued.

UNIFORM LATERAL INFLOW HYDROGRAPH
5.0 40
/RED RIVER/RETURN/FLOW/01JAN1979/1DAY/COMPUTED/
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UNET Input Datg Descrintion

UNET has the capability to dynamically select the computational time step (DT in the JOB
CONTROL data set). Smaller time steps may be required when inflow rates are changing rapidly.
By specifying the previous lateral inflow as 2 "critical” lateral inflow, UNET will monitor the rate
of change of the specified inflow. If the rate of change in inflow exceeds DCRLQ between any
two consecutive flow vatues, DT will be adjusted according to the following equation:

BASEDT
AMAX (NINT(DLQ(J)+ DCREQ()).1)

NEWDT =

where: NEW DT the adjusted computational time step,

BASEDT = the initial user specified computational time step,
DLQ(I) = change in lateral inflow between previous and current times,
DCRLQJ) = maximum change in lateral inflow between computation timmes,

Command Line: CRITICAL LATERAL INFLOW
Variables: ICRLQ, DCRLQ

ICRLQ + Upstream node number corresponding to the lateral or
vniform lateral inflow to be designated as "critical”. The
node number can be obtained from the CSECT output file,

DCRLQ + The maximum change in lateral inflow allowed without
adiusting the computational time siep. DT -
Example: _
CRITICAL LATERAL INFLOW
10
500
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UNET Input Data Description

Interfiow bef Gronndwater B e and a i

This data set identifies a reach of river which exchanges water with a goundwater reservoir.
The stage in the groundwater reservoir is assumed independent of the interflow and entered either
manually or from DSS. The interflow functions similar to a uniform lateral inflow where the flow
is proportional to the head between the river and the groundwater reservoir.

Command Line: GROIINDWATER INTERFLOW BETWEEN CANAL AND AREA 1

Variables: Sianda:dj;miax_
RMILEU,RMILED,DARCYK DX NPZGW,
(TIME(T), ZGW(J), }=1,NPZGW)

DSS syntax-
RMILEU,RMILED,.DARCYK,DX
PN (2nd line)

Variabie Value Description

RMILEU + Upstream river mile.

RMILED + Downstream river mile.

DARCYK + Darcy’s groundwater loss coefficient.
DX + Distance over which the head acts.
NPZGW + Number of groundwater stages.
TIME(T) + Time I.

ZGW() + Groundwater stage at time J.

REACH=4

GROUNDWATER INTERFLOW BETWEEN CANAL 7 AND WESTERN AQUIFER
10.0 6.0 .4 2000

3

0.0 -6.3

24.0 -6.0

48.0 -6.3
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UNET Input Daia Description

This data set specifies a time series of gate openings for radial (tainter) gates on cross-
channel and lateral spillways., Gate openings are interpolated between entered values,

Command Line: GATE OPENING

Variables: Standard syntax:
IBC (1st line)
NGO (TGO(D,GO(),I=1, NGO) (2nd Jine)

IDSS syntax:
IBC (1st line
PN (2nd line)

Variable ._Value __ Description

IBC + Internal boundary condition number, This number is
obtained from the CSECT output file in the listing of
"Navigation Dams and Spillways". It is a counter based on
the order that various internal boundary conditions are
entered in the CSECT input file.

Alpha CSECT CSPNAME from LA, LS, SP Records.
NGO + Number of points in the time series.
TGO + Time values (hrs).
GO + Gate opening (ft) at each TGO time value (ft).
PN AB0 __ DSS pathname (Jett I'ustiiﬁcdi must include parts A-F —
GATE OPENING |
:

0 0.0 0.25 2.0 0.5 4.0 0.75 60 1 8.0

For an alternate method, helpful for time series with many data pairs, see the input description for
Upstream Flow Hydrographs. '

GATE OPENING
1
/OHIO/DAM25/GATOP/01TAN1979/ ISMIN/COMPUTED/
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UNET Input Scription

Elevation Controfied Gate

The elevation controlled gate opens when the stage in the river exceeds elevation,
ZECOPEN. The gate opens at a rate of ECOPRATE until it reaches a maximum opening of
ECMXOPENING. When the river stage falls below ZECCLOSE the gate begins to close at a rate
of ECCLRATE. '

Command Line:  ELEVATION CONTROITED GATE

Variables: IBC (1st line)
ZECOPEN, ZECCLOSE, ECOPRATE, ECCLRATE,
ECMXOPENING, ECMINOPENING, GOP (2nd line)

Value

IBC + Internal boundary condition number. This nuinberis
obtained from the CSECT output file in the listing of
"Spillways". It is a counter based on the order that
various internal boundary conditions are entered in the
CSECT input file.

Description

Alpha CSECT CSPNAME from LA, LS, SP Records.

ZECOPEN o+ Elevation (ft) at which the gate begins to open.
ZECCLOSE + Elevation {ft) at which the gate begins to close.
ECOPRATE  + Opening rate in ft/min.

ECCLRATE + Closing rate in ft/min.

ECMXOPENING  + Maximum gate opening in feet.
ECMINOPENING  + Minimum gate opening in feet.

GOP + Tnitial gate opening in feet.

Exampie:

ELEVATION CONTROLLED GATE AT LEVEE SWAIL
1

200 196 5 .6 50.10.1

or
ELEVATION CONTROLLED GATE

ABC
200 196 .5 .6 50.10.1
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UNET Input Data Description

Ohserved Stage Infernal Bonndary Condit

This data set specifies an observed time series of navigation pool water surface elevations
upstream of unregulated navigation dams. The stage hydrograph can be entered vsing either the
standard or DSS syntaxes. In a forecasting model, the observed pool elevations are used as an
internal boundary condition up to the time of forecast, At this point, the ND and CP Records in
the CSECT input file provide the model with the information neccessary to control the hinge point
operation of the navigation dam.

Command Line: OBSERVED STAGE INTERNAIL BOUNDARY

Variables: Standard syntax-
IBC, NIBCL (TIBCKI), ZIBCI(T), I=1,NIBCI)

DSS syntax-
IBC (1st line
PN (21nd line)

Variable Value Description :

IBC + Internal boundary condition number, This number is
obtained from the CSECT output file in the Iisting of
"Navigation Dams and Spillways”. It is a counter based on
the order that various internal boundary conditions are
entered in the CSECT input file.

NIBCI + Number of points in the hydrograph.
TIBCI + Time values (hrs).
ZIBCI + Navigation pool elevation values (ft).

PN ARD DSS Eaﬂmame ﬁeft I’ustiﬁedi must include Earts A—-E}. .

OBSERVED STAGE INTERNAL BOUNDARY
2 5 24 4672 25 467.8 26 4685 27 4678 28 4672

OBSERVED STAGE INTERNAL BOUNDARY
2

/OHIO/DAM26/STAGE/01JAN1979/1HOUR/OBS ERVEDY
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Observed Stage and Flow Internal Bonndary Condition

The observed stage and flow internal boundary condition is a mixed boundary condition
where a stage hydrograph is inserted as the observed boundary until the stage hydrograph runs out
of data: afterward a flow hydrograph is used. The end of data is identified by the HEC-DSS
missing data code, -901.0. The stage and flow hydrographs can either be entered in a table or can
be entered from DSS. The mixed boundary condition is primarily used for forecast models where
the end of stage data is the forecast time and the flow hydrograph is the flow forecast.

NOTE: The observed stage and flow data can also be applied to the SP, RC, RW, in-line
embankment failure and ND internal boundary conditions.

Command Line: OBSERVED STAGE AND FLOW INTERNAL BOUNDARY
CONDITION

Variables: Standard syntax
IBC, NIBCL (T(J), ZIBCI(1),QIBCI(), J=1.NU)

DSS syntax

IBC (1stline)

PN (2nd line) stage
PN (3rd line) flow

Variable .. Valpe ipti . L _
IBC + Internal boundary condition number from CSECT file.

NIBCI + Number of hydrograph ordinates

T(I) + Time values (hrs). |

ZIBCI(Y) + Stage value ({t).

QIBCI(J) + Flow values (ft3/s).

PN A80 DSS pathname (left justified, must include parts A-F).

s

Examples (Standard syniax}:

OBSERVED STAGE AND FLOW INTERNAL BOUNDARY CONDITION
1 4

0 451-901.

24 451 2000

48 901 2000 <== Start using flow hydrograph

72 -901 2000
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Observed Stage and Flow Internal Boundary Condition - Continued.

Example (DSS synfax):

OBSERVED STAGE AND FLOW INTERNAL BOUNDARY CONDITION
1

/RED RIVER/JONESBURO/STAGE/01JAN 1979/IDAY/COMPUTEDY/
/RED RIVER/JONESBURO/FLOW/01JAN 1979/1DAY/COMPUTEDY
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UNET Inputr Datg Description

Conveyance Change Factors

This data set can be used to adjust conveyance and storage between cross sections defined
on X1 Records in the CSECT input file. This option is primarily a calibration tool which allows
the user to vary conveyance and storage without having to re-run CSECT.

Command Line:  CONVEYANCE CHANGE

Variables: RMILEU, RMILED, IEL1, TEL2, FC, FV, FCS, FVS, ELADD, AN

Variable Value Description |

RMILE1 + Upstream river mile (SECNAM on X1 Record in CSECT
input file}.

RMILE2 + Downstream river mile (SECNAM on X1 Record in CSECT
input file).

IE1 + Minimum table entry (CSECT tables) for adjustments (ex. 1-
21).

IE2 + Maximum table entry (CSECT tables) for adjustments (ex.
1-21).

FC + Conveyance change factor for channel.

Fv + Conveyance change factor for overbanks.

FCS + Storage factor to multiply by channel area. Resulting area

will be added to cucrent storage area for this cross section.

FVS + Storage factor to multiply by overbank area. Resulting area
will be added to current storage area for this cross section.
ELADD + Elevation increment to be added to cross sections (ft).
AN + Coefficient for the added force term in the momentum
ﬁuation. . L :
Example: '
REACH=4

CONVEYANCE CHANGE FACTORS
10040 1021 95 1.1 0.0 .15 0.1 12
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UNET Input Data Description

Discharse - C Relai

This data set is used to redefine a discharge versus conveyance rating curve between cross
sections defined by X1 Records in the CSECT input file. A maximum of fifty curves, each
containing up to twenty values of discharge and conveyance can be computed.

Command Line;

Varlables:

DISCHARGE CONVEYANCE RELATION

RMILEU, RMILED QCSTRT, QCINC, NQCPT, (Q(I), FCONV(I),

I=1,NQCPT)

Variable Value Descrigtion -

RMILEU

RMILED

QCSTRT
QCINC

NQCPT

FCONV(L NQCPT)

+

Upstream river mile (SECNAM on X1 Record from
CSECT input file).

Downstrearmn river mile (SECNAM on X1 Record
from CSECT input file).

Starting (lowest) discharge on curve (ft3/s).
Increment between discharges on the curve (ftsfs).
Number of discharge increments on the curve.

Discharge Identifier. For the convenience of the user
to identify flows associated with conveyance factors
(not used by the program).

Conveyance change factors corresponding to the
series of discharges. These factors adjust the
conveyances computed by CSECT and provide a
calibration tool whereby conveyance in a given reach
may be adjusted without editing the CSECT input -

ﬂe. .

Example:
REACH=4

DISCHARGE CONVEYANCE RELATION

10.0 4.0 500 1000 20
500 09

1000 0.95

.. Q, FCONV(20)
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UNET Inpur Data Description

g LC i

This data set is used to adjust conveyance on a seasonal basis. Large rivers, such as the
Mississippi, undergo seasonal changes in bedform structure due to variations in water viscosity
with temperature.

Command Line; SEASONAL CONVEYANCE

Variables: RMILEU,RMILED, NSEA, NSDAY(I), FCVSEA(I), I=1,NSEA)

Variable Value - DegcriBE' S .

RMILEU + Upstream river mile (SECNAM on X1 record from CSECT
input file) where seasonal adjustment begins.

RMILED + Downstream river mile (SECNAM on X1 record from
CSECT input) file where seasonal adjustment ends.

NSEA + Number of date / conveyance factor data pairs.

NSDAY(D) + Date of first conveyance adjustment factor (can be input as
30JAN or 30JANS9).

FCVSEA(T) + First adjustment factor.

Dates and conveyance factors are continned up to NSEA.

|
Example:-

£

SEASONAL CONVEYANCE
97.9 29.0

12

01JAN 1.05
01FEB 1.05
O0IMAR 1.05
01APR 1.00
OIMAY 1.00
01JUN 1.00
01JUL 1.00
01AUG 1.00
01SEP 1.00
010CT 1.00
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0INOV 1.00
31DEC 1.05
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Full Network Example

Example Problem #1
A Simple Full Network




Full Network Example

This problem illustrates a simple fisll network problem as shown in Fig. D-1. Flow from
reach 1 splits into reaches 2 and 3 around the island, then recombines downstream into
reach 4. Additionally, flow from reach 2 can divert into a storage area. The average
slope of the system is 0.5 ft./mile (0.000095 fi/ft). Channel and overbank Manning’s #
values are 0.03 and 0.08 respectively,

Reach 1

NI

-

Q"

Figure D-1 Example problem with four reaches and a storage area.

\ Reach 2
Isiand
Reach 3
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Full Network Example

Figures D-2 and D-4 show the cross sections used in the problem. Reaches 1 and 4
consist of a 250 foot wide cross section with a channel top width of 45 feet. Reaches 2
and 3 have 130 foot wide cross sections. Reach 2 has a channel top width of 40 feet
while reach 3 has a channel top width of 20 feet.

D.1 CSECT Input File

Table D-1 is the CSECT input file for this problem. Appendix B contains
detailed descriptions of each input record. The four reaches are arranged in ordet from
upstream to downstream. Each reach begins with a set of title records (T1, T2, T3).
Cross sections may be plotted using HEC-RAS. Each X1 record must have a unique
cross section number (SECNAM) in field 1. The XK record defines limits for the
¢levation - hydraulic properties tables and the distance between interpolated nodes (cross
sections). It must appear before the first cross section (X1) record, and may be repeated
before any subsequent cross section to change the tables or interpolation distance.
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Full Network Example

River = Example 01 Reach =one RS =6.0
L ale o~ =l |
35 .08 03T .08 A
Legend
--—_.___
Ground
®
Bank
ota
ot
9
S
£
w
O’lllllllllllllllllllillll_l
0 50 100 150 200 250
Station
Figure D-2 Typical Cross Section for Reaches 1 and 4.
River =Example 01 Reach=two RS=4.0
35 f-—----—.oa s 03 : 08 >] e
303\ ;' Ground
253 \ Kf BangSta [
= : / —
% 20° \ _ /
g 15% \ ,"_‘/
o T —
.H f
j \ /
Lj |
0 200 " 40 e0 80 160 130 140
Station (f)

Figure D-3 Typical Cross Section for Reaches 2 and 3.
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Full Network Example

Table D-1
CSECT Input Fite
FR N
T1 EREACH1
T2 E{AMPLENQ.1
T3 HEC May 1995

J1 record requived for compatibibty with FLOT2.

[=3

W o

. XKmnardusedbsatﬁmﬁonmmﬂbhsmddﬂambﬁumn
crots sactions for reach 1. Elevation tables begin 0.01 it
abmhcham}elbommmdhwemwm&mds Interpolated
* rom sections will be added at 0.50 mile intervals.

¥K 959 125 &
L

* Blank UB recard specifies that the upstream boundary condition will be read
* vuin the UNET mput file. In this problem, a flow hydrograph i used.
L]

UB

-

* NC recom & used o specify Manning's ' in the overbanks and channel.
.

NC 08 08 .030

.

¥ X1 and GR records define the first cross section.
* HY record wed o compube hwdrographs,

X1 a0 & 100 145 5280 S280 280

HY EIEMEC

GR 38 0 13 10 13 100 3 105 3 140
GR 13 146 15 240 33 220

L

¥l 50 B 100 145 5280 H2B0 SE80

GR35 0 145 10 125 100 25 105 25 140
GRE 125 145 145 2490 325 250

*

X1 40 8 100 145

HY R1 RM 4.0

GCR 32 0 14 I 12 10 2 105 2 140
GR 12 146 14 240 32 3250

-
* DB recemd vaed 1o ennnect downsiream boundary of reach 1 fo upshrearn
* boundaries of reaches 2 and 3.

2 3

X139% & B3 50 2640 2640 25640

HY RZRM 4.0

CR 32 0 14 1 12 S 2 5 2 B
GR 12 o 14 130 32 130

¥ Last eross section rep i, elevations 1025 feat.
-

X1 .35 S2E) SE90 Bl -2
HY RZRM3.5

* SA record defines a siorage wea of 640 acres (1 sgmi).

LA record defines » laderal spilbvay with no grbes behween M 3.50nd 2.5
WD record defines the weir section of the baeral spilwsy, The weiy &

144 mile leng with its raidpoint at BM 3.0 and its average crest elevation

* equalin 1750 R,

1 &0 00 O

H5 STORAGE AREA #1

LA 1175 0 0 o0 0 0 G O
WD 1 30 1750 1320

* Last cross section repeated, elevaitons kawered .50 fect.
L]

*

?i
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Xl 25 5280 5EBO 5280 -5
HY RZRMZ5
.

* uﬁmmm.mwoﬁm
¥l z2u -1

* MmmﬂmedbdaargemmcﬂmhmmlaﬁmhnlfSnﬂeMem!s
¥ to acconmt for Baster wave velocities. Mo change i elevation table Bmits.

X033
.

Ug 1

*

X399 8 50 70 10560 10560 10850

HY R2RM4.0

GR 22 0 14 W 12 5 2 = 2 &
GR 12 20 14 130 32 130

»

* Lzst cross section repented, elevations lowered 1.4 feet,
L]

X11598 -1
HY R3IRM 20
L]

* UBrecmﬂusedhomdu;sbemboundﬂycfreachéwdmm
* bovndnries of reaches 2 and 3.
¥

UB 2 3
L]

X11567 & 100 145 5280 5280 52RO

HY R4RM 20

GR 31 0 13 10 11 100 1 1058 1 140
GR 11 145 13 za0 21 250

L]

X110 8 100 145 5280 5280 5250

GR35 0 25 10 105 100 5 106 5 140
GR 105 145 125 240 305 250

L]

X1 00 8 100 145 50800 52800 5700

HY R4RMO.0

GR 30-0 12 1 10 100 © 105 0 140
GR 10 145 12 20 30 250

L]

* Last cross sextion repented, elevations iowered 5.0 feet.
Xi-10.0 -5.0

HY R4 BM -10.0

E ]

. BhnkDBmmrdspcdﬁﬁMdeﬂms&eambﬂmdarycmdiﬁonudﬂbcmad

* vin the UNET input file In thie problem, a looped =ing arve

Full Network Example

UB and DB records are required for each reach in the problem. These records are
used to specify the upstream and downstream connections for each reach. At flow splits,
UNET applies a flow continuity equation for the upstream reach and stage continuity
equations for the downstream reaches. At flow combinations, UNET applies stage
continuity for the upstream reaches and flow continuity for the downstream reach.

Where a single connection is specified, UNET applies stage continuity equations at the
reach boundaries. Since reach 1 has no upstream connection, the UB record is left blank.
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A flow hydrograph is specified as the upstream boundary condition in the UNET input
file. The DB record connects reach 1 to reaches 2 and 3.

Cross sections are entered in HEC-2 forewater format i.e., in a downstream
direction. Appendix E describes a procedure to reverse HEC-2 backwater data files to
the forewater format required for CSECT. It also discusses additional data requirements
and formats specific to the UNET system. X1, X3 and GR records are used to describe
each cross section in a manner similar to HEC-2. HY records specify locations for
hydrograph computation.

A second set of title records is used to begin reach 2. A UB record connects the
upstream boundary of reach 2 to reach 1. An XK record is used to change the overall
height of the elevation tables to obtain improved resolution of the computed hydraulic
properties. Table D-2 compares elevation tables for reach 1, RM 6.0 and reach 2, RM 4.
Cross section interpolation in not used for reach 2 duc to slower flood wave velocities.

Table D-2
Elevation Tables Computed by CSECT.

Ics4 1, CROSS SECTION FPROPERTIES AT H.M. §.060
ELEV  ALOR ACH  BRO3 ARER  CLOB cCH CROB CONV  BRRER ™ SLCB SROB 5 ALPER BETA
34 S tfen2) #1000 ofis ~==—=—=— 3 S (£t} L {ERN2) —m e > 4-= pocif -
rERF  wwwh PRSI IRT RS AR A A b b bl b bbbl LR L 22 LEL L] EEE T I TR IR RS A L L E2 2L L L Lo bbbl
3.01 o} . . 4. o. o, a. a. . Z5. . . a. 1.040 1.00
4.26 0 45. C. 45. 0. 2. 0. 2. a. 36, a. 6. 0. 1.00 1.00
5,51 0 al. a. 91, 4. 8. Q. §. 0. 38, 4. 0. o. 1.00 1.00
6,78 0. 138, 0. 135. [+ 15, o, 15. 0. ELN 0. o. o, 1.Q0 1.400
£.01 0. 188. o. 189, o. 24. 0. 24. o. 40. a. a. a. 1.00 1.40
8.26 4] 239, a. 235, o. 34. 0. 3. 0. 41. . 0. G. 1,00 L.00
L0.51 o 281, a. 281, a. 46. u. d6. o. 43, C. o, o. 1,00 1.00
11.76 1] 345, 0. 3435, a. SE. a. BE. a. 44. . 0. 0. 1.00 1.00
13,01 0. 400, Q. 400, a. 2. a. 72, a. 45, 0. a. o. 1.00 1.00
14.2¢€ 36, 457, 38, Baq. 0. 50, 1. 9t . 19 182. . 0. 0. 1.30 1.14
15.51 138, 513. 144. 792, 3. 10%. 3. 1i6. 0. 231, 0. 0. 0. 1.9% 1.28
16.748 249, 565, 263. 1082, a. 130. 10, 148, o. 232, o. 0. 0. 2.43 1.48
1s.01 363, 625, 393, 1372, 17. 152. 18. 187, 0. 233. a. o. 0. 2.64 L1,52
18.36 478, 682. 505, 1648, 26. 176 28. 230, Q. 235, 0. a. 0. z.72 1.53
20.81 -EE N Tz24. 627. 1859, 37, 201, 39. 237. 0. 236, Q. o. a. 2.73 1.51
21.78 711, T84, FE0. 2255, sa. 227 §2. 32%. 0. i3y, o. 0. a. 2.72 1.5¢
23.01 829, 950, §74. 2853, 83, 284, 7. 385. o, 2239, o, e. Q. 2.59 1.48
24,26 947 7. 589, 2452, 78. 283. 3. 444. 0. 240. o. g. u. 2.66 1.47
25,51 1067, 963, 1124, 315%4. 95, 313 100, 50&. c. 242, a. 0. a. 2.63 1.4€
26.7€ 1187. 1018, 1255, 3457, 11z, 344, 11a. 574, 0. 243, Q. o. Q. 2.80 1.44
29.01 1308. 1075, 1318. 37El. 13I. 376. 138, (219 [+ 244, Q. qQ, L 2.58% 1.43
Icnf 4, GROSS SECTION PROPERTIES AT R.M. 3.95%
ELEV  ALSE ACE  RMDB  AREA  CLOB oA CROB CONV BARHEAR ™ 5108 3REE 5 ALPHA  BETA
[£3] 1eszy 5 L1000 E£Y osmmm, SR 7] 53] i A IR > - cotff -->
v W LR LS
z2.01 a. 0. o, 0. . 0. a. 0. 0. 3o, ] o [ 1.00 1,60
3.06 a. 320 a. az. 4. 2. 0. 2. a. al. o o, - 1.00 1.00
4.11 0. [ 0. 65, 0. 5. Q. 5. 0. 22. a '8 9. 100 1.o0
5.16 u. 100. a. 190. 0. 10, a. 10. a. 23, a Q. g o0 1.00
£.71 'R 135, 'E 135 Q. 15, o, 15. o. 24. ¢ 0. o, .06 1.00
.28 . 173- Q. 172 n. 22. o. 20, R 3s. [ o, a. 1.00 1.00
8,31 . 20%. a. 209 a- z4. o. 2g, . 38 ] £. LR 1.00 1.00
9.3% . 248. 0. 248 o 1. [N a7. 0. 7. o LR e 1,40 1.00
2041 5. 288, . 208 a. <E. 6. 45 o 3. ] B 0. 1.00 1.40
1146 0. 323, 0. 2. & B8, 0. 58, a. 33 L] [+ G 1.00 .00
17.51 3. 7. 2. 375, 0. 61, 0. 58, 0. SiE. ] Q. G i.02 1.01
13.56 z4. a1z 1%, 455. 3. LF 0. 82. a. 45, a 0. 9. 1.1%  1.08
14,61 €5. 454, 43, 567, 2- ¥3. 1. L o. 331 o 0. 6. 1.43  1.18
15.66 107, 196, gl. .6Bi. 4. 110, 3. 117. a. 113 o Q. q. 1.50 1.74
16.71 15¢. 338, 113, 802, R 126. 5. 127. 0. 113, ] 0. o, 1.72 1.28
17.78 154. 594. 147, azi. 10. 143. 7. 160, 6. 124, ] o. . 1.81 1.30
1E.B1 238, 622. 191, 104Z. 13, iBl. i, 184. o 115, [ o. o. 1.88 1.32
15.886 284, 664, 215, 13&A. 14, 173, 13, 310 o, 117 [ n. 0. 1.5% 1.33
29.91 330. 706, 251, 1287. 22, 158, 16. - 337, [N 11a. n 0. 0. 1.57 1.54
21.%6 376 FAE. 286, 141l. 27. 218, 20. 265. 0. 115 ] 'R 0. 2.00 1.3
23.01 473, 790, 323.  1536. 32. 239 24. 756. 0. 120. a c. 0. 2.0% 1.35
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The storage area is defined by an SA record, where a size of 640 acres (1 Sq.mi.)
is specified. The LA record defines a lateral "spillway" along the channel between miles
3.5and 2.5. The spillway crest elevation is 17.5 feet and has no gated sections (WSP =0
in Field 3). When no gates are specified, the entire “spillway" length is assumed to be a
side channel weir. A WD record defines the weir to be 1320 feet in length with a crest
clevation of 17.5 feet. For this "spillway", equation 4-18 reduces to:

O, =CWH” O-1)
where: C = weir discharge coefficient = 3.0,
W= weir width = 1320 feet,
H = (average spillway water surface clevation) - (weir crest elevation),
n =15

The DB record connects the downstream boundary of reach 2 to reach 4. Reach 3
is identical to reach 4 except for the storage area.

Reach 4 is connected to reaches 2 and 3 via a UB record. A blank DB record is
used at the downstream end of reach 4. A downstream boundary condition (specified in
the UNET input file) is required to complete the input file. Although the study area ends
at river mile 0.0, a final cross section is added 10 miles further downstream to apply the
boundary condition. This technique is described in section D.2.

CSECT assigns node numbers to both input (ICS) and interpolated cross sections
and resolves all connections between the reaches. Table D-3 is the reach connection
table, while Table D-4 shows the node number assignments for input cross sections in the
four reaches. Both tables are standard in all CSECT output files.

Table D-3
CSECT Reach Connection Table.
10APRSS 11:24:55 PACGE 15
REACH CONNECTION TABLE
REACH TCST HODED ICsD HODED IUSTYF HUCOH | TRCH IDETYE ROCOW | IRCH
ttttt EELE Y L L) oy e e R T TT S R ddrwr Wokhdr Wdkkh L 11 Wbk ko k kdkk Wk Vedrvrdr wrddrd ok kd
1 1 3 5 5 [ 14

4 1 7 ]

L Lo tay Ll
WIS

1

2

] & 10 -] 16
4

19 1% 132 e 15

D-9
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Table D-4
CSECT Node Assignments.

2 3 o]
LOAPRSS  11:24:55
FAGE 16
NOLE LOCATIONS FOR REARCH 1
SECIHAE M ICS NOOE SECHEM FH 5 NQLDE SECHAM j2iz) ICS  HODE SECHAM R
ICE NODE
RN . waw R b Ees Ak kkd ko h [ wrm wEew PR Es

PR )

6.0 £.00 i 1 5.0 5.00 2 = 4.0 4.0% 3

il

RODE LOCATIONS TR REACE 2

SECHAM RE ICS  NODE SECHAM R ICS HNCDE SECTRAM FH 1e5 NOLE SECHAM =M
ICs  NODE
EkkhE T4 HEw RREE e - whd EEEE YT x SN 22 13 P v

LU L

2.99% £.00 4§ & 3.3 3.0 ] K 2.5 2.50 6 B 2.0 2.00

HODE LOCATIONS FOR RERCH 3

SECHRM RM IcE NOLE SECNAM M IT5 KODE SECHAM hii:d IS NQDE EECHRM EM
ICE NOLE
LA LL LY ) LA - Li Ll d ek bk E R hk ek LR R L L L W - e e e L E ]
T
3.9840 4.00 -} 10 1.598 2.00 g 1€

HNODE LOCRTIONS FOR RERCE 4

SECNRM RM ics NODE SECHAM B ICS NODE SECNAM Mt 108 MNODR SECHAM FM
ICE NHODE
*ERRE - e kR wkkk TS ek Rk kAW n* T Py i

R EwEw

1.587 %.00 10 17 1.0 1.0 11 22 .0 .30 1z 27 -10.8  -16.60
13 kn
LOAPRGS  11:24:58
BRCE 17

IN-LINE AND LATZRRL SPILLWAYS

O IBCTYF  N1IBC SECNAM  MZIRC WO {E WSE Z3F BE HE CWEIR AWEIR WEIRL

I N T T T L] hhkkE Tk " - *xn - -k P2 L 22 e EhEE
7 3.5 K -1 0.00 Q.00 17.359 1.00 Q.00 .00 17.50 1320.00

H 3
108PRGS 11:24:55
PRGE 18

EUGGESTED INITIAL STORAGE AREA ELEVATIONS

o ZBA

i 0.00

1OAPRSS 11:24:55
PAGE 18

ETORAGE ARERS
NG Sh HODE SUR AR ZMIN  ZSPMIN CONNECTING NDDES

1 i 7 B4, .00 .00

D.2 UNET Input File

Table D-5 is the UNET input file for this problem. After CSECT has created the
elevation - hydraulic property tables and computed reach connections, the unsteady flow
calculations can proceed. It is not necessary to rerun CSECT unless changes are made to
the CSECT inpnt file. The UNET input file contains program instructions and data
required by the RDSS, UNET and TABLE programs. This information includes:
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boundary condition data stored in DSS pathnames, program control "switches" and
variables, directly entered boundary and initial conditions, and specifications required to
write computed results to DSS files. Appendix C provides detailed descriptions for all
tnput to UNET.

A UNET input file consists of three title records followed by a series of
"command” records and associated "parameter” records. The command records contain
significant CAPITALIZED characters which specify specific routines to be performed.
Additional text can be added, which is a convenient sclf-documenting feature.
Immediately following most command records, parameter records pass specific variable
assignments to the program routines. Title and comment records should begin with an
asterisk and a space.

Table D-5
UNET Inpaut File.
* EXAMPLE 1
* TRIANGULAR HYDRCGRAPH WITH A 10000 <F8 CREEST
* EC at BM-10
* The first three lines should always be title records.
* I all commamd records, the significamt characters arc
¥ capitalized. Refer to Appendix © for details onm ali
* recovds usad.

Jok contxol

T T 15MIK 48 -1 F 6.8 F T -1 IGMIN

Print initial conditions.

WIite maximm wmter surface prafiles to D53,

Timestes T = 15 min.

Duration of rur = 0 (overiddem by TImg WINDOWH) .

Ho instantsneogs flow and stage profiles written to DES.

Leves routioes disabhied.

Implicit weighting factor theta = 9.8, based on previcus
sensitirity analysis.

Thiz cption not vet developed.

Print flow and stage at EY nodes and spillway/weir tlows at
each timestep.

Fo initial conditions file written,

15min PSS ilnterval far somputation of hydragraphs.

L L B R B R e

Set time peried for simulation inot required when all
bouncary condition data will be read from a S5 filel.
TTme WINDOK

OlRPRISS] OEOL OSAPRIPFL OBOQ

WRite hydrographs to dss (.DSs filetype added to £ilename)
exdl out

* Enter a hydroyraph as the Upstream boundary cendition, The
* format used is:

- Feach #, # of data points inm hydrograph
* Time i, Flow i,
* Time i+d, Flow i+1, ete.
* Lipear interpelation is used between entered data.
UBSTREAM FLOW hydrograph boundary condition at =04 4, reach 1
112
0 1ooo
1E 10000
30 1000
48 1000

A looped rating curve will be computed for use as the
dowsstream boundary copdition. Note: EYPSTE May be intraodoced
ints the ssluticn near this koundary as the approximation

<an be ipaccurate. This error can be eliminated by movd e
the condition further sdewnstream. The condition wiil

* be applied 10 miles downstream frem the end of the atudy arez.
-

LRI S

Dwnatrean MANNING's equation applied at BM ~10, reach 3,
4 .0000847

* Initial flows in ali reaches are required te start the
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+ galemlations. The format is: Reach i, Flow i, =<,
"

INITIAL FLOW distributien based on previons steady [low run.
4 1004
3 280
zZ 10
1 1000

* Tnitial water surface elsvetishs are remuired for all
* storagqe aress. The format is:
EStorage area L, water surface elevation i, ete.

-

INITIRL STORABGE area elevation
116

*

* Individually defined parameters. Far this problen, weir

* flow parameters are defined for the welr in Reach 2. A nop-

+ linear solation will be used, so the maximam # of iterations

* and a flow convergencs error criterion is recmired by the

* Hewton-Haphsen iterative solutieon scheme.

-
WFSTRB = 3.0
WEY = 1.0
MXITER = 20
QL = 5

%
* An end of job record must be at the hottom of all files.
Ed

After the title records, the job control parameters are specified. The
computational time step (DT) is entered and the DSS interval for computed hydrographs
is entered as character data. Only valid DSS intervals (HEC, 1995) are permitted and
must be selected greater than or equal to the computational time step.

The time window specifies the simulation period. It is required whenever time
series data is directly entered in the UNET input file to specify a boundary condition.
Computed hydrographs and profiles are written to the DSS file "PROBLEMI".

An upstream boundary condition is required for each reach with a blank UB
record in the CSECT input file. Similarly, a downsiream boundary condition is required
for reaches with blank DB records in the CSECT input file. For this problem, reaches 1
and 4 meet this criteria. Boundary conditions must be specified to span the entire
simulation time. A flow hydrograph is specified explicitly with a series of time-discharge
(hr-ft/s) pairs. Note that time 0 is equivalent to 8:00 am, April 1, 1991. Discharge
values are linearly interpolated between data points. This example shows the simplest
method to input a hydrograph. Other methods, including reading boundary conditions
from DSS, are described in Appendix C.

A looped rating curve is applied at the downstream boundary of reach 4. The
initial friction slope is set equal to the bed slope and is recomputed at each time step. The
friction slope is then used in Manning's equation to solve for stage based on the current
discharge. As described in Appendix C, this boundary condition only provides a rough
approximation of the actual unsteady flow rating curve; therefore, errors can be
introduced into the solution. A simple technique for eliminating these errors is to apply
the boundary condition further downstream. In this example, ten miles of stream have
been added to reach 4 in the CSECT input file, and the boundary condition is applied at
river mile -10. The penalty for applying this procedure is an increase in computer
solution time, as fifty interpolated cross sections are added to the system.
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Initial conditions of flow and stage are provided at each cross section, as is the
initial water surface elevation in the storage area. The initial flow distribution is
specified from downstream to upstream for each reach. UNET performs a step-
backwater analysis to compute the initial water surface profile. In this problem, the
initial flows are the result of a previous steady flow simulation. An initial guess of the
flow distribution was used (Q1 = Q4 = 1000 /s, Q2 = 200 f*/s, Q3 = 800 ft*/s) and the
model was run until steady state conditions occutred. These values (Q2 = 290 ft’/s, Q3=
710 ft*/s) were then used in the unsteady flow simulation. This procedure eliminates
errors due to non-steady state initial conditions.

Depending on the problem, additional numerical parameters may be necessary to
control the unsteady flow solution or to fine tune specific computations. Default values
are listed on pages 6 and 7 of Appendix C. For this problem,

WEFSTAB = 3.0, Weir flow stability factor

WFX=2.0, Weir flow submergence exponent

MXITER = 20, Maximum # of iterations in the nonlinear Newton-
Raphson solution scheme

QTOL =5 ft3/s, Discharge convergence etror criterion for Newton-
Raphson

WFSTAB and WFX affect the solution of weir flow equations. The default valye for
MXITER is 0, i.e., a linearized solution method will be performed. Although this scheme _
may be faster than the nonlinear scheme, the linearization of terms in the unsteady flow
solution matrix may result in less accurate solutions.

D.3 Results

Figure D-4 compares inflow hydrographs at the upstream boundary, river mile
6.0. The error introduced by placing the downstream boundary condition at river mile
0.0 influences stage results over the entire length of the system. Figure D-5 compares
hydrographs for the flow split at river mile 4.0. Due to the wider channel, reach 2
conveys a larger portion of the total flow than reach 3.

Figure D-6 compares hydrographs on either side of the weir and storage area in
reach 2. Once water begins to spill into the storage ares, stage below the weir remains
nearly constant until the water level in the storage area equals that in the channel. Flow
in the channel below the weir drops to nearly zero as most of the water flows into the
storage area, then increases again as the storage area water surface begins to equalize
with that in the chanmel.

Figure D-7 compares hydrographs for the flow combination at river mile 2.0.
Again, when water is spilling into the storage area, flow in reach 2 drops to nearly zero.
At that time, flow in reaches 3 and 4 are equal, verifying that continuity is being
maintained,
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Figure D-8 compares two sets of maximum water surface profiles, showing the
effect of tocation of the downstream boundary condition. Recall that the study area is
composed of reach 1 (river mile 6.0 to 4.0), reaches 2 and 3 (4.0 to 2.0), and reach 4 (2.0
to 0.0). The dashed line is the profile computed when the downstream boundary is
placed at river mile 0.0, while the solid line is the profile computed when the bowmdary is
moved ten miles away from the study area. The difference in profiles can be understood
by considering Figure D-9. This figure compares rating curves computed at river mile
0.0, The dashed curve is the downstream boundary condition applied at river mile 0.0. It
is essentially a single-valued, monotonically increasing relationship, typical of steady,
uniform flow conditions. The solid curve results when the boundary condition is
relocated ten miles downstream, and represents the looped curve characteristic of the
channel at river mile 0.0. Note that maximum stage for the dashed curve is higher than
the stage for the same flow on the solid.curve. For this problem, the error is shown to
impact the results for the entire six miles of channel (recall Figure D-4).

When applying this type of downstream boundary condition away from the study
area, the actual geometry of additional cross sections should be used. The prismatic
channel used for reach 4 allowed use of a simple repeat cross section. If the added reach
length contains backwater effects such as tributary inflows or hydraulic control
structures, they should be included in the model as well.
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Figure D-4 Inflow Hydrographs at Reach I, RM 6.0.
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Figure D-5 Hydrographs for the Flow Split at RM 4.0.
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Figure D-6 Hydrographs at Weir in Reach 2.
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Example Problem #2

Advanced Features
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Maximum Channel Wicith

Reoches 1 & B - 453*
Reoaches 2, 3, & 4 — 407
Reoches 5, 6, & 7 - 207

Elipticol Cul.

Lateral
Spiitway

Riser Pipe

One=Way Circular
Culvert

HNote

The diection of positive
flow Is Indicoted by the

Bridge
arrows.

Figure D-10 Diamond Shaped River System.

To demonstrate some of the advanced features of the UNET program, a model
was developed of the diamond shape that is shown in Figure D-10. The system consists
of § reaches and 4 storage areas that are interconnected. The hydraulic structures in the
system include; culverts, a pump diversion, riser pipes, a lateral spillway, weirs, and a
bridge. The geometry file is shown in Table D-6 and the boundary condition file is
shown in Table D-7.
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Table D-6

Geometry File for the Diamond Shaped System.

PR ON

TIREACH 1

T2 SFWMD DIAMOND
T3 BARKAU APRIL 1991
*

* XK record is used to define hydraulic table limits and cross-section
* interpalation.
*

XK 50 20 1
XI 25
3

UB

*

NC 08 .08 .030
*

X1 606 B 100 145 5280 5280 5280

HY 1RM60

GR 33 0 15 10 13 100 8 105 3 140
GR 13 145 15 240 33 250

L]

X1 50 8 100 145 5280 5280 5280

HY 1IRM5.0

X3 30 999 220 .99¢

GR 325 0 145 10 125 100 25 105 25 140
GR 125 145 145 240 325 250

*®

Xl 40 8 100 145

HY1RM40

GR 32 0 14 10 12 100 2 105 @2 140
GR 12 145 14 240 32 250

*

* Downstream Boundary of reach 1 connects to reach 2 and 5.

*

DE 2 5
*

T1REACHZ .

T2 SFWMD DIAMOND
T3 BARKAU APRIL 1991
*

* Upstream Boundary of reach 2 connecis to reach 1.
*

UB 1

*

X1l 4D B 50 90 2640 2640 2640

HY 2RM 4.0

GR 3 0 14 10 122 50 2 55 2 &
GR 12 90 14 120 33 130

*

* The next record is a Pump Diversion. Water is diverted from reach 2, at
* river mile 4.0, info storage area nurnber 1. The pump is turned on at

* elevation 23 and off when the water drops down to elevation 21. The

* fiow rate of pumping is 100 cfs.

*

PD 2 40 171 21 23 100
X18.496 3900 3900 3900 .25
¥

* The defatﬂtforﬁleprogramistouseafamilyofraﬂngames, rather
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* than exponential equations (not recommendedy}, for the following bridge and
* rulverts. To use the exponential equations apply an FA OFF command, e.g-

*

* FA OFF

*

¥13400 8 50 65 50 50 50 -25
HY RCH 2 SEC 3.40

%3 55 20 60 20

GR 33 0 14 10 1 50 3 55 3 &0
GR 3 65 14 120 33 130
*

* The newt threa records desribe a circular culvert crossing, between sections
* 34 and 3.39.

*

cc 6 3 3 30 023 7 O

WD 1 30 20 100

CL

*

X1 8.390 4000 4000 4000 -25
HY RCH 2z SEC 3.39

X3 55 20 60 20

® .

X1 20 ~75
HYZ2RM20

#*

* The downsfream boundaty of reach 2 connects to reaches 3 and 4.
®

DB 3 4

E S

T REACH 3

T2 SFWMD DIAMOND

T3 BARKAU APRIL 1591

E

* The upstreamn boundary of reach 3 connects to reach 2.

%

m 2

*

X110 & 50 90 5280 5280 5280 =75
HY3RM10

GR 8 0 14 1 12 5 2 5 2 8
GR 12 90 14 120 33 130
%

* The next four records describe two storage areas located in the center of
* the diamond shaped reaches.
*

SA 1 000 ©0 2 6
HS CENTERIAKE

SA 2 1000 O

HS SECOND LAKE

*

* The following SC record defines a "Special Connection” in the stream network.
* Special connections can be defined betwean two storage areas or from a

* river reach to a siorage area. The next four records describe a special

* sonnection between storage area 1 and 2. The connection is defined with a

* riser pipe and a weir.

*

sC 1 -2

RE 5 26 25 50 022 7 24 115 16
WD 1 25 165 500

RL 20 20 115 19 116 192

*

X1 00 7900 7900 7900 -75
. .
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* The downstream boundary of reach 3 ic storage area number 1,
*

bB -1

¥

T1 REACH 4

T2 SFWMD DIAMOND

T3 BARKAU APRIL 1991

*

* The upstream boundary of reach 4 is reach 2
. ;

m 2

*

X1 20 8 50 90 500 500 500 -.75
HY4RM 2.0

GR 8 0 14 10 12 80 2 5 2 &5
GR 12 90 14 120 33 130
*

¥ The next four records describe storage areas 3 and 4.
x

SA 3 1000

HS THIRD LAKE

SA 4 1000

HS FOURTH LAKE

*

* The LA and WD records are used to describe a lateral weir from teach 4 into
* storage area number 4.

*

A 4

WD 1 3 10 50

*

* The next four records describe a "special connection” between storage area
* Zand 4. The conmection Is a riser pipe and a weir,

®x

5C 3 4

Rl 5 26 25 50 022 7 24 14 16

WD 1 25 165 500

RL

*

X119 8 50 90 10000 10000 10000 -75
HY 4RM 2.0

GR 3 0 14 10 12 5 2 5 2 85
GR 12 90 14 120 33 130
*

X1l 00 2.0
HY4RM (0.0
*

. ¥ The downstreamn boundary of reach 4 is reach 8.
*

DB 8

x

T1 REACH 5

T2 SFWMD DIAMOND
T3 BARKAU APRIL 1991
*

* The upsiream boundary of reach 5 is reach 1.
W
uB 1

*
X13.999% 8 50 70 10560 10560 10560
HYSREM5.0

GR 33 0 14 10 12 50 2 5 2 65
GR 12 70 14 120 33 130

*
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X1 20 -1
HY5RM 2.0
*

* The downsiraam boundery of reach 5 is reach 6 and 7.

®

DB 6 7

¥

TiREACHG

T2 SFWMD DIAMOND

T3 BARKALT APRIL 1991

x*

* Upsiream boundary of reach 6 is reach 5.
EY

UB 5

*

X1 10 & 50 70 10560 10560 10560 -1
HY 6BM 1.0

GR 33 0 14 10 12 50 2 5 2 65
GR 12 70 14 120 33 130
*

X1 00 a
HY 6 EM 0.0
*

* Downst C
ream boundary of reach 6 is storage area number 1.
E ]

DB 41

*

T1REACH 7

T2 SFWMD DIAMOND

T3 BARKAU APRIL. 1591

*

* Upstream boundary of reach 7 is reach 5.
*

UB 5

E

X1 20 8 50 70 G600 560 5H60 -1
HY 7EM2.0

GR 33 0 14 10 12 50 2 5 2 65
GR 12 70 14 120 33 130

*

* The next four records describe a special comection from rech 7 to storage
* area number 2. The special connection iz a circular culvert. The culvert

* only allows flow to go from storage are 2 into reach 7. This is controlled
* by field seven of the CC record.

#

sC 2

cC 6 8 8 20 022 7 -
WD 1 25 17. 100

CL .

X1l 1.9 10000 I0OGO 10000
HY 7RM 1.9

L

X1 00 2
HY 7 RM 0.0
*

* The downsirearn boundary of reach 7 is reach 8.

*

DB 8
*

T1REACH 8
T2 SFWMD DIAMOND
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T3 BARKAU APRIL 1991

*

* The upstream boundary of reach 8 is reach 4 and 7.
=

UB 4 7

£

* The next four cross sections area used with the special bridge option.

* The special bridge option (BR record) allows the flow to Transition between
* low flow, pressure flow, and pressure and weir fiow.

*

* FULL WIDTH CROSS-SECTION
*

X1 20 8 100 145 150 150 150 -1

HY 8RM 2.0

GR 31 0 18 10 11 100 1 105 1 140
GR 11 145 13 240 31 250

*

* UPSTREAM CONSTRICTED CROSS-SECTION
*

X119 & 100 145 50 50 50

X3 70 999 170 999

GR 15 0 15 100 11 100 1 105 1 140
GR 11 145 15 145 15 250

*®

* BRIDGE DATA
L]

BR 12 10 16 8 11 15 3.0
WD 1 3 15 100

BL 28 29 7

*

* DOWNSTREAM CONSTRICTED CROSS-SECTION
*

X1 189 8 10D 145 600 600 600

X3 70 999 170 999

GR 15 0 15 100 11 100 1 105 1 140
GR 11 145 15 145 15 250

*

* FULL. WIDTH CROSS-SECTION
*

X1 180 8 100 145 4500 4500 4500 -1
HY8BEM 1.8

GR 31 0 13 10 11 100 1 105 1 140
GR 11 145 13 240 31 250

.

X1 10 5 100 145 5280 5280 5280 -1
GR35 0 125 10 105 100 5 105 5 140
GR 105 145 125 240 325 250

*

X1 00 8 100 145 -1
HY 8 RM 0.0 :

GR 30 0 12 10 10 100 0 105 O 140
GR 10 145 12 240 30 250

*

* Reach 8 is the end of the madel, therefore the dewnstream boundary does
* niot connect to another reach or storage area. The downstream boundary
* of reach 8 defined by mannings equatior; i.e. a normal depth rating,

* This rating ecurve is defined in the UNET input file.

*

DB

%

EJ
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Table D-7
Boundary Condition File for the Diamond Shaped System.

*EXAMPLE NO. 2

+ TRIANGULAR HYDROGHRAPH WITH 10000 CFS AS A CREST
* DIAMOND HEC'S

%

JOB CONTROL

TT15MIN48 -1 TO6FF-1 IHOUR

*

TIME WINDOW
01JAINI1990 0200 04JAN1990 0800
*

UPSTREAM BOUNDAKY
1

&

0 100

24100

36 1000

39 5000

54 1000

74 100

*

CRITICAL UPSTREAM BOUNDARY AT REACH 1
1500

L

LATERAI, INFLOW INTO STORAGE AREA 1

-1

2

0100

100 100

EY

LATERAL INFLOW INTO STORAGE AREA 3
3

6

010

2410

36 1000

395000

54 1000

7410

*

DOWNSTREAM MANNING'S EQUATION
8.0000947

*

INITIAL STORAGE AREA ELEVATIONS
i1l
210
312
410
*

WRITE HYDROGRAPHS TO DSS
ex02_out.dss
*

INTTIAL FLOW DISTRIBUTION
8100

720

610

530

460

210
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270
1100
*
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Example Problem #3

Ice Cover
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In this example, flow in a river with an ice cover was modeled. The ice cover was
assurned to begin 8.5 miles upstream from the downstream end of the river and to extend
along the river for approximately 4.5 miles. The channel was a single river reach 20 miles
long. The ice cover was assumed to be 1 foot thick in the lefi and right overbanks and 2
feet thick in the channel. The ice cover was assigned a Manning's » value of (.07 (a
rather large value, corresponding to an ice cover composed of rough broken ice pieces,
for example), and a specific gravity of 0.916 (typical specific gravity of freshwater ice).

The initial flow rate was set at 500 ft'/s along the entire length of the river. After
approximately 6 hours, the flow rate entering the upstream end of the river was increased,
and reached a peak of about 18,000 ft*/s 18 hours after the start of the simulation. The
entering flow was then decreased and reached about 1800 ft*/s after 40 hours of
simulation. The flow rate was then slowly decreased to 1670 ft*/s over the next 24 hours.

The simulation was then repeated. However, for the sccond simulation the ice
cover was removed. This allowed the water surface profiles for open water and ice cover
conditions to be compated, as well as the flow and stage hydrographs at specific cross
sections.

It is important to realize that, although UNET can model the influence of a stable
ice cover on the channel hydraulics, the program will make no determination as to the
appropriateness of the ice cover input data. As is well known, ice covers are only 'stable’
under 4 limited range of flow conditions. A stable ice cover is one that remains in place
without failure. Failure of an ice cover is generally termed 'break-up?. Break-up of an
ice cover can be induced by an increase in the flow rates in the channel, a weakening of
the ice cover through the input of heat, or perhaps by other means. UNET will make no
Jjudgments regarding the stability of the ice cover being modeled, and it is up to the user
to decide if the ice cover will be stable under the range of hydraulic conditions modeled.

CSECT Input File

Table D-8 is the CSECT input file for this problem. Appendix B contains
detailed descriptions of each input record. The ice cover is described using an IC record.
Note that the ice cover starts at cross section #5 and extends to cross section #8. It is
important to note that cross section #8 is considered to be ice free. The ice cover
information supplied by each IC record is assumed to start at the first cross section down
stream of the IC record. The ice cover will be assumed 1o exist at all nodes interpolated
between cross section #5 and eross section #8.

To remove the ice cover for the second simulation, the IC lnes in the CSECT
input file were simply commented out by placing an asterisk at the start of the line.
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PRON

T1 ST.R.REACH
T2 ICEEXAMPLE
T3HEC

UB

*

NC 07 07 Q03

* ICE DATA FOR STRAIGHT RIVER REACH

¥C 1.0 10 20 07

* CROSS-SECTION 1

*

XK 9,93 125 3

¥12000 & 370 470 13200 13200 13200
HY RCHi SECI

70 938

GR 1000 00 950 20 948 370 938 380 9338

GR 948 470 950 770 1000 790
x

* CROSS-SECTION 2

*

XK 999 13 3

X1 175 8 370 470 9800 11200 10560
Z0 933

HY 1 SEC2

Table D-8
CSECT Input File,

460

CR 995 50 945 70 943 370 933 380 933 460

GR 943 470 945 720 995 740
*
* CROSS-SECTION S

*

XK 999 145 3

X1 165 & 420 495 B150 8250
20 929

GR 991 200 941 220 939 420
GR 939 495 941 &35 991 715
s

* CROSS-SECTION 4

XK 12.99 15 &
X1 140 8 445 505 5280 5280
20 926

GR 9838 300 951 320 93% 445
GR 939 505 951 635 988 655
*

* CROSS-SECTION 5
IC 10 10 20 (07
L]

¥l 130 & 470 530 5280 5230
Z0 924

HY 1 5ECS .

GR 98 325 ©49 345 937 470
GR 937 530 949 630 986 650
*

* CROSS-SECTION 6

*

XK 1299 1.3 .50

X1l 120 & 470 3540 8230 7920
Z0 922

HY 1 SEC6

GR 984 300 947 320 935 470
GR 935 540 947 690 984 710
*

* CROSS-SECTION 7

929

5280
926

5280

024

7920

922

430

450

475

475

929

926

924

g22

485
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*

XK 11.99 125 50

X1 105 8 470 560 10560 10560 10560
20 919

GR 981 250 941 270 931 470 919 480 919 550
GR 931 560 941 760 981 780
x

* CROSS-SECTION 8
*
IC 10 10 20 07 .1

XK 999 1¢ 3
Xl 85 8 530 630 15840 15840 15840
20 915

GR 977 200 927 220 925 530 915 540 915 620
GR 925 630 927 880 977 900
*

* CROSS-SECTION 9
&

X1 55 8 420 525 20040 29040 20040

20 °09

HY 1 SECO

GR 971 50 921 70 919 420 o09 430 909 515
GR 919 525 921 825 97F 845

*

* CROSS-SECTION 10

X1 00 8 420 528

Z0 838

HY 1 SECI10

GR 960 50 910 70 908 420 898 430 808 515
GR 908 525 910 825 960 B45

x

DB
&
EJ

As described earlier, CSECT calculates a table of the geometric and conveyance
properties at each cross section. At those cross sections where an ice cover is specified,
the tables are modified to reflect the presence of the specified ice cover. The area of the
channel is reduced to account for the submerged portion of the ice cover. The
conveyance is modified to account for the composite roughness of the channel and the
increase in the wetted perimeter of the channel. The composite roughness is found by
combining the channel Manning's # value and the ice cover Manning's # value using the
Balokon-Sabaneev formula (Ashton, 1986). Generally these modifications will have the
effect of reducing the channel conveyance. The reduction in conveyance may be
dramatic even in channels where the submerged area of the ice cover is quite small. This
can be seen in Figures D-12 and D-13 in which the open water and ice~covered cross
section areas and conveyances are shown for a typical cross section in this example.
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Figure D-12 Open water and ice-covered areas.
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Figure D-13 Open water and ice-covered conveyances.
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An example of the table produced by CSECT is shown in Table D-9. Note that

ice information is displayed immediately before the table.

Table D-9
CSECT Table Output,

pi=1} By R BATA AT A.H. Jaa000
ICE THIGMESS: Lak: 1.00 $Hr Z.00 ROBr 1.0 It ot [N SEEC, GRAY, . 4,818
Iesd b, CWEES 3EOTION PROFEFIIIS BT RN 13,000
ELTV ALE AR BRFR LA TCH CROE LAY TIARER, ™ SLoB
RO AL BETH
iLnl — * ifenz] £ 13} (ECmE]
Pt [ e aaan - -
825,04 . 1. Tt 9. LA . 1. 0. &
1.00
#2704 o LA ax 0. r. . Bl. -
1.00
WAL v o, [ ' B, o 52, P
1.00
DI . o, . a. Lha o 53 0.
148
4nl.0a " A 1. a. 1T, . LN a.
oo
833, % . a. o Ta 25. a. 19 &
.00
#3184 £ M. N 4. = 51, L8
235,34 oo a1 . 14, o 53, .
937,84 o ELRY a. 5d. 9. L1 t.
EELET) 0. [N a. B, 9. 8. 0.
40,84 - Ta. . 4. a. 1lbs G
ELERY-T] 2. 8. 2. [N - 143, L
240,84 & 11é. i 110 -5} 1Tz -
ME A LS . T 143. 0. 199, B
Fa6.BE 15, 4. . =Tt . T o.
CLER F=B 168 1a. a0t 0. 05, 9
409 B =N 92, 4. 1. 4 B4 a_
Eaie L 1406, 7. 2% . ELEN b 2uT. oo
P52.94 1556. 4. 2ra. 51. EELN 0. *ah. 0
o,
ARd. 22 Lhdb. . 46, £, 383, Lh 250, o.
0.
¥55-84 1736, LLEN £6d. ul. 42, LB 251 9
I = BI4.C0 -
TrRERAn AB13i157
st 4
e LA ICE DATA AT R.M. 12,500
ICC TRICKNEEE: ks T.bD BH: 200 HOW: .00 = eay? EREC. GREN s Lt
ek L, OROGS ERGTICH PHURERTIES AT H.M. 12,000
v o PCH PROR RAZR oLen TOE TROE CoHY BAREN T
SR 5 PLEHA TR
(3431 f£=*2 + - 1 > reeril $23) rtmsama | 14 ] e}
i - ———— bR ———— R,
aza.84 0. L. LN 1. L a. n. T . LN L5
a. L 103 1.00
425,14 4. (=N 9. a . o ;-9 On [N
oo i.00
E=LTRE] o T £ S o. A o. 62, o
o 1.49
27474 '8 . . 160 1 9. fi. 3. .
9. Lo
LR a. 0. 9. - b 17, o Flo LS
a. Bz
3.5 a. LN Da . o 4. o LN [N
a. 1.00
QdL.E1 2 L' e 3z. 9. 3z, o bE. o
-8 1.00
232,74 . o, o. 9. 4. a. (78 .
. 1.08
A2 . a. ar L3 5. LN ae_ 2.
o. 1.0
FEL 1] e Qe a. LN o &2, B 9. o
e a. 1.00
LT £ Ads. 5 L . LS T o. a3. o.
& . 1.o2
230,34 e T, al. €. PR a. Y. . 126, .
B a- 1.10
AZG_dE TH. i, T -4 Lz, I 1048, L bE-LH a.
o. 1.3z
LIUR p L1 Ld6. 3 144, 3. 125. Uy 8L, e
a. L.3<
.04 5. E¥E-N 7. 134, T Lak. Q. 223, &,
. 1.48
ELFPELY ELLE 13z M. 11. 15%. F= ard. LS Zoky Q.
o Fa 1.57
B alk. 1as2, 476, 1T. 1Ta. 17. k. . 2ED. o
L e 1.AT
pricmT] €09, PR ¥ =L 254 =1 e . 230. . a2k, -5
a. . L.74
T2 L 5T Ll M. Pl 3. £76. o 353 t.
L. a. 180
ELLPELY 994, 1gan. M. a7 223, AT pr- a. e a.
n e 1.B0
ELER A Llga, 1754, 1130, LN Thd. e L o, Trz. L
u. o .74
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UNET Input File

There are no changes required to the UNET input file when the ice option is selected.
The UNET input file for this example is the following:

Exzmple Problem #3
SINGLE REACH STREAM
ICE

*

* Job conirol mformation
®

JOB OONTROL
TTEMIN 48 6 F 0.6 F F -1 20MIN
*

*
=

* Read upstream inflow hydrograph from DSS
*

OPEN DSS FILE
EX03_INDSS
»*

UPSTREAM FLOW HYDROGRAPH

1
/WORKSHP2/SECT/FLOW/18MAR1991/30MEN/INFLOW/
*

¥ Specify downstream boundary condition with Marming's.

* This boundary condition was placed 5.5 miles downstream
* of the study area, .

&

DOWNSTREAM MANNINGS
10.00038

*

* Set initial conditions in the reach
*

INITIAL F1.OW CONDITIONS
1500

S Close previcusly opened DSS file

=‘C‘J.‘_OSE DSSFILE

: Set maximure number of iterations for Newton Raphson iteration scheme
EG)GTER =10

: Set siage tolerance to 0.01 #, for convergence criteria

*ZTOL=0.01

: Open PSS file for writing results

TIME WINDOW

1EMAR1991 0030 20MAR1991 2400

WRITE HYDROGRAPHS TO DSS'

EX03_OUT.DSS
EJ

Results
All data requested by the user to be written to the DSS data file will be written

without modification. In addition, if the user has selected the Job Control Option in the
UNET input file to write instantaneous flow and water surface profiles to DSS, (Variable
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PT on the JOB CONTROL record), the instantaneous top and bottom ice surface
clevations are also written to DSS (see Appendix B for details). In the following figures,
two of the instantaneous profiles are displayed; one with ice, and a second profile in
which the ice cover was removed. The open water results are shown by the data marked
by the circles. A brief discussion of the results, based on the figures follows.
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In Figure D-14, the discharge hydrographs caleulated at the downstream end of
the river (SEC10) are shown. It can be seen that the open water hydrograph (dashed line)
peak occurs before the ice-cover peak (solid line), and that the ice-cover peak is smaller
than the open water peak. Both of these results can be attributed to the reduction in
conveyance caused by the presence of the ice cover. This is true even though the ice
cover covers only 4.5 miles of the 20 mile channel.

farn
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Figure D-14 Open water and ice-covered flows at the downstream end of the river (SEC10).

- InFigure D-15, the open water and ice-cover water surface profiles are shown at
the start of the simulation. At this time the flow is approximately 500 f*/s along the
entire length of the channel. The reduction in conveyance caused by the ice cover is
clearly evident in the raised water surface profile relative to the open water profile which
extends over the length of the cover and for some distance upstream. It is this reduction
in conveyance which reduces the peak of the hydrograph and delays its passage.
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Figure D-15 Open water and ice covered water surface profiles.
(Open water data marked with circles.)
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In Figure D-16, the open water and ice-cover profiles are shown at a later time.
At this time, because the open water hydrograph leads the ice-cover hydrograph, it can be
seen that the open water stages in the downstream half of the river are greater then those
of the of the ice covered stages.

SFAN WATER & Twr AWNF SSTTAN [OF PABSILES EAMARTHEY AY immn

L®O. 1M NILES

Figure D-16 Open water and ice covered water surface profiles.

In Figure D-17, the reverse of Figure D-16 has occurred. The open water
hydrograph has largely passed through the river, and because the ice-cover hydrograph
has been delayed, the stages in the downstream half of the river with an ice cover are
greater.




JTee Cover

SFEM WATER 4 TWFr ARF ZFITEM IGEN FABF|LES IEMARIFRF] AT SBED

L I I B -

LI L

o

LS. 1M MILED

Figure D-17 Open water and ice covered water surface profiles.

In Figure D-18, the open water and ice-cover stage hydrographs are shown at the
upstream end of the ice cover (SEC5). It can be seen that at this location the ice-covered
stages always exceed the open water stages.
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Figure D-18 Open water and ice-covered stag
cover (SEC5).
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Missowri River Levee Conveyance Routing

Appendix E-1
Missouri River Levee Conveyance Routing

1. Introduction

During large flood events on the Missouri River, agricultural levees are
overtopped and there is significant overbank flow. The method of handling Jevees in
carlier UNET versions simulates levee systems as storage cells defined by a surface ares
and height of levee above the ground elevation. Levees arg breached based upon a time
at which the breach begins or on river stage versus top of levee elevation. This
methodology is inadequate for modeling multiple levee system breaches along the
Missouri River such as occurred in the 1993 Flood. To overcome this problem, a unique
levee algorithm was developed and programmed for UNET. This new UNET levee
algorithm simulates the unique hydraulics of the Missouri River levee system that
evolves during large flood events.

These levees present a peculiar modeling problem. Up until the transition point, the
levee interior operates as a cell which communicates with the river through a breach or
breaches in the embankment. This scenario can be modeled by assuming that the levee
interior functions as a storage cell or lake and then the breaches can be modeled either as
simple embankment failures (linear routing connections) or as complex embankment failures
(hydraulics computed from breach geometry). When the river flow exceeds the transition
discharge, the area behind the levee no longer acts as a cell, instead it becomes a part of the
river, conveying flow. Thus, we have two conditions that must be simulated -- a storage cell
and a flowing river.

The “Kansas City leves algorithm™ was developed which models a smaller levee by
simulating it as a storage cell during breaching and at lower river discharges. When a certain
transition discharge is exceeded, the area and conveyance of the cross-sections of the
floodplain behind the levee are added to the river cross-sections and channel-floodplain
routing starts. The channel-floodplain routing continues until the river flow drops below a
cessation discharge when the levee cross-section properties are subtracted from the river
cross-sections and the cell routing is restored.

The following different states of flow are defined:

1) Levee failure. A breach forms and the water enters the levee through the breach,
filling the levee interior (Figure 1). :
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2) Storage cell routing. The leveed area has filled and multiple breaches have
formed along the entire length of the levee frontage. The breaches still restrict the flow to
and from the leveed area and the levee interior resembles a lake (Figure 2).

3) Transition from a storage cell to channel-floodplain routing. The flow in the river
exceeds a critical discharge and the levees no longer control the flow. The breaches in the
levee no longer restrict the flow; the water surface in the levee interior approaches the slope
of the river and the floodplain conveys flow downstream.

4) Levee interior conveys flow. The siope of the water surface approaches the slope
of the river and the flow is routed over the river and floodplain (Figure 3).

5) Transition from channel-floodplain routing to storage cell routing. The river flow
has dropped below the cessation discharge. The breaches along the levee frontage once
again control the flow to and from the leveed area and the levee interior begins to act as a
lake. The leveed area returns to storage cell routing.

~ 6) Cessation of storage cell routing. The elevation of the water surface inside the
cell falls below the minimum elevation of the cell interior. The levee is considered to be
repaired.

Figure 1. The levee system, functioning as a cell, is filled by flow through the breach.
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Figure 2. The filled levee, still functioning as a cell, exchanges water with the river through
multiple breaches.

Figure 3. The levee breaches enlarge to a point where the once protected floodplain
conveys flow,
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2. Modeling Approach

The UNET program is a one-dimensional modeling system that can simulate a
network of open channel and an interconnected network of lakes. The modeling approach is
as follows:

1) Model the levees during failure and storage routing through a network of lakes.

2) Convert the levee interior into floodplain area and begin channel-floodplain
routing,

We are therefore, modeling the levees as storage cells, converting the cells to cross-
sections and modeling the flow through the levee as a channel and floodplain flow and then
converting the cross-sections back to storage cells.

Because the levee interior must become a routing reach, the interior must be
described by cross-sections. Therefore, to maintain the continuity of water, the volume of
the storage cell must be defined by cross-sections. When the levee is breached, the water is
transferred to and from the river through the breach and the storage is modeled by the cross-
sections. When the levee has filled, numerous breaches are assumed to have formed along
the entire length of the levee frontage. The water is routed to the leveed area along the entire
Jength of the levee frontage. When the interior is conveying water, the area and conveyance

properties of the cross-sections inside the levee are added to the river cross-sections; thus
creating a river with a floodplain.

3. Levee Variables

The primary variables that describe the levees are:

RMLVU -- Upstream river mile of the levee frontage

RMLVD -- Downstream river mile of the levee frontage.

ZOSLV — Initial elevation inside the levee storage.

ZBRCH -- The river elevation when the levee fails.

RMBRCH ~ The river mile of the breach.

ROUTLVIN -- Linear routing coefficient for inflow (hours-1).
ROUTLVOUT -- Linear routing coefficient for outflow (hours-1).

XNLV - Manning’s # value behind the levee.
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QFPON - River discharge when the floodplain starts to convey flow.

QFPOFF — River discharge when the floodplain stops to convey flow.

4. Levee Storage

The leveed area storage is described by cross-sections. River cross-sections are
entered from bluff to bluff, including the area behind the levee. The levee storage is
separated from the river cross-section by encroachments using the X3 card. When the
CSECT program computes the propertics (area and conveyance) for the cross-sections, it
also computes the elevation-area table for the storage behind the levee. The storage within
the levee is computed by the average end area method; thus for elevation z, the storage is

z, (A(z, )J'-1 + A(z, )_{ )'ij—l
_,r;n 2

P

(D

where: j =the cross-section number.
m = the upstream cross-section.
n = the downstream cross-section.
Aj = the area function for cross-section j.

Ax;j. 1 = the distance between cross-section j-7 and j-
S. Storage Routing to and from the Levee

Storage routing to and from the levee is governed by the hydrologic continuity
equation,

av
=20 @

inwhich ¥ is the volume inside the levee and Q; is the flow to and from the levee.
Positive flow is into the leveed area.

6. Levee Breach

A levee is assumed to be overtopped and breached when the river elevation at the
breach exceeds a specified failure elevation orat a specified time of failure. Two modes of
filling are supported; linear routing into the levee storage and constant flow during a time of
filling. '
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' Linear routing assumes that the flow is proportional to storage in the leveed area that
can be filled. The available storage is defined as

AS=V(z)-V(z;) ®

where: AS= the available siorage.
zg = the river elevation at the breach.
V(zg) = levee storage if the water surface inside the levee is the same as the river
elevation at the breach.
zJ, = the water elevation inside the levee.
V(z1) = existing levee storage.

During formation of the levee breach, the linear routing coefficient cannot be
assumed constant. At failure the river elevation is high and the levee interior is nearly empty
and the available storage is very large. Potentially, at failure, the discharge into the leveed
area could be very large. To create a more realistic scenario, the linear routing coefficient is
increased during a period of time which cortesponds to the time of breach enlargement. The
linear routing factor is given by

o, @
renf HEE
where: r = linear routing coefficient.
t = simulation time.
tfail = time of failure.
tenlarge = time of enlargment.
tin = linear routing coefficient for inflow.

The flow into the levee by linear routing is given by:
Qm =r-AS (5)

I the time of filling is specified, then the levee is assumed to fill over that period.
The flow into the leveed area is given by:

AS

[+ 1))

On= ()

in which fgy; is the time of filling.
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7. Storage Routing

After the leveed area has filled, numerous breaches are assumed to have formed
along the levee frontage and water passes between the river and the levee along the levee’s
entire length. The flow to and from the levee is given by the linear routing equation,

g, =r-AS, (7)

where:  Qf, =levee flow.
r = linear routing factor (hours-1).
ASp = change in storage from cross-sections and river elevation.

Because the breaches are assumed to be uniformly distributed along the frontage, the
potential levee storage is assumed to have the same slope as the river; therefore, the change
in storage, ASR, is computed using the average end area method and area at each levee
cross-section between the river elevation and the leveed area elevation,

a5, -3 [(A(zj.l)j.; tAE) ) Axy (AE) 0+ Az, A% J ®
Jmm], 2 2
where: z; = river elevation at cross-section j.
z] = levee elevation.
m = the upstream cross-section.
n =the downstream cross-section.
Aj = the area function for cross-section J.

The flow is distributed along the levee frontage by distance; hence,

'Axf
QLj =0, - m 9

8. Transition to Open Channel Flow behind the Levee

When the river flow exceeds a critical value, the area inside the levee begins to
convey flow. To transition from storage cell routing to open channel flow the following
steps must be performed. '

1) The water surface elevations of the levee cross-sections must equal the water
surface elevations of the adjoining river cross-sections; therefore the storage
inside the levee must equal the potential storage from the river elevations. The
linear routing from equation (7) continues with a routing factor of r=0.17.
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When ASR is less than 1% of the total storage, the linear routing factor is
increased to 1.0 and the storage is the same over the next time step and ASg = 0.

2) The water surface is identical over the river and the levee and the cross-sectional
area behind the levee can be added to the river cross-sectional area.

3) The river conveyance is increased linearly over a 24 hour period, after which, the
floodplain inside the levee is fully conveying flow.

9, Transition from Floodplain Flow to Storage Routing

When the river flow falls below a critical value, the routing over the floodplain is
stopped and the storage cell routing is restored. The following steps are performed.

1) The conveyance is reduced, linearly, over 24 hours from its full value to zero.
2) At zero conveyance, the levee cross-sectional area is subtracted from the river

cross-sectional area.
3) Storage cell routing is restored.

10. Cessation of Levee Storage Routing

When the levee interior elevation falls below the minimum elevation of the levee,
ZOSLV, the breach is repaired and the levee protection is restored.

11. Messages from the Levee Algorithm

The program produces the following messages to describe the status of the levee
computations. The messages are displayed in a table in the program output file.
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12. Example

A simple levee can be entered in two ways - either in the cross-section file or in an
include file. When the levee is entered in the cross-section file, the LV card is positioned in
the reach where the levee is located, preferably after the first cross-section along the levee
frontage. Figure 4 shows the Grossermeyer levee system inserted in the cross-section file.
The LV card is inserted after River Mile 234.99 which is near the start of the levee svstem at
mile 235. The levee will breach at mile 235 when the water surface at the breach exceeds
clevation 624.0 ft. The levee will fill in 72 hours; after filling, the levee will interact with
the river through storage routing and a linear routing factor of 0.05 hr-1. The presence of the
LR card indicates that the levee interior can convey water if the levee has failed and the flow
excoeds 290,000 cfs. The storage of the levee is computed from the cross-sections between

miles 235 and 231.5. The levee stops conveying water when the flow falls below 200,000
cfs.

Figure 5 demonstrates the entry of the Grossermeyer levee in an include file, Except
for the RE card, the entry of the levee is identical. The RE card specified the reach number -
which includes the starting river mile of the levee. The river mile fiald on the RE card is not
used.
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Figure 6 shows the stage bydrograph of the levee interior and flow hydrographs from
the levee breaches. The stage hydrograph is an average across the levee interior. The breach
flow hydrograph shows a zero flow when the levee interior is conveying water; therefore,
one sees a positive flow when the leveed area is filling zero flow while the interior is
conveying water, and negative flow while the Jevee is emptying.

During an event like the 1993 flood, the time at which the levee system is breached
may be known. The “SIMPLE LEVEE FAILURE” record in the boundary condition file can
specify thet time. The “SIMPLE LEVEE FAILURE” record for the Grossermeyer Levee
System is shown below.

SIMPLE LEVEE FAILURE FOR THE GROSSERMEYER LEVEE SYSTEM
GROSSERMEYER 14JUL1993 0700

The name on the second Iine, which corresponds to the name on the HL card with all blanks
removed, identifies the levee system. The levee fails at 14JUL1993 at 0700 in the morning.
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oI 650. 8032.8 350. 5.0
X1234.89 84 29770. 31100. 1760. 1760, 4835,
X3 -12 0 -00 28951, =995.0 31347. -999%.0 3 3

GE 620.0 o00. 691.0 1852, 700.0  7200. 650.0 7700. 524.7 10891,
GR 620.0 28700. 650.0 zgses0. 633.5 28980. 822.0 2%000. 620.0 29025,
GR 61B.0 285190. 616.0 29280, 616.0 29587, €20.0 29660. 622.0 28890,
GR 624.3 29770. 620.0 29730, 612.0 29800. 610.0 28800, 559.1 28937.
GR 598.6 23957, 587.% 29877. 5583.0 28998, 598.4 30019 598.1  30039.
GR 538.0 300353, 597.6 20079, 597.9 30089, 587.5 301185, 587.3 301359,
GR S96.8 30159. 596.0 30179, 595.8 30199, 55846.1 230219, 585€.2 30238.
GR 59¢.5 30259, 585.8 30280. 586.0 30299. 584.5 3032¢. 585.9 320340,
GR 594.4 30360. 593.7 30380. S93.5  30400. $83.2 30420. 593.9 30440.
GR 592.7 30460, 391.5 30480, 551.2 30500, 381.9 30520. 592.4 30540.
GR 532.8 30560. 582, 30580, 591.9 30600. 581.7  30820. S92.8 30640,
GR 592.2 30659, 581, 30680. 580.5 30833, 581.5 30720. 552.6 30741.
GR 591.4 30761, 589, 30781. 590.4 30802. 588.5 30ezz2. S587.7 30842.
GR 586.2 230862. 585, 30883. 584.7 30803, 584.2 30824 S86.2 30944,
GR 581.6 30983, a12. 31000. 612.0 31030, 620.0 31070. €23.8 31i00.
GR 624.0 3131g. 627. 31350. 620.0 31380. 620.0 31450. 820.2 31480.
GR 920.0 31850. | 18 32170 819.6 32270. 650.0 32270,

WO om0 W

ThE R E AL h k- ddwr sk
¥
* Missouri River Lavee Wumber -212 - Grossermeyer

* The levee is on the right bank
*

* IRCH EM
RE 17 2.35

* ALV TFILL Z0SLV RMLVYO RMLVD ZTOPLV EMLVE ZBRCH ROUTIN ROUTOOT

v 72 621.70 235  231.5 €25.3 235 624.00 . 050 .050
* n  ZFPON ZFPOPF BANK QFPON OFDOFF
LE .640 R 230000 200000

HL. Grossermeyer
*

bR A Lk R d L Lol L e

DI 650. 603.2  350. 5.0
X1234.15 104  28s8ap. 31650, 2472, 2472, 8230,
=3 -12 G. 00 2B8046. -998%.0 34225, -69%.0 3 3

GR 700.0  2100. §50.0 3000. €40.0 &0G0. §20.0 12000. 821.0 28800,
GR 8530.0 29060, €33.0 295080. 632.0 28085. 616.0 25130. €15.5 29350,
GR 616.0 283550. 616.5 25700. 620.0 29850, 624.0 283870, 625.0 25890.
GR 593.4 25920, 584.7 29945, 551.6 259e5. 581.4 29985, 585.8 30003,
GR 583.1 30025. 584.1 30045. 585.0 20065, 586.5 30085, 387.1 30105
GR H86.8 20125, 58%.6 30145. 588.5 30168. 588.8 3018a. 550.4 30206.
GR 590.3 30226. 588.3 30248. 582.0 30267. 58%.5 30287. 580.1 30307,
GR 585.5 30327. 589.0 30347. 588.5 303687, 388.5 30387. 58%.4 30407.
GR 588.3 30427, S88.7 30447, 589.6 30487. 585.7 30487. 550.0 30507.
GR 58%.6 30527. 582.5 30548. 590.1 30567. a89.7 30587. 5%0.4 30607,
GR 591.0 304627. 0492.4 30647. 592.8 30667. 592.8 30688. 522.8 3070%.
GR 59%1.6 3072%. 550.9 30750. 382.9 30770. 591.2 30790. 585.1 30811.
GR 577.8 30831 572.4 30852. 589.8 30873. 568.0 30894 S5E8.8 20914,
GR 571.2 30234. 5377.0 30854, S83.4 30974. 580.9 30994, §16.0 31000,
GR 620.0 310090. 620.0 31080, 820.0 31280. 624.0 31400. 625.0 31450.
GR 624.0 31540, €24.0 3le00. 628.0 31¢640. 628.0 31650. 628.0 31660.
GR 624.0 31820. 622.0 32170. 621.0 32370, 622.0 32560. 524.0 32740,
GB 625.6 32750. 624.0 32770, 520.0 32810. 816.0 32840. 61l6.0 32520,
GR $24.0 32850. 624.8 32580. 624.0 323000, §22.0 33080. 620.0 3342290,
GR 618.0 33600 618.0 33640, 620.0 33650, 620.0 33780. 619.% 34010.
GR 619.5 34230. €50.0 34230. 620.0 36200. 670.0 36600.

Figure 4. Simple levee inserted in a cross-section file.
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E R R R T R ok ok )
*
* Missouri River Levee Number -211 = Chariton R Mainstem

* The levee is on the left bank
L)

* TRCH i |
RE 15 238.80

* ALV TFILL Z0SLV  RMLVUD RMIVD EZTOFLV EMLVE ZBRCH ROUTIN ROUTOUT

L¥ 72 620.30 23B.8 227.3 628 238.8 633.50 .050 .050
* n ZFPON EZFPOFE BRNEK QFEOW  QFROFE
LR .640 624.00 &£22.00 I, 29%00Q0 200000

HI. Chariton B Mainstem
-

wdk btk E R R AT R T R drR

. i

* Missourl River Levee Number =212 = Grossarmeyer
¥ The lewvee is on the right bank
L

* IRCH RM
BE 17 2.3%

* ALV TFILL EQSLV RMLVU RMLVD ZTOPLV EMLVE ZBRCH ROUTIN ROUTQUT

Lv 72 621.70 235 231.5 625.3 235 624.00 .050 .050
* n ZFEON ZFPOFF BANE ~ QFFECHN QFPOFF

LR .40 624.30 82Z.50 E 290000 200600

HL Grossermeyarn
*

PTITEETRTT AL L AT L

*

* Missourl River Lavee Mumber -213 - Noth
* The levee is on the right bank

-

* IRCH BM
EE 17 2.31

*

ALV TFILL E0STLV RMT.VO RMILVD ZTQPLV RMLVE ZBRCH ROUTIN ROUTOUT

LY 72 608 231 217.6 621 218.01 624.00 .050 LG50
* a3 2FPON EFEQEE BANE QFPON QFPOFF

LR .110 623.00 &21.00 R 290000 130000

HL Hoth

*

Figure 5. Entry of the Grossermeyer levee in an include file.
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LV Simple Levee System

The LV card defines the location and the breach parameters for a simple levee
system. Ifthe LV card is used by itself, the leveed area fimctions as a storage cell and the
surface area of the levee, ALV, defines the elevation-volume relationship. Optionally, the
SV card can be used to enter an elevation-volume relationship for the levee. If the LR card
is entered following the .V card, the levee interior can convey water (channel-floodplain
routing). The HL card define the name of the levee and the B part of the DSS pathname.
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LR Simple Levee Floodplain Routing

The LR card defines the parameters that control the routing of water through the
levee interior. The routing of water through the floodplain is initiated when river exceeds
elevation ZFPON at the upstream end of the levee or the flow exceeds QFPON. The flow
trigger takes precedence over the elevation trigger; therefore, if the QFPON is specified the
value of ZFPON is ignored. The routing of water through the floodplain is halted when the
river elevation falls below ZFPOFF or when the flow falls below QFPOFF. Likewise, the
flow trigger takes precedence over the elevation trigger. The roughness of the floodplain is
given by the parameter XNLV. Channel-floodplain routing cannot oceur without a LR card.
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HL Name of Simple Levee Floodplain Routing

The HL card defines the name of the levee system: That name becomes the B part of
.the DSS pathname.
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SIMPLE LEVEE FAILURE

The simple levee failure record specifies a time at which a simple levee system
breaches. The record has three parameters - the name of the levee on the HL with all blanks
removed, the breach date, and the breach time. The record can be placed anywhere in the
boundary condition file.

Command Line: SIMPLE LEVEE FAILURE

Parameters: LVNAM, DATE, TIME

Example:

SIMPLE LEVEE FAILURE OF THE GROSSERMEYER LEVEE SYSTEM
GROSSERMEYER 14JUL1993 0730
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Figure 6. Levee stage and flow hydrograph for the Grossermeyer Levee system. The levee
fails on July 14th. The strong positive flow is through the breach and fills the levee system.
Afier filling the levee interior begins to convey flow, which is indicated by & flow through
the breaches of zero. On August 12th the levee once again begins acting as a cell as shown
by the positive and negative flow as the levee storage interacts with the river.
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Appendix E-2

Missouri River Dike Fields

1. Description of a Dike Field

A dike field is a system of rock embankments or timber structures that protrude
from the bank. The dikes block the flow along the bank, concentrating the flow along the
opposite bank, deepening the channel. The slack water areas behind the dikes eventually
fill with sediment burying the dike forming a narrower but deeper river channel. Dikes
are generally located on the point bars on the inside of a river bend. F igure 1 shows a
typical dike field along the Missouri River.

A typical dike on the left bank of the river is shown in Figure 2. The dike field
creates a channel with a design width at a low flow profile which is called the
construction reference plane (CRP) on the Missouri River and the low water reference
plane (LLWRP) on the Mississippi River. The target topwidth, TWCH, extends from the
opposite bank to the end of the dike. In UNET the dike can have two steps - a lower step
and an upper step. The lower step has a set width with a crest elevation defined bya
distance below the CRP, ZSTEP = ZCRP - DZLOW. The width of the upper step is the
remaining distance from the bank. The crest elevation of the upper step is an increment,
DZSTEP, above the lower step, ZUPPER = ZSTEP + DZSTEP.

The following parameters define a dike field:

ZCRP - the elevation of the CRP or the LWRP at a cross-section.

TWCH - the design topwidth of the contracted channel cross-section.

TWSTEP - the topwidth of the lower step.

DZLOW - distance between the CRP and the lower step.

ZSTEP = ZCRP - DZLOW - ¢levation of the lower step.

DZSTEP - elevation difference between the lower step and the upper step.

ZUPPER = ZCRP + DZSTEP - elevation of the upper step.
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Figure 1. A dike field on the inside of the river bend. The dike field
"narrows the river to a design topwidth. The slack water area
blocked by the dikes fills with sediment and a new bank line
eveniually develops.
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2. Simulation of a Dike Field.

A dike field is defined as a system of structures that contract the Jow flow cross-
section to the design width of the channel. UNET is a one-dimensional model; therefore,
the effect of each individual dike cannot be simulated. Rather, the cross-sections are
contracted to simulate the contraction of the dike field. The area blocked by the dike
field can be modeled as storage area or as a dead area which is deducted from the cross-
section. The storage area simulates the condition where the area behind the dike has not
filled with sediment and the area stores water. When the water exceeds the top of the
dike, the storage area is assumed to return to active flow area, because the submerged
dike field has little impact on the conveyance of high flow. The added form roughness of
the dike is part of the calibration of the model. The dead area simulates the condition
when the area behind the dike has been filled with sediment and that area has been lost
for all river stages.

The dike field may be positioned on either the left or right bank. The modeler can
specify which bank or allow the program to choose the appropriate bank. The program
always attempts to place the dike field on the point bar opposite the channel. The
program uses the centroid of the area about the left bank station to locate the dike. The
following rules apply:

1. Ifthe centroid is located within the right 40% of the channel topwidth, the
dike field is located on the left bank (Figure 2).

2. If the centroid is located within the left 40% of the channel topwidth, the dike
is located on the right bank (Figure 3).

3. Ifthe centroid is located within the middle 20% of the topwidth, then the dike
field is located on the side opposite the minimum elevation (Figure 4).

Rules 1 and 2 apply to a pool cross-section where the point bar is on the left and right
sides respectively. The 40% limit is based on the UNET program developer’s judgment.
Rule 3 applies to a crossing cross-section, where the area is uniformly distributed, and
assumes that the appropriate location of the dike filed is on the side opposite the invert.

The effect of the dike field can be modeled by entering five points into a cross-
section (Figure 5). The five points are as follows:

‘1. Point S0 is at the end of the dike at the intersection of the ground and the dike.
2. Point 81 is at the end of the dike at the bottom of the lower step.

3. Point S2 is at the inner limit of the lower step.
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Figure 2. Dike on the left side of the channel. The dike is
positioned on the left side of the channel because
the centroid is within the right 40% of the
channel. '

Ceniroid

Figure 3. Dike on the right side of the channel. The dike
is positioned on the right side because the
centroid of the channel is within the left 40% of
the channel.
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Centroid -

Figure 4. At this crossing cross-section, the dike is located on the
left side because the centroid is in the middle 20% of the
topwidth and the minimum elevation is on the right side.
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Figure 5. The dike is defined by 5 points, S0 through S5.

4. Point S3 is at the inner limit of the upper step.
5. Point 84 is at the intersection of the upper step with the bank line.

To insert the effect of the dike field into a cross-section, points S1 through S4 are
entered into the dike cross-section and all cross-section points between S1 and S4 are
brought up to the appropriate elevations, either ZUPPER or ZSTEP.

The minimum width of the dike field is the width of the lower step. If the
width of the chanunel is insufficient to insert the lower step, the dike field is not
insertfed.
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The dike field is inserted on the DI card which is described in appendix A. The
DI card is inserted before the GR cards of a cross-section.

3. Example of Cross-Sections in a Dike Field

Figure 6 shows the insertion of a dike into a cross-section at RM of the Missouri
River. The DI card is inserted after the X1 card for the cross-section. For this example,
the area behind the dike is to be used as storage, which is specified by a value of 0 for the
DFSTOR parameter on the DI card. Figure 7 shows the inserted dike and Figure 8 shows
the property table for this cross-section. Note that the area behind the dike is now used as
storage. Figure 9 compares the active channel area properties with and without the dike.
The cross-section area properties are identical when the upper ¢levation of the dike is
exceeded.

+ TWCH ZCRP TWSTEF DISTEP DZLOW DFSTOR

DI 650. 521.6 350. 5.C 2. 0

*

¥1220.05 100 9750. 11030. 4165 4165, 5808,

X3 -1z G. .00 9235, -999.0 11721. -599.0 3 3

GR 700.0 B150. 612.0 8330. 610.8 e670. b10.4 2060. 508.3 89580.
GR 608.0 9750. 578.2 9846, 579.0 9870. 579.7 9893, 578.0 9914,
GR 578.0 9937. 578.8 9859, 578.0 9981, 578.5 1000%. 578.2 10022.
GR 577.0 10043, 577.3 10064. 576.5 10085. 576.8 10108. 576.5 10129.
GR 576.2 10148. 576.3 10170. 575.8 10190. 575.7 10210. 575.9 10233,
GR 57¢.4 10251. 576.3 10271, 575.7 10292, 577.4 10312. 576.7 10332,
GR 577.1 1035Z. 578.3 10373. 578.0 103923, 574,77 10413. 576.4 10433,
GR 575.0 10453. 5753.1 10474. £75.7 10494, 575.1 105&1¢. 575.7 10534.
GR 575.4 10555. 57%.4 10576, 575.1 10596. 575.8 10617. 570.5 10839,
GR 565.7 10659. 565.0 10£79. 566.3 10700. 570.% 10721. 577.1 10741,
GR 583.5 10761. 586.3 10781. 587.7 108B0Z. 586.6 10B22. 587.2 10B43.
GR 587.5 10862. S87.1 lo8sz. 587.2 10904. 588.1 103%24. €04.0 11000
GR 609.4 11080, €02.% 11500, 618.5 11720. 601.1 11800. 609.7 12080.
GE 605.3 12430. €609.0 12650. 807.4 13030. 60%.5 13060. 607.9 13270.
GE £10.8 13510. 807.5 13640, 605.9 13830. e08.8 14010. 607.5 14170.
GR &l10.4 14410. BO6.8 14740, 609.5 14850, 606.8 15170. 609.6 15700.
GR €13.7 158960. &07.5 16080. 610.3 16180. 407.8 18270. 611.5 16590.
GR €12.3 16720, . 607.6 16550. 610.e 17030, 606.8 17330. 604.5 175790,
GR &03.1 17860. 6l8.8 17950. 604.0 18050. 604.7 18280. 608.4 18320.
GR 610,0 18610. €08.0 18000. 640.0 19170. 680.0 19820. 700.0 19820,

Figure 6. The DI card inserts a dike for cross-section 220.05. The value of 0 entered
for DFSTOR directs that the area blocked by the dike will be used for storage.
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Figure 7. The cross-section at mile 220.05 on the Missouri River with and without the
dike.
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Figure 8. Channel area with and without dike for the Missouri River at mile 220.05.
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Syntax of the DI Card

DI Dike Field

A dike field is entered on the DI card. The dike field modifies the cross-section
specifying that a portion of the low flow channel which is blocked by the dike is either
storage or dead area. The DI card is entered and applies to the next set of GR cards.
Fields 1 and 2 define an old dike routine. Fields 3 through § define a newer dike routine
that was used for the Missouri River.
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{ Card identification.

| by the-dike ficld.

~ | The:crest elevations of the- dlke are ba'bcd on ‘d‘us design

"low water elevatlon.

e step i

Fraction of the. chanel ar ea"bclow ZDIKE that is blocked

Elevatlon of mmlmum oW water alithe. Cross-section.. .
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Appendix E-3

Mississippi River
Navigation Dam Algorithm

1. Introduction

This section presents a new algorithm for the sirnulation of navigation dams in the
UNET program. The algorithm simulates two types of navigation dams - dams with the
control point at the dam and dams with the control point within the pool, also called
hinge pool operation. The UNET program has also been modified to include features
which first exactly reproduce recorded pool stages and secondly allow a regulator to
control the operation of the navigation pool during forecasting with the UNET program.

2. Types of Navigation Dams

Two types of navigation dams will be simulated by this algorithm:

Control point at the dam. This is the simplest regulation procedure for a
navigation dam. The navigation pool is maintained at a target elevation at the dam.
When the tailwater elevation plus the swellhead through the structure exceeds the target
elevation, the pool is no longer controlled by the dam and the dam is in open river
conditions. The target ¢levation can change with the seasons. For example, in the Rock
Island District, the winter pool elevation is 0.5 foot lower than the summer pool
elevation. Also, the target pool cannot be precisely maintained; therefore, a tolerance
exists about the target pool elevation. In the Rock Island District, the tolerance range is
+0.1 feet and -0.4 feet.

~ Control point within the navigation pool. For this type of operation, the
navigation pool is adjusted to maintain a constant elevation at a control point in the
navigation pool. This procedure is also called hinge pool operation becanse the pool
conceptually tilts about the control point. The hinge pool operation was devised to
minimize the amount of flooded land that had to be purchased by the Govemment in the
upper reaches of the pool. The operation of a hinge pool is given by a operating curve
(essentially a rating curve) at the dam. The operating curve is usually derived from
experience. Figure 1 shows the rating curve for Lock and Dam No. 9 in the St. Paul
District. The control point is Lansing, Iowa which is maintained at an elevation of 620.5
ft. NGVD. The stage is maintained at Lansing of 620.5 ft. until a flow of 32,000 cfs
when the maximum allowable drawdown of the pool, 619.5 ft. NGVD, is attained. The
maximum drawdown is maintained until the tailwater elevation plus the swellhead of the
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structure exceeds the pool elevation and the darn is at open river. Hinge pool operation is
also used for the dams in the St. Louis District, although the operating curves have a
different appearance. The operating curves are a set of curves which relate control point
elevation to pool elevation at constant flow.

Operating Curves Lock and Dam No. 9

635

830

—e— Po0! Elevation Fest
e Taiwater Elevation Feet | |
{— — — Control Point Elevation Fest | !

825

620 =

Elevation in Fest NGVD

615

i 610
¢ 0 100 150 200
Flow in 1000 cfs

Figure 1. Operating Rule for Lock and Dam No. 9 Pool.

3. Types of Application

The navigation dam algorithm will function under two modes of application -
simulation application and forecast application.

Simulation application. Under simulated operation, the navigation dam
algorithm operates the dam exactly as specified in the regulation manual. Each time step,
the UNET program (within the limits of computational, data and calibration accuracy)
will exactly reproduce the target pool stage at the control point, whether the control point
is at the dam or the control point is within the pool.

Forecast application. Under foreéast operation, the navigation dam algorithm
will exactly reproduce pool stages at the dam until the time of forecast. After the forecast
time, the program will either:
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1. Simulate the target elevations as specified by the regulation manual.
2. Simulate farget pooi elevations as specified by the regulator.
3. Simulate an outflow hydrograph as specified by the regulator.

The concept is to provide the forecaster with the information needed to make decisions
quickly and easily.

4. Navigation Dam Algoerithm for Simulation Application

The navigation dam algorithm under simulated operation will exactly reproduce
the operation specified in the regulation manual. The navigation dam is treated as an
internal boundary condition. During low flow, a pool stage is specified that produces the
specified elevation at the control point. During higher flow, when the dam is open to the
river, the swell head induced by the dam is added as an added force into the momentum
equation.

4,1 Controlled Operation

The pool stage required to achieve an elevation at a control point is given by a
family of operating curves. The operating curves for a control point within the pool are
shown in Figure 2. Each operating curve corresponds to a elevation of the control point.
When the control point is at the dam, the rating curves are horizontal lines. The
algorithm requires that the target elevation at the control point be specified; therefore,
summer and winter control point elevations must be specified as well as the transition
periods.

Exampie Operating Ruie Curves

[—e—ZCP=6203"|
|- ZOP=6205
4 ZOP=620T]

Elevation in Feet NGVD

o 20 40 60 80 100 120
: Discharge in 4,000 cfs

\

E3-3




Mississippi River Navigation Dam Algorithm

Figure 2. Example of the operating rules for a navigation dam. The three curves
correspond to control point elevations of 620.3 i, 620.5 ft., and 620.7 ft.

During low flow, the navigation dam is treated as in internal boundary condition
where the continuity and momentum equations are replaced. If cross-sections j and j+1
bound the navigation dam, the exact continuity equation is

o = | M

in which time step n+1 is at the unknown time line. The momentum equation is
replaced by

2 =2, Craga D)) (2)

where: z™" = the pool stage at the unknown time step, n+1.
Z,= the pool elevation corresponding to the target clevation, z,,,,,, and the
flow, Q7 at the known time step. The pool elevation is interpolated from
the family of operation curves.

Equation 2 is missing a derivative of pool stage with respect to discharge. The
derivative when multiplied by the change in flow estimates the change in the target pool
over the time step. Including this change term resulted in oscillation because of the
negative slope and the discontinuities in the operating rule.

4.2 Swellhead from the Dam

During uncontrolled operation, the constriction of the structure induces a
swellhead upstream. If the structure is not influenced by backwater from a downstream
tributary, the most accurate estimate of the swell head is from observed records. Fipure 1
shows that the swellhead, Ah, from Lock and Dam No. ¢ is approximately 0.7 fi..
Otherwise the swell head must be estimated from an empirical equation.

The d’ Aubuisson formula {Chow, 1956) for flow through a coniraction is

n n . n H2
O = K bz ~ 2, N2g MW"+ | ®)

where: Q;° = flow.
K, = d’Aubuisson coefficient, commonly from 0.7 to 0.9.
b, = width of the constriction.
Zg, = elevation of the spillway crest.
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g = gravitational constant.
AW = z; - 7,,; swell head.
V, = upstream velocity.

For the navigation dam problem, the flow, Q, and the tailwater stage, z,, is
known at time n. Equation 3 is iteratively solved for the swell head, Ah". The upstream
stage at time n is z} = z},; + Ah. For the unknown time step nt+1, the swell head is
given by:

Ahml = Ahn + (M) AQ 5 (Ah) AZJ;+1 (4)
) @ Z4 g+l '
BN o .
where: ? = the partial derivative of swell head with respect to fiow.
 a(an) | o . .
g = the partial derivative of swell head with respect to tailwater stage.
| T

The momentum equation is:

V
f c?;c +gA|: +SI+S{| qV,

The swell head is inserted into the momentum equation as an added slope,

Ah
S, =— ' 5
= )

in which Ax is the distance between the upstream and downstream cross-sections.
4.3 Uncontrolled Flow (Open River Conditions)

Open river conditions occur when the pool elevation for controlled flow is less
than the tailwater elevation plus the swell head, i.e.,

Zp< Zj+1+Ah

For open river conditions, the only impact of the dam is the swell head and the
momentum equation is augmented by Equation 5.
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5. Forecast Application

In real life the pool is not operated according to the regulation plan. Errors in
estimating inflow, errors in gate rating curves, and errors in the operation of the gates all
confribute to a difference between the target pool stage and the actual pool stage. The
mode] must exactly reproduce the observed pool stages prior to the forecast time for the
forecast to be valid. After the forecast time, the program simulates the navigation pool in
three ways: According to the regulation manual, returning the pool to the target stages;
according to pool stages entered by the regulator; or accordi £ to outflows entered by the
regulator. '

5.1 Reproduce Observed Pool Stages

The navigation dam is an observed internal boundary condition between cross-
section j and j+1. The observed pool stages are entered as a boundary condition at
cross-section j, .

Zjnﬂ ™ Logbserved (6)

The exact continuity equation transfers the flow downstream,

o =01 7
Equation 6 is a2 downstream boundary condition for the reach up to cross-section j. The
outflow from this reach is computed from the inflow and the backwater induced by the
observed stage. Equation 7 transfers the outflow from the upstream reach downstream.
The stage at j+1 is computed from the hydraulics of the downstream channel.
Potentially, a problem can occur if the model is poorly calibrated and the downstream
stage is higher than the upstream observed flow.

5.2 Simulation of Target Stages

Observed stages are exhausted, when the HEC missing value of -901.0 is
encountered in the time series, at the forecast time. At this point, the program
automatically switches over to simulating the navigation dam according to the regulation
plain, as described in Section 4. The algorithm will attempt to return the pool to the
stages specified by the regulation policy. The change in pool stage, although limited by a
maximum change per day, my not be the value desired by the regulator.

5.3 Entered Pool Stages

The observed pool stages can be extended beyond the forecast time. The time
series is extended by adding a second pathname with the parameter (C-Part) of STAGE or
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ELEVATION. The extended values are added at the start of the missing data (HEC
missing value of -901.0).

5.4 Entered Flow Values

The time series can be extended with entered flow values, The observed internal
‘boundary condition switches from stage to flow at the start of the missing data. Stage
data takes precedence over flow. When the stage runs out, the program switches to flow.
The extended flow data can be entered by appending a second pathname with the
parameter (C-Part) of FLOW, in the OBSERVED INTERNAL BOUNDARY
CONDITION record.

6. Special Input Records

The algorithm for navigation dams requires several new input records for the
UNET program. In the cross-section file, the following new records are defined:

ND - the maximum change in daily pool stage was added to the card.
" NR - the operating rule for a given control point elevation.
NP - seasonal variation in control point elevations.
The descriptions for these new records are shown in Insert A.
In the boundary condition file, the following new records were added:
OBSERVED INTERNAL BOUNDARY CONDITION Record - a second
pathname was added to extend the observed stage record with stages input by a

regulator.

SEASONAL CONTROL POINT ELEVATION - change the seasonal variation
in control point elevations at run time.

The new input records are described m Insert B.
7. Examples

The navigation dam algorithm was applied to the Mississippi River Navigation
Dams in the St. Paul, Rock Island, and St. Louis Districts.

The definition of the Dam No. 10 and its operating rule is shown in Figure 3.
Pool 10 is operated as a hinge pool. From the historic record, it was observed that the
pool was drawn down during the winter to an average elevation of 609.8 feet; so the
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winter operating rule is entered on the first set of NR cards. The warm season operating
rule is entered on the second set of NR cards. The operating rule is entered from the
lowest control point elevation to the highest. The seasonal variation of the operating rule
is entered on the NZ card. Figure 4 shows the reproduction of water years 1991 and
1992,

The definition of Dam 11 is shown in Figure 5. Dam 11 has a control point at the
dam; therefore, an operating rule (NR card) is not required. The target pool elevation is
603.0 feet during the warm season and 602.5 during the winter season. The seasonal
variation is defined on the NZ card. Figure 6 shows the reproduction of calendar year
1986. _

Regulators often depart from the published operating rules; therefore, the
operating rules entered into the program may require adjustment to reproduce the historic
pool stages. The operating rule for Dam 24 had to be calibrated to reproduce the
observed pool stage hydrograph. Figure 7 shows the definition of the dam and F igure 8
shows the reproduction calendar year 1986.
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* LOCK AND DAM NO. 10 HW

*1615.20 36 .0 1210.0 520.0  $20.0 520.0 -qo 0.00 0
2 =-.5

OH HISTMISS://DAM10-POOL/ELEV/01JANI9BS/1DRY//

HY LD1OHW

KR \SPMISS\RC\H$PMS$:/MISSISSTPPI RIVER/DAM10_POCL/STAGE-FLOW/65 & 90 TO 94//0B3/
GRG29.50 .0 591.00 .0 590.80 10.0 580.80 0.0 £583.00 150.0
GR581.30 235.0 57%.30 270.0 578.60 355.0 583.50 435.0 582.50 475.0
GR587.20 555.0 588.20 710.0 586.50 750.0 588.00 830.0 585.80  500.0
GR585.20 970.0 595.00 1125.0 3%0.10 121170.0 600.50 1210.0 602.30 1350.0
GR602.10 1505.0 599.50 1660.0 600.10 1720.0 603.50 1820.0 5959.50 1855.0
GR599.50 2250.0 604.50 2280.0 604,50 251D.0 599.50 2550.0 593.50 2750.0
GRG604.50 2780.0 604,50 4%580.0 £04.50 5680.0 59%.50 5690.0 58%9.50 £700.0
GR629.50 €820.0 00 .0 .0a .0 .00 .0 .00 .0
KR OFF

* L&D 10; POOL STAGE = 610.5

* R.M. B15.1

D 610.5 ~.2 L&D1C

* Operating rule for winter

NR 2 609.8 0 605.8 85000 5Q9.8

* Operating rule to surmer

KR 8  610.5 ¢ 610.5 40000  810.5 43000 610.5 45000 €10.35
NR 50000 610 52500 $08.5 78000  B09.5 89000  &10.5

* Seasonal variation of operating rule

N% 28MAR 609.8 (lAaPR €10.5 28NOV 61¢.5  O0IDEC 609.8

Ed

* POOL 11 POGL ELEVATION 603.00

x*

* STARTING ELEV IN PROP TARLE = ELSTRT - RISE = 528

* RISE ELSTRT

XK 50 48 2.2%

X1 1

NC 0.156  0.080 0.028

X1 614.9 40 10000.0 11050.0 1000.0 1600.0 1000.0 0.00 0.00 0
Z0  ~.5

OH HISTMISS://DEMI0-TAIL/ELEV/01JAN1989/1DAY//

HY L&D 10 TW

KR \SPMISE\RC\HSPMS:/MISSISSIPPI RIVER/DAMIO TW/STAGE-FLOW/65 & 90 TO 94//0B3/
GRE50.00 4200.0C 630.00 4250.0 €20.00 4400.0 615.00 4450.0 €04.00 4500.0
GR595.00 4600.0 S595.00 5500.0 604.00 5620.0 612,00 5650.C 612.00 35920.0
GR610.60 6000.0 610.00 6250.0 610.00 6470.0 610.00 6700.0 &12.00 §6710.0
GR612.00 T650.0 &806.00 7700.0 604.00 7720.0 600.00 7650.0 604.00 7940.C
GRGOG.00 7950.0 606,00 B020.0 608.00 8050.0 608.00 8220.0 603.00 8€10.0
GREOE.00 BSBS0.0 604.00 $€900.0 600.00 9000.0 600.00 S300.0 604.00 9340.0
GREOE.00 9350.0 608,00 9650.0 606.00 9950.0 604.00 10600.0 586.00 10200.0
GR556.00 10900.0 604,00 11050.0 620.00 12600.0 630.00 13400.0 650.00 13500.0

Figure 3. Definition of Dam 10 and its operating mule.
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Figure 4. Computed and observed pools stage hydrographs for Lock and Dam 10 for
water years 1991 and 1992,

E3-10



Mississippi River Navigation Dam Algorithm

X1 583.0 17 1025 7000 3500 2100 2450

KR \RIMISS\MISSRC:/MISSISSIEPI RIVER/L&D 11 POOL/STAGE-FLOW/CY $3//CONPUTED/
OH \RIMISS\MISS:/MISSISSIPPI BASIN/LED 11 POOL/ELEV//1DAY/MISSISSIEEI RIVER/
HY L&D 11 POOL — RM 583.0 '

GR &50.0 0 640.0 25 630.0 50 620.0 175 610.0

GR B032.0 1025 594.4 5285 574.2 582% 569.1 6185 570.8

GR 580.7 6505 581.7 GEES 578.0 E7ED €03.0 70400 610.0

GR 640.0 TG0 650.0 7150 .0 0 .0 0 .0

* L&D 11; POCL STAGE = 503

* R.M. 583.0

ND €03.0 1080 583.0 60Z.6 0.4

+ Seasonal variation at the control point

NZ 12MRR E02.5 15MAR &03.0 O7DEC 603.0 10DEC £02.%

*

* POOL 12 POOL ELEVATICON 592.00

*

* STARTING ELEV IN FROP TABLE = ELSTRT - RISE = 587

* RISE ELSTRT

HE 30 627 2.25

XI .5

KR OFF

X1 S82.6 26 4400 5575 6700 4700 6250

¥R \RIMISS\MISSRC:/MISSISSIFPI RIVER/L&D 11 TAIL/STAGE~-FLOW/CY 93/ /COMPUTED/
X3 0. 0. .00 0. .Q0 $700. -993.00 .00 .00

OH \RIMISS\MISS:/MISSISSIPPI BASIN/L&D 1l TRIL/ELEV//1DAY/MISSISSIPEI RIVER/
HY L&D 11 TAIL - RM 58Z.6&

GR 620.0 0 600.0 150 582.0 250 585.0 750 592.0

GR 595.0 1700 £592.0 2025 555.0 2300  5%2.0 2900  59%5.0

GR 5%2.0 3500 592.0 4400 567.4 4480 579.0 4360 578.4

GR 578.1 5020 377.7 G080 578.9 5160 576.0 52690 577.9

GR 575.8 . 5440 587.9 5520  582.0 5575  600.0 5800  610.0

GR 620.0 €200 .0 0 .0 0 .0 a .0

975
&305
7025

0

1000
3100
4940
5320
5875

Figure 5. Definition of Dam 11. The dam has its control point at the dam; therefore, no
operating rule is required. The seasonal variation of the control point elevation is defined
on the NZ card.
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‘Figure 6. Computed and observed pool stage hydrographs at Dam 11 for calendar year
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a.
7940
20700
22300
23900
25400
25900

D24

448.99
445.350

0.
7300
20700
22200
23800
25300
2573¢C

X1273.49 31 21800 25750 10 10 10

%3 0. 0. 0. 20700. -462, G. 0. 0. 0.
GR 470.0 0 460.0 750 455.0 1250  450.0 5700 450.0
GR 445.0 10700 445.0 19600 450.0 15800 450.0 20800 462.0
GR 430.0 20800 440.0 218080 428.0 22000 428.0 22200 440.,0
GR 440.0 23450 431.0 23500 431.0 23750 428.0 23800 4z4.0
GR 418.0 235850 414.0 23872 414.0 25250 422.0 25300 424.0
GR 420.0 25500 422.0 25600 421.0 25650 440.0 25750 460.0
GR 470.0 25100

L'

* LOCK AND DAM 24

*

HD 449.0 1200 424 449.0 .9

* Operating rule

HR 11 449 0 449.0 10000 44%.0 20000 448.9%% 30000
NE 40000 448.99 70000 4£8.88 110000 446.50 140000 446.00 1446000
NR300000 445.50 330000 449.00

WD 1 2.8 450 3600

NCO.2000 0.2000 0.0260

®1273.45 33 20540 25730 300 300 270

zZ0

KR MMRC: /MISSISSIPPI RIVER/L&D 24 TW/STAGE-FLOW/86 FLOOD//OBS/

OH \MM\MIDMISS:/MISSISSIPPI RIVER/LED 24 TW/STAGE/01JAN1993/1DRAY/0OBS/

20 -.19%

HY LaD 24 TW - RM 273.2

x3 0. 0. 0. 20700. -4E2. 0. G. 0. Q.
GR 470.0 1] 460.0 750 455.0 1250 450.0 5700 450.0
GR 445.0 10700  445,0 19600 450.0  1%800  450.0 20600 462.0
GR 450.0 20800  449.0 20900 440.0 21900  428.0 22000 428.0
GR 430.0 22300  430.0 23450 431.0 235300 431.0 23750 428.0
GR 424.0 23800 418.0 23950 414.0 23972 414.C  2525¢  422.0
GE. 424.0 25400 420.90 25500 422.0 25800 421.0 25850 448e 2
GR 45G.0 25750 460.0 25300 470.0 26100

Figure 7. Definition of Dam 24. The operating rule for Dam 24 was calibrated to
reproduce the historic pool stage record.
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Figure 8. Comparison of computed and observed pool stages at Dam 24. The operating

rule for Dam 24 was calibrated to reproduce the observed pool stages.
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ND

ND Record - Navigation Dam - (Optional Record)

The ND record defines a navigation dam. The ND card is inserted between the

cross-sections bounding the navigation dam. The card defines the geometry of the
spillway, the elevation and the width of the spillway crest. If an overflow weir exists, the
geometry is defined on the WD card. If the contro] point elevation is constant throughout
the year, the control point is defined on the ND card; atherwise, a seasonal control point
elevations can be defined on the NS card. Finally the name of the navigation dam is
defined in the tenth field. The name is used to connect the navigation dam to the
OBSERVED INTERNAL BOUNDARY CONDITION record in the BC file. The format
of the ND card is compatible with carlier versions of the UNET program.

Field Variable Value Description

0 ID ND Record identification.

1 Not used. ™

2 Not used. ™

3 ZCP + Target elevation of the control point.

4 Not used. o

5 WSP + Width of the spillway in feet.

6 ZSP + Elevation of the spillway crest in feet.

7 SH + Known swell head for the dam in feet. The swell head is
assumed constant for the structure for both positive and
negative flow.

8 CE + d’ Aubuissons’s contraction coefficient. The typical range

is from 0.6 to 0.9. A value of 0.8 is frequently used for
design purposes (Chow 1939, page 502).

Known swell head for the dam in feet. The swell head is
assumed constant for the structure for both positive and
negative flow. ™

E3-16



Mississippi River Navigation Dam Algorithm

Field Variable Value Description

9 DZPMAX + Maximum allowable change in the pool elevation per day
in feet. The change in pool elevation is less than
DZPMAX unless the pool is approaching open river
conditions.

10 SPNAM A3 Name of the navigation damn. The name associates the
dam with the observed stages or flow in an OBSERVED
INTERNAL BOUNDARY CONDITION record in the
BC file.

™ Field was retained for compatibility with eatlier versions of the program.

E3-17




 Mississippi River Navigation D Algorithm

NR

NR Record - Operating Rule Curve for the Navigation Dam

The NR card defines the operating rule for navigation pool for a given control

point elevation. Up to 8 of these operating curves can be defined for each structure. The
operating rules are entered by control point elevation from the lowest to the highest. The
curves are entered in succession. The pool elevation required o achieve the desired
control point elevation is interpolated from the family of operating curves. If the
operating rule is not entered, the control point is assumed to be at the dam and the
navigation dam maintains the control point elevation from the ND card at the dam. The
ND card applies to the last navigation dam entered on a ND card.

Field Variable Value Description

0 ID NR Record identification.

1 ZCPRACP) + Control point elevation in feet.

2 NOR({ICP) + Number of points in the operating rule (maximum of
10).

3 QPR(LICP) + Flow in cfs.

4 ZPR{1LICP) + Pool elevation in feet.

5.7.9  QPREICP) + Flow in cfs.

6,8,10 ZPR(LICP) + Pool elevation in feet.

NR records are repeated until NOR points are input.
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NZ

NZ Record - Seasonal Target Elevation at the Control Point - (Optional Record)

The NZ card defines the seasonal variation of the control point elevation at a
navigation dam. A maximum of 20 points can be defined. The time ordinate is given by
a military day and three character month abbreviation in capital letters; for example the
April 10th is 10APR. If the NZ card is not entered, the control point elevation defined on
the ND card is assumed constant throughout the time series. The NZ card applies to the
last navigation dam entered on a ND card.

Field Variable  Value Description

0 D NZ Record identification.
1,3,... SDATE({) + Military day and month {for example 10APR).
24,. ZCP(O) + Control point elevation in feet.

E3-i9
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Observed Stage Interna] Boundary Condition

This data set specifies an observed time series of navigation pool water surface
elevations upstream of unregulated navigation dams. The stage hydrograph can be entered
using either the standard or DSS syntaxes. In a forecasting model, the observed pool
elevations are used as an intemal boundary condition up to the time of forecast. At this
point, the ND, NR, and NZ records in the CSECT input file provide the model with the
information necessary to control the operation of the navigation dam.

The program has the ability to merge the data from two pathnames into a single time
series. This capability allows the program to merge observed data with a time series of pool
stages prescribed by a regulator through the forecast period. The second pathname is
optional and the merging process is identified by the second pathname following the first.

Command Line: OBSERVED STAGE INTERNAL BOUNDARY

Variables: Standard syntax:
IBC, NIBCL (TIBCKI), ZIBCI(T), I=1,NIBCT)

DSS syntax:
IBC (1st line)

PN (2nd line) € Observed stage data.
PN (3rd line) - € Entered stage data (optional).

Variable Value  Description

IBC + Internal boundary condition number. This number is
obtained from the CSECT output file in the listing of
"Navigation Dams and Spiliways". It is a counter based
on the order that various intemal boundary conditions

are entered in the CSECT input file.
NIBCI + Number of points in the hydrograph.
TIBCI + Time values (hours).
ZIB{I + Elevation values (feet).
PN AT DSS pathname (left justified, must include parts A-F).

Example (Standard syntax):

OBSERVED STAGE INTERNAL BOUNDARY
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2 5 24 4672 25 4678 26 4685 27 4678 28 4672

Example of DSS syntax: |

OBSERVED STAGE INTERNAL BOUNDARY

2
/OHIO/DAM26/STAGE/01JAN1979/1THOUR/OBSERVED/

Example of DSS syntax with extended pool stages:

OBSERVED STAGE INTERNAL BOUNDARY

2

fOHIO/DAM26/POOL STAGE/O1JAN1979/1THOUR/OBS/ €  Observed
/OHIO/DAM26/POOL STAGE/Q1JAN1979/1HOUR/FORC/ € Extended
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Observed Stage and Flow Internal Boundary Condition

The observed stage and flow internal boundary condition is a mixed boundary
condition where a stage hydrograph is inserted as the observed boundary until the stage
hydrograph nms out of data; afterward a flow hydrograph is used. The end of data is
identified by the HEC missing data code -901.0. The stage and flow hydrographs can either
be entered in a table or can be entered from DSS. The mixed boundary condition is
primarily used for forecast models where the end of stage data is the forecast time and the
flow hydrograph is the flow forecast.

Command Line:  OBSERVED STAGE AND FLOW INTERNAL BOUNDARY
CONDITION

Variables: Standard syntax
IBC, NIBCIL, (T(J), ZIBCI(T},QIBCI(J), J=1,NL))

DSS syntax
IBC (1stline)

PN (2nd line) stage
PN (Brd line) flow

________ "
IBC + Internal boundary condition number from CSECT file.
NIBCI + Number of hydrograph ordinates.
T() + Time values (hours).
ZIBCI(D) + Stage value (feet).
QIBCKT) + Flow values (cfs).
PN AB0 DSS pathname (left justified, must include parts A-F).

Examples (Standard syntax):

OBSERVED STAGE AND FLOW INTERNAL BOUNDARY CONDITION
14

0 451 -901.

24 451 2000

48-901 2000 €= Start using flow hydrograph
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72 -901 2000

Example of DSS syntax:
OBSERVED STAGE AND FLOW INTERNAL BOUNDARY CONDITION

2
fOHIO/DAM26/POOL STAGE/01JAN1979/1 HOUR/OBS/

/OHIO/DAM26/FLOW/01JAN1979/1HOUR/OBS/
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Target Conirol Point Elevation

The seasonal array of target control point elevations for a navigation pool can be
replaced in the boundary condition file. A maximum of 20 points can be defined. The
time ordinate is given by a military day and three character month abbreviation in capital
letters; for example the April 10th is 10APR.

Command Line:  TARGET CONTROL POINT ELEVATION

Variables: Standard syntax
SPNAM, NIBCL, (T(J), ZIBCI(),QIBCI(), J=1,NU)

DSS syntax
SPNAM (1st line)

PN (2nd line) stage
PN (3rd line) flow

SPNAM + Name of the navigation dam on the ND card.
SDATE() + Military day and month (for example 10APR).
ZCP(D) + Control point elevation in feet.

TARGET CONTROL POINT ELEVATION
L&D26 '

0LJAN 4189

CG1APR  419.0

I5APR 419.1

ISNOV  419.0

01DEC 4189

31IDEC 4189
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Appendix E-4

Mississippi Null Internal Boundary Condition
(Estimation of Ungaged Inflow)

The Null Internal Boundary Condition (NIBC) is a tool for estimating ungaged
lateral inflow in a river system. The NIBC is inserted between two identical cross-
sections that are separated by a small distance. The NIBC assumes that the stage and
flow at the two cross-sections are the same; hence, if the upstream cross-section is
number j, then

Z =77

+1

G =0

in which Z is the stage and Q is the flow. If an observed stage hydrograph is specified
for the NIBC, the river routing reach is effectively broken into two routing reaches, The
stage hydrograph is used as the downstream boundary for the upstream reach and the
stage hydrograph is used as the upstream boundary for the downstream reach; cross-
sections j and j+1 are downstream and upstream boundaries respectively, For the
upstream reach, the flow at j is the routed flow from upstream. Since the ungaged
inflow is unknown and not entered, the flow at j is missing the ungaged inflow. For the
downstream reach, the flow at j+1 from a stage boundary condition is computed from the
hydrodynamics and the geometry reach downstream. This flow does contain the ungaged
inflow. Hence, the ungaged inflow is simply the difference between the flow
hydrographs at j and the flow at j+1,

Q; = Q;:-l “Q},

in which Q7 is the ungaged inflow. This ungaged inflow is from the upstream
boundary .of the upstream reach to cross-section j, effectively the downstream
boundary. To use the ungaged inflow in a model, the flow is lagged backward in time
(usually one day) and inserted in the model as a uniform lateral inflow.

For a reach of river of any length, the NIBC is inserted at the principal gage
locations where the stage records are the most accurate. Generally, these locations are the
USGS gaging stations. Ifa reach includes k interior gages, mserting NIBC at each of
the gages creates k independent routing reaches. The independence of the routing
- reaches is important, because, the system must be solved only once for all the ungaged
inflow hydrographs. For example, to analyze the Missouri River between Rulo, Nebraska
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and St. Charles, Missouri, NIBC’s are inserted at the USGS gages at St. Joseph, Kansas
City, Waverly, Boonville, and Hermann, breaking the model into five independent
routing reaches. Inflow from tributaries do not effect the calculations; although
backwater from a large tributary downstream from a NIBC will effect the accuracy of the
calculations.

The NIBC is inserted using the NI card, which is described in Appendix A,
between cross-section j and j+1. Cross-section j is a repeat of cross-section j+1 and
the reach length between the cross-sections is zero. The only parameter on the NI card is
a eight character name which uniquely defines the name of the NIBC when attaching an
observed stage hydrograph in the boundary condition file. HY cards must be inserted at
cross-sections j and j+1 to define output hydrographs. Figure 1 shows the definition of
a NIBC at Boonville. The name on this station on the NI card is BOON. The OH cards
~upstream and downstream attach the USGS hydrograph to the plot macro.

The observed stage hydrograph is entered using the OBSERVED STAGE
HYDROGRAPH record in the boundary condition file. A description of the record is
shown in Appendix B. Figure 2 shows the definition of OBSERVED STAGE
HYDROGRAPH record for the Boonville NIBC. The name of the station, BOON, is
entered on the second line before the DSS pathname. The gage zero is entered using the
ZERO= parameter.

For our example problem, Figure 3 compares the routed flow hydrograph
upstream of the NIBC with the USGS observed flow hydrograph. This hydrograph does
not include ungaged lateral inflow. Figure 4 compares the computed hydrograph, the
USGS flow hydrograph, and the USGS flow measurements downstream of the NIBC.
Since the model is well calibrated, the computed hydrograph almost exactly matches the
USGS flow hydrograph and the observed flow measurements.

The ungaged inflow hydrograph is estimated by subtracting the routed hydrograph
from the computed hydrograph and lagging the ungaged hydrograph backward one day.
This operation is performed by the DSSMATH program. The input file for DSSMATH
is shown in Figure 5.

The ungaged flow is entered as a uniform lateral inflow from Waverly, the
upstream boundary of the reach, and Boonville. Figure 6 shows the routed flow
hydrograph, USGS observed flow hydrograph, and the observed flow measurements at
Boonville. The agreement is nearly exact. Figure 7 shows the computed stage
hydrograph at Boonville. The agreement in stage is also very good because of the exact
reproduction of flow.
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WC 0500
X1197.22

05000
94

.02100
13520.

21060,

1

1

1

ER \KCMO\FORECAST\RC\MORRC: /MISSOURT RIVER/BOONVILLE/STAGE-FLOW//1993-PRES /BST/
OH \KCMO\MOR,DS8 : /MISSOURE RIVER/BOCNVILLE/STAGE/01JUNL1992/6HOUR/CORE /

20 565.4

HY DBOONVILLE

X3 -12
GR 540.0
GE 584.8
GR 593.5
GE 590.0
GR 590.0
GR 389.7
GR 600.0
GR 600.0
GR 581.0
GR 556.5
GR 546.8
GR 558.3
GR 532.2
GR 5b55.2
GR 358.3
GR 5586.9
GR 557.6
GE 557.3
GER 581.0

NI BOON

KR OFF
#®1187.22

0.
8050.
8950.
8770.

11560,
13150,
14280.
16500.
19000.
19850.
20042,
20143,
20247.
20353.
20454.
20554,
20654,
2075%4.
20857.
21020.

94

.00
820.0
5397.2
525.3
593.2
588.0
589.%
&00.0
504.4
546.3
556.1
5432.4
557.2
538.8
556.7
558.1
558.4
558.2
556.3
589.0

1%520.
KR \ECMO\FORECAST\RC\MORRC: /MISSOURI RIVE

l8e2l.

81a0.

9130,
10110,
1lag0.
13170,
14800,
17000.
19520.
19%62.
20061.
20160.
20266.
20373,
20474,
20574,
20671,
20774,
20877,
21020.

21080,

-900.99
612.0
5%8.2
392.0
580,90
588.0
584.3
600, ¢
583.5
548.6
556.2
541.7
547.2
545.9
556.3
559.5
$59.8
5588.7
555.8
600.0

12682,

CH \KCMO\MOR.DSS: /MISSOURI RIVER/BOCNVIL

0.
8240,
2320.

10580,
12130,
13260.
15270.
17500.
19510.
18881,
20082,
20183,
20288,
Z0393.
20494.
20594,
20684,
20795.
20899.
21060,

1282,

.00
§05.7
587.6
588.0
593.2
590.0
600.0
&00.0
586.2
555.¢9
556.0
54z.6
534.1
$50.1
557.1
558.3
558.8
580.0
557.2
840.0

1426,

3
8330.
B550.

10860.
12500.
13500.
15500.
18000.
18710.
20002,
20102,
20202.
20311.
20413,
20514.
20614.
20714,
208132,
20218,
21150,

3
583.2
802.0
59z.0
592.0
585.5
600.0
600.0
588.0
558.9
853.3
530.2
534.3
551.1
5535.6
559.7
558.9
558.4
558.1

8780.

8700,
11182Q.
12600.
13880,
16000.
18500,
19850,
z0022.
20123,
20224,
2033z2.
20433.
20534,
20634.
207324,
20836.
20938.

P./BOONVILLE/STAGE-FLOW//1993~PRES/EST/
LE/FLOW/01JUN1992 /1DAY/OBS/

Z0 565.4

HY BOCNVILLE L[S

X3 -12 0. .00 18621, -900.%9 a. .00 3 3

GR 640.0 8050, 620.0 8160. 812.0 8240, 605.7 8330, 583.2 8780.
GR 584.8 8350. 397.2 9130, 508.2 9320, 597.6 95654, 602.0 9700.
GR 5983.5% 9770. 595.3 10110. 582.0 10580. 588.0 10860. 592.0 11130,

Figure 1. Null interior boundary condition at Boonville. The cross-section at Boonville
was repeated and the NI card was inserted between the cross-sections. The name of the
NIBC on the NI card was BOON.

ZERO=565.4

OBSERVED INTERNAL BOUNDARY CONDITION AT BOONVILLE
BOON

/MISSOURI RIVER/BOONVILLE/STAGE//1DAY/CORP/

Figure 2. Insertion of an observed hydrograph for the NIBC at Boonville into the UNET
boundary condition file. The name BOON agrees with the name defined on the NI card.
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MISSOURI RIVER
BOONVILLE
x10°3 : COMPUTED

sorm

P B

T35 ] 15 1 s ) 15 | a5 1 ois | 1s | 15 15 | 15 | 15 [ 15 | s
SEP OCT NOV DEC|JAN FEB MAR APK MAY JUN JUL AUG  SEP
1994

BOOHVILLE US COMPITED FLOW

e e BOOHILLE TV COMIPUTED FLOW

Figure 3. Routed flow upstream of the NIBC at Boonville and the flow computed
downstream of the NIBC.. The difference is the ungaged lateral mflow.
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MISSOURI RIVER
BOONVILLE Q
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©  BOONVILLE OBS MEAS BOONVILLE

Figure 4. Computed flow downstream of the NIBC at Boonville. The computed flow is
compared to the USGS observed flow and the USGS flow measurerments at the gage.
The computed flow is the flow required to reproduce the stages at the Boonville gage
using the model with the current calibration
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QFEN MOCN
TI 01SEP1593 0700 31DEC1994 G700

* %

** RULC TO §T. JOSEPE

L2

GET QUS=MOCN:/MISSOURI RIVER/ST. JOSEPH/FLOW//1DRY/COMPUTED/

GET QDS=MOCN:/MISSOURI RIVER/ST. JOSEPH DS/FLOW//LlDRY/COMPUTED/
COM QDIFF=QDS5-0US

COM QLAT=TSHIFT (QDIFF,~1D}

BPUT.3 QLAT=\KCMO\MOR:/MISSOURI RIVER/RULO TO STJ/UE ¥LOW//1DAY/EST/
TA QUS QDS QDIFF QLAT

CLEAR ALL

=

% ST, JOSEPH TO KANSAS CITY

oW .

GET QUS=MOCK:/MTSSQURI RIVER/KANSAS CITY/FLOW//1DAY/COMPUTED/
GET OD3=MOCN:/MISSOURI RIVER/KANSAS CITY DS/FLOW//1DAY/COMPUTED/
COM ODIFF=QDS-QUS '
COM QLAT=TSEIFT{QODIFF,-1D)

PUT.L QLATw\RCMO\MOR: /MISSOURI RIVER/STJ TO KC/UG FLOW//1DAY/EST/
T3 QUS QDS QDIFF QLAT

CLEAR ALL

*x

*+ EANSAS CITY TO WAVERLY

+%

GET QU8=MOCH: /MISSOURI RIVER/WAVERLY/FLOW//1DAY/COMPUTED/

GET QDS=MOCH:/MISSOURI RIVER/WAVERLY DS/FLOW//1DAY/CCMPUTED/

COM QBIFF=QDS-QUS

COM QLAT=TSHIFT (QDIFF,-1D}

PUT.2 QLAT=\ECMO\MOR:/MISSOURI RIVER/KC TO WAV/UG FLOW//1DBY/EST/
Th QUS QDS ODIEY QLAT

CLEAR ALL

* xR

** WAVERLY TOQ ROONVILLE

_* W

GET {QUS=MOCN;: /MISSOURI RIVER/BOONVILLE/FLOW//1DRY/COMPUTED/

GET QDS=MOCN:/MISSOURI RIVER/BOONVILLE L[S/FLOW//1DRY/COMPUTED/

COM ODIFF=QDS-QUS

COM QLAT=TSHIFT (ODIFF,-1D}

PUT.A QLAT=\KCMO\MCR:/MISSCURI ERIVER/WAV TO BOQON/UG FLOW//1DAY/E3T/
TZ QUS QDS ODIFF QLAT

CLERR BALL

L]

*¥% BOONVILLE TO HERMANN

xx

GET QUS=MOCN:/MISSOURI RIVER/HERMANN/FLOW//1DAY/COMPUTED/

GET QDS=MOCH:/MISSOURI RIVER/HERMANN DS/FLCOW//LDAY/COMPUTED/

COM QDIFF=QDS-QUS

COM QLAT=TSHIFT (QODIFT,-1D}

PUT.A OLAT=\ECHO\MOR: /MISSOURI RIVER/BGCON TO HERM/UG FLOW//1DAY/EST/
TA QUS QDS QDIFF QLAT

CLEAR ALL

* %

FINISH

Figure 5. Input file for DSSMATH that determines ungaged lateral inflow at St. Joseph,
Kansas City, Waverly, Boonville, and Hermann. The program subtracts the computed
fiow hydrograph upstream of the NIBC from the computed flow hydrograph downstream
of the NIBC and lags the result backward one day The lagged hydrograph is an estimate
of the ungaged local inflow.
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MISSOURI RIVER,
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Figure 6. Flow at Boonville upstream and downstream of the NTBC after three
iterations. The upstream flow is obtained by adding the ungaged inflow uniformly
between Waverly and Boonville.
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MISSOTURI RIVER
BOONVILLE - RM 19722
COMPUTED

0

271
S 54
T # i
A
&
E

21
18 —R
15+

| J\ﬂw i

= -

= =t

15 1 15 | 15 | 15 | 15 | 15 ] 15 [ 15 | 15 | 15 | 15 | 15 | 18
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1993

BOONVLLLE US COMPUTED STAGE
——————— ENWIO CORPS STAGE

Figure 7. Computed and observed stage at Boonville after three iterations. The
optimized ungaged inflow accurately reproduces the stage hydrograph at the NIBC
station.




Mississippi Null Internal Boundary Condition

Attachment A

NI Card




Mississippi Null Internal Boundary Condition

NI Card Null Internal Boundary Condition

The NI card defines a null internal boundary condition (NIBC) connecting two cross-
sections, The NIBC assumes that the flow and stage at the cross-sections are identical.
The NIBC is used in conjunction with an OBSERVED INTERNAL BOUNDAY

CONDTION record in the boundary condition file.

Field  Variable  Value  Description

0 D NC Card identification.

1 IBCNAME  alpha Name of the NIBC.
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Observed Internal Boundary Condition Record
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Observed Stage Internal Boundary

This data set specifies an observed time seties of navigation pool water surface
elevations upstream of unregulated navigation dams. The stage hydrograph can be entered
using either the standard or DSS syntaxes. In a forecasting model, the observed pool
elevations are used as an internal boundary condition up to the time of forecast. At this
point, the ND and CP records in the CSECT input file provide the model with the
information necessary to control the hinge point operation of the navigation dam.

Command Line: OBSERVED STAGE INTERNAL BOUNDARY

Variables: Standard syntax:

IBCNAME, NIBCL (TIBCI(T), ZIBCI(T), I=1,NIBCI)

DSS syntax:
IBCNAME (1st line)
PN (2ad line)
Value  Description
IBCNAME + Internal boundary name. This eight character name is
entered on the SP, LS, LA, ND, or NI card in the cross-
section file.
NIBCI + Number of points in the hydrograph.
TIBCT - + Time values (hrs).
ZIBCI + Navigation pool elevation valtues (ff).
PN AT8 DSS pathname (left justified, must include parts A-F).

Example (DSS syntax):

OBSERVED STAGE INTERNAL BOUNDARY
DAM26
/OHIO/DAM?26/STAGE/01JAN1979/1HOUR/OBSERVED/

E4-12




Other UNET Applications

Appendix F

Other UNET Applications



Tidal Application

Appendix F-1
A UNET Tidal Hydraulics Application

1. Introduction

A time-dependent stage downstream boundary condition is used for the application of a
one-dimensional unsteady flow model such as UNET to a tidal system. Note that, while UNET
must initially be dead-started; a tidal system has no such condition, being in continual motion.
lustrated herein is the use of a “warmup” or “spinup” period to develop repetitive cycles within
the system being modeled. The UNET hotstrart feature can then be used instead of this warmup
period for the analysis of alternate conditions if expedient.

When modeling a river-to-ocean situation, the first approach tried is usually to apply the
tidal stage (as recorded by a tide gage) as a downstream boundary condition directly to the
downstream-most section of the river. This can create modeling problems because the induced
tidal velocity in the river cross section may bave a significant velocity head that is not reflected
in the tidal stage record creating a conflict between the computed energy and the imposed stage.
This potential difficulty can be alleviated by locating the downstream boundary condition at an
expanded section (seaward) so the velocity head is near zero at that section.

Computational time steps for a tidal simulations are usnally not 2 severe constraint on
computational effort. In general, for resolution of the tidal stage hydrograph, one hour time
points are adequate for input stage hydrograph data. This suggestion can be applied to both
mixed and diurnal tides. Time stepping for numerical accuracy of the solution will usually be
less than the resolution requirement, and should reflect criteria presented in Cunge, et al (1980).
The computational time step for a tidal simulation will usually be on the order of minutes, which
should not create lengthy execution times for UNET.

2. An example application

This example is based on a simple horizontal channel of nearly rectangular cross section
with bottom width of 500 ft. at elevation -10 . and top width of 520 ft. at elevation 50 &. Tt is
25 miles long with a Manning’s » of 0.07. A storage area of 5000 acres is connected 1o the reach
downstream of section no. 6 (RM 12.5). The connection is about one river width, long (520 ft.) at
elevation 0.0 ft. with inflow/outflow coefficients of 0.1 hr”. The computational distance step is
set at 0.5 mi. The computational time step is set at 5 min., giving a Courant No. (Cunge, et al.,
1980) of about 2.
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The downstream-most section is expanded to 5000 ft. width. It has been found in
previous applications of one dimensional unsteady flow models that imposition of a tidal stage

boundary condition should be located such that the velocity head is near zero.

The downstream forcing function is a simple sinusoidal function with a 24-hr. period
z(t) = z, sm(%} , where z is stage and t is time in hours. This function gives one high tide

and one low tide per 24-hour period. The tidal amplitude, z, is assumed to be 2 ft., giving a four
foot tidal range. Note that, on the West coast of the United States tides are “mixed”. That is,
there are two high tides and two low tides per twenty four hour period (Wiegel, 1964).

The upstream boundary condition is assumed to be a constant inflow of 5000 cfs.. which
yields a steady flow velocity of about 0.5 fps and an energy loss due to friction of about 5 ft. in

the reach.

A schematic is shown in Fig. 1.

Tidal Stage
Boundary

RM125

Constant Flow
Boundary Condition

Figure 1 Schematic of Tidal System.
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3. Initial conditions

UNET must always begin a simulation with steady flow, or the results from 2 previous,
dynamic, solution. A tidal system may be thought of as having always been in a state of
dynamic repetition. How one gets to such a state from an initial steady state is illustrated here.
The fundamental approach is to use a “warm-up” or “spin-up” period (Thomas and McAnally,
1985) during which the solution evolves from the fixed, steady, flow to the repetitive tidal
solution. This evolution is illustrated in Fig. 2 for this example problem. The stage in the
storage area and that at cross section 6 are shown. Note that, initially (01Jan1998 at 06:00), the
stages reflect the steady flow backwater at section 6 and the stage in the connected storage area
beginning to increase due to flow through the connection. The initial conditions were 5000 cfs in
the river and a water surface elevation of zero everywhere. After the backwater solution, the
water surface profile in the river slopes from 0.0 f. at the downstream end to about 5. at the
upstream end; the storage area elevation remains at zero. The dynamic solution (Fig. 2) indicates
that the warm-up period for the system (that is, the time until consecutive tidal cycles repeat) is
more than ten days. One could examine study alternatives by running every alternative for ten
days more than necessary and discarding the sohution for the first ten days. This is probably a
viable approach for simple systems such as this where computational time and data storage are
negligible.
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4 —
3 JR—
g ’
5 i UNET Tidal Warm-up
"E 2 — ; Storage Area
& |m— === RM 12.5
i
1 —
0 | ‘ | i ' I |
a 4 8 12 16 20
Time (days)

Figure 2 Tidal Warm-Up Solution

For other situations, however, it is expedient to run the warm-up period only once and
save the warmed-up solution to be used as the initial condition for study analyses. Thus,
UNET’s hotstart capability may be used. To illustrate its use, the above problem was run with
the results being saved at the end of 10 days by inserting 240 hours for variable TWINC on the
UNET JOB CONTROL record. This causes the system status (stage and discharge at every
computational point) at 240 hrs. to be stored in the defauit file INTL.CON. This file was then
renamed, for convenience, to 10DAY.RST. Another BC file was created by removing the former
initial conditions and inserting a READ INITIAL CONDITIONS record which refers to the file
10DAY.RST. The simulation time window was adjusted to begin at 11Jan98 0600. These files
are reproduced below.

When studying such situations, plots similar to Fig. 2 should be constructed to identify
what the warm-up time scale is for the system being simulated.
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4. UNET data file structures for this problem

The CS input file is -

PR ON

T1 STRREACH

T2 Tidal hydraulics example
T3 HEC/Gee/Mav 98

ZD BEDPROF

ZI

UB

*

NC 07 .07 .07

P

CROSS-SECTION 1

* # »

XK -800 05 5

X125.00 4 10 510 13200 13200 13200
HY SEC1

GR 50 0 -10 10 -10 510 50 520

*

* CROSS-SECTION 2

*

X12250 4 10 510 13200 13200 13200
HY SECZ

GR 50 0 -10 10 -10 510 50 520
*

* CROSS-SECTION 3

X12000 4 10 510 13200 13200 13200
HY SEC3

GR 50 0 -10 10 -10 510 50 520
*

* CROSS-SECTION 4
X11750 4 10 510 13200 13200 13200
HY SEC4

GR 50 0 -10 10 -10 510 50 520
*

* CROSS-SECTION 5

*

*

X11500 4 10 510 13200 13200 13200
HY SEC5
GR 50 0 -10 10 -10 510 50 520

¥

* CROSS SECTION 6

&
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X11250 4 10 510 13200 13200 13200
HY SEC6

GR 56 ¢ -10 10 -10 310 50 520
#

* STORAGE AREA

SL 1 01 01 00 60 1240

SA 1 5000 -10.0

HS SAl

#

*®

* CROSS-SECTION 7

®

X11000 4 310 510 13200 13200 13200
HY SEC7

GR 50 0 -10 10 -10 3510 30 3520
*

* CROSS-SECTION 8

X1 7350 4 10 510 13200 13200 13200
HY SECS _
GR 50 o0 -10 10 -10 510 350 3520

*

* CROSS-SECTION @

%

X1 500 4 10 3510 13200 13200 13200
HY SEC9

GR 5 © -10 10 -10 510 50 520
&

* CROSS-SECTION 10

X1250 4 10 510 13200 13200 13200
HY SECILO

GR 5 0 -10 10 -10 510 50 520
*

¥

* CROSS-SECTION 11

X1 60 4 100 5100 O O O

HY SECI1}

GR 50 0 -10 100 -10 5100 50 5200
*

DB

*

EX
The BC file for dead start sitmulaiion is -

Example application of UNET to simple a simple system
Michael Gee, HEC, May 1998

tidal

*
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* Job control information

*

JOB CONTROL

T TS5MIN 48 6 F 0.6 T ¥F240 1HOUR

*

* Time window of simulation
*

TIME WINDOW
01JAN1998 0600 20JAN1998 0600
*

UPSTREAM FLOW HYDROGRAPH
12 (5000 3000 5000

*
*

* DOWNSTREAM BOUNDARY CONDITION
OPEN DSS FILE

TIDES2 01TAN1998 0600 30JAN1998 0600 1.0
DOWNSTREAM STAGE HYDROGRAPH

i
{TIDE/DSBC/STAGE/01JAN1998/1HOUR/OBS/
INTTIAL FLOW CONDITIONS

1 5000

*

INITIAL STORAGE ELEVATION

100

*

CLOSE DSS FILE
L]

*

* Open DSS file for writing results
%

WRITE HYDROGRAPHS TO DSS
STORAGE.DSS

EJ

The BC File for Hotstart 10 days into the warmup period is -

Example application of UNET to simple a simple system
Michael Gee, HEC, May 1998

restart

¥

* Job contro] information
L]

JOB CONTROL
T T5MIN 48 6 F 0.6 T F-1 1HOUR
*

* Time window of simulation
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#

TIME WINDOW :
11JAN1998 0600 20JAN1998 0600

x

UPSTREAM FLOW HYDROGRAPH
1203000 3000 5000

*
*

* DOWNSTREAM BOUNDARY CONDITION
OPEN DSS FILE

TIDES2 01JAN1998 0600 30JAN1998 0600 1.0
DOWNSTREAM STAGE HYDROGRAPH

1

/TIDE/DSBC/STAGE/ 1 JAN1998/1HOUR/OBS/
*

CLOSE DSSFILE

*

READ INITIAL CONDITIONS
10DAY.RST

* Open DSS file for writing resuits
*

WRITE HYDROGRAPHS TO DSS
STORAGE.DSS
EJ

NOTE: It appears that, when using a hotstart simulation, the volume accounting is corrupted in
that the “starting reach vol™ is set to zero.
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Appendix F-2

Modeling Ice Covered Streams

The UNET ice cover option allows the user to model channels with floating, stationary
ice covers. This option is appropriate where the ice cover is in place during the entire time
simulated, and the ice cover thickness and the ice cover roughness, as defined by its Manning's
value, are known and unchanging with time. This option allows the user to input different ice
thicknesses in the channel and the left and right overbanks. It allows the thickness and the
roughness to be changed at every cross section, if required.

Based on the given ice thicknesses and ice roughness, this option modifies the tables of
elevation versus flow area and conveyance that are created by the program CSECT. Itis
assumed that the ice cover is always floating at hydrostatic equilibrium. The flow areas of the
channel and the left and right overbanks are reduced by an area equal to the submerged area of
the ice cover. This submerged area is assumed to be a trapezoid with a top surface coinciding
- with the water surface elevation and a bottom surface at a depth equal to the thickness of the ice
multiplied by the specific gravity of the ice. The user is allowed to input a specific gravity for
the ice and to vary it from cross section to cross section. The default value is 0.916. The
conveyance of the channel is modified by accounting for the change in area, the decrease in
hydraulic radius, and the composite # value. This option determines a composite Manning's #
value using the Balokon-Sabaneev formula (Ashton 1986) for the chanmel and left and right
overbanks based on the given bed » value and the given ice » value. The hydraulic radius is
found by dividing the flow area by the wetted perimeter, which includes the width of the
underside of the ice cover.

The ice cover is assumed to occur only within the channel and left and right overbank
areas. Storage arca calculations are not effected. If encroachments are specified, the ice cover is
not assumed to exist outside the encroachments at any elevation. Pilot channel calculations are
not affected by the presence of an ice cover., The option also checks that the minimum elevation
specified for the tables created by CSECT provides sufficient depth for the ice cover to float (that
is, the bottom of the ice cover cannot be below the minimum elevation of the channel.). If there
is not sufficient depth, the minimum elevation is increased by the submerged thickness of the ice.

See Appendix D-3, example problem #3, for more information.




